Page 1



3GPP TSG-CT WG3 Meeting #98
C3-185289
West Palm Beach, Florida(US), 20- 24 August 2018






   was C3-185200
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.222
	CR
	0037
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Authorization endpoint and token request

	
	

	Source to WG:
	Samsung Electronics

	Source to TSG:
	C3

	
	

	Work item code:
	CAPIF-CT
	
	Date:
	2018-08-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
     Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Following editor's note in subclause 5.6.2.2.3:
Editor's Note: specification of authorization endpoint of the CAPIF core function and the token request is FFS.

	
	

	Summary of change:
	SA3 in TS 33.122 has defined the roles and methods related to token authorization for API invoker, CAPIF core function and API exposing function. This contribution proposes to refer TS 33.122 for authorization token and related requests and remove the editor's note.

	
	

	Consequences if not approved:
	Unresolved editor's note in the spec.

	
	

	Clauses affected:
	5.6.2.2.3

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 33.122 0001

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** 1st Change ***

5.6.2.2.3
Obtain authorization using Obtain_Authorization service operation

To obtain authorization information from the CAPIF core function to invoke service APIs, the API invoker shall perform the functions of the resource owner, client and redirection endpoints as described in subclause 6.5.2.3 of 3GPP TS 33.122 [16].
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