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* * * First Change * * * *

A.2
Nsmf_PDUSession API

openapi: 3.0.0

info:

  version: '1.PreR15.0.0'

  title: 'Nsmf_PDUSession'

  description: 'SMF PDU Session Service'

servers:

  - url: '{apiRoot}/nsmf-pdusession/v1'
    variables:

      apiRoot:

        default: https://example.com

        description:  apiRoot as defined in subclause 4.4 of 3GPP TS 29.501
security:
  - {}
  - oAuth2Clientcredentials: []
[…]

#

# SIMPLE DATA TYPES 

#

    ProcedureTransactionId:

      type: integer

      format: ProcedureTransactionId

      minimum: 0

      maximum: 255

    EpsBearerId:

      $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'

    EpsPdnCnxContainer:

      type: string

      format: EpsPdnCnxContainer

    EpsBearerContainer:

      type: string

      format: EpsBearerContainer

    Teid:

      type: string

      pattern: '^[A-F0-9]{8}$'

#

# ENUMERATIONS

#

    UpCnxState:

      anyOf:

      - type: string

        enum:

          - ACTIVATED
          - DEACTIVATED
          - ACTIVATING
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - ACTIVATED
        - DEACTIVATED
        - ACTIVATING
    HoState:

      anyOf:

      - type: string

        enum:

          - NONE
          - PREPARING
          - PREPARED
          - COMPLETED
          - CANCELLED
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - NONE
        - PREPARING
        - PREPARED
        - COMPLETED
        - CANCELLED
    RequestType:

      anyOf:

      - type: string

        enum:

          - INITIAL_REQUEST
          - EXISTING_PDU_SESSION
          - INITIAL_EMERGENCY_REQUEST
          - EXISTING_EMERGENCY_PDU_SESSION
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - INITIAL_REQUEST
        - EXISTING_PDU_SESSION
        - INITIAL_EMERGENCY_REQUEST
        - EXISTING_EMERGENCY_PDU_SESSION
    RequestIndication:

      anyOf:

      - type: string

        enum:

          - UE_REQ_PDU_SES_MOD
          - UE_REQ_PDU_SES_REL
          - PDU_SES_MOB
          - NW_REQ_PDU_SES_AUTH
          - NW_REQ_PDU_SES_MOD
          - NW_REQ_PDU_SES_REL
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - UE_REQ_PDU_SES_MOD
        - UE_REQ_PDU_SES_REL
        - PDU_SES_MOB
        - NW_REQ_PDU_SES_AUTH
        - NW_REQ_PDU_SES_MOD
        - NW_REQ_PDU_SES_REL
    NotificationCause:

      anyOf:

      - type: string

        enum:

          - QOS_FULFILLED
          - QOS_NOT_FULFILLED
          - UP_SEC_FULFILLED
          - UP_SEC_NOT_FULFILLED
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - QOS_FULFILLED
        - QOS_NOT_FULFILLED
        - UP_SEC_FULFILLED
        - UP_SEC_NOT_FULFILLED
    Cause:

      anyOf:

      - type: string

        enum:

          - REL_DUE_TO_HO
          - EPS_FALLBACK
          - REL_DUE_TO_UP_SEC
          - DNN_CONGESTION
          - S-NSSAI_CONGESTION
          - REL_DUE_TO_REACTIVATION
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - REL_DUE_TO_HO
        - EPS_FALLBACK
        - REL_DUE_TO_UP_SEC
        - DNN_CONGESTION
        - S-NSSAI_CONGESTION
        - REL_DUE_TO_REACTIVATION
    ResourceStatus:

      anyOf:

      - type: string

        enum:

          - RELEASED
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - RELEASED
    DnnSelectionMode:

      anyOf:

      - type: string

        enum:

          - VERIFIED
          - UE_DNN_NOT_VERIFIED
          - NW_DNN_NOT_VERIFIED
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - VERIFIED
        - UE_DNN_NOT_VERIFIED
        - NW_DNN_NOT_VERIFIED
#

# HTTP responses

#

  responses:

   
'PduSessionCreateError':      

      description: unsuccessful creation of a PDU session 

      content:

        application/json: # message without binary body part 

          schema:

            $ref: '#/components/schemas/PduSessionCreateError'

        multipart/related:  # message with binary body part(s)

          schema:

            type: object

            properties: # Request parts

              jsonData:

                $ref: '#/components/schemas/PduSessionCreateError'

              binaryDataN1SmInfoToUe:

                type: string

                format: binary

          encoding:

            jsonData:

              contentType:  application/json

            binaryDataN1SmInfoToUe:

              contentType:  application/vnd.3gpp.5gnas

              headers:

                Content-Id:

                  schema:

                    type: string  
   
'HsmfUpdateError':      

      description: unsuccessful update of a PDU session 

      content:

        application/json: # message without binary body part 

          schema:

            $ref: '#/components/schemas/HsmfUpdateError'

        multipart/related:  # message with binary body part(s)

          schema:

            type: object

            properties: # Request parts

              jsonData:

                $ref: '#/components/schemas/HsmfUpdateError'

              binaryDataN1SmInfoToUe:

                type: string

                format: binary

          encoding:

            jsonData:

              contentType:  application/json

            binaryDataN1SmInfoToUe:

              contentType:  application/vnd.3gpp.5gnas

              headers:

                Content-Id:

                  schema:

                    type: string  

   
'VsmfUpdateError':      

      description: unsuccessful update of a PDU session 

        content:

          application/json: # message without binary body part 

            schema:

              $ref: '#/components/schemas/VsmfUpdateError'

          multipart/related:  # message with binary body part(s)

            schema:

              type: object

              properties: # Request parts

                jsonData:

                  $ref: '#/components/schemas/VsmfUpdateError'

                binaryDataN1SmInfoFromUe:

                  type: string

                  format: binary

                binaryDataUnknownN1SmInfo:

                  type: string

                  format: binary

            encoding:

              jsonData:

                contentType:  application/json

              binaryDataN1SmInfoFromUe:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  

              binaryDataUnknownN1SmInfo:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  




* * * End of Changes * * * *


