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* * * First Change * * * *

6.1.3.2.3
Resource Standard Methods

6.1.3.2.3.1
POST
This method creates an individual SM context resource in the SMF, or in V-SMF in HR roaming scenarios.

This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.

Table 6.1.3.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	SmContextCreateData
	M
	1
	Representation of the SM context to be created in the SMF.


Table 6.1.3.2.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	SmContextCreatedData
	M
	1
	201 Created
	Successful creation of an SM context. 

	
	
	
	307 Temporary Redirect
	Temporary redirection, during a UE requested PDU Session Establishment. The response should include a Location header field containing a different URI. The URI shall be an alternative URI of the SMF that was selected by the AMF.     

	
	
	
	308 Permanent Redirect
	Permanent redirection, during a UE requested PDU Session Establishment. The response should include a Location header field containing a different URI. The URI shall be an alternative URI of the SMF that was selected by the AMF.     

	SmContextCreateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the following application error:

- INVALID_MSG_FORMAT

- MANDAT_IE_INCORRECT

- MANDAT_IE_MISSING

See table 6.1.7.3-1 for the description of these errors.

	SmContextCreateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:

- N1_SM_ERROR

- SNSSAI_DENIED

- DNN_DENIED

- PDUTYPE_DENIED

- SSC_DENIED

- SUBS_DENIED

- DNN_NOT_SUPPORTED

- PDUTYPE_NOT_SUPPORTED

- SSC_NOT_SUPPORTED

- HR_REQUIRED

- OUT_OF_LADN_SA
- NO_EPS_5GS_CONTINUITY
- UNSPECIFIED

See table 6.1.7.3-1 for the description of these errors.

	SmContextCreateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:

- CONTEXT_NOT_FOUND

See table 6.1.7.3-1 for the description of these errors.

	SmContextCreateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the following application error:

- SYSTEM_FAILURE
- INSUFFIC_RES
- INSUFFIC_RES_SLICE

- INSUFFIC_RES_SLICE_DNN
See table 6.1.7.3-1 for the description of these errors.

	SmContextCreateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the following application error:

- DNN_CONGESTION
- S-NSSAI_ CONGESTION- NF_CONGESTION
See table 6.1.7.3-1 for the description of these errors.

	SmContextCreateError
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to one of the following application error:

- PEER_NOT_RESPONDING

- NETWORK_FAILURE
See table 6.1.7.3-1 for the description of these errors.


* * * Second Change * * * *

6.1.3.5.3
Resource Standard Methods

6.1.3.5.3.1
POST
This method creates an individual PDU session resource in the H-SMF.

This method shall support the URI query parameters specified in table 6.1.3.5.3.1-1.

Table 6.1.3.5.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.1.3.5.3.1-2 and the response data structures and response codes specified in table 6.1.3.5.3.1-3.
Table 6.1.3.5.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	PduSessionCreateData
	M
	1
	Representation of the PDU session to be created in the H-SMF.


Table 6.1.3.5.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	PduSessionCreatedData
	M
	1
	201 Created
	Successful creation of a PDU session. 

	
	
	
	307 Temporary Redirect
	Temporary redirection, during a UE requested PDU Session Establishment. The response should include a Location header field containing a different URI. The URI shall be an alternative URI of the SMF that was selected by the AMF.   

	
	
	
	308 Permanent Redirect
	Permanent redirection, during a UE requested PDU Session Establishment. The response should include a Location header field containing a different URI. The URI shall be an alternative URI of the SMF that was selected by the AMF.     

	PduSessionCreateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the following application error:

- INVALID_MSG_FORMAT

- MANDAT_IE_INCORRECT

- MANDAT_IE_MISSING

See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:

- N1_SM_ERROR

- SNSSAI_DENIED

- DNN_DENIED

- PDUTYPE_DENIED

- SSC_DENIED

- SUBS_DENIED

- DNN_NOT_SUPPORTED

- PDUTYPE_NOT_SUPPORTED

- SSC_NOT_SUPPORTED
- NO_EPS_5GS_CONTINUITY
- UNSPECIFIED

See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:

- CONTEXT_NOT_FOUND

See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the following application error:

- SYSTEM_FAILURE
- INSUFFIC_RES
- INSUFFIC_RES_SLICE

- INSUFFIC_RES_SLICE_DNN
See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the following application error:

- DNN_CONGESTION
- S-NSSAI_ CONGESTION
- NF_CONGESTION
See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to one of the following application error:

- PEER_NOT_RESPONDING

- NETWORK_FAILURE
See table 6.1.7.3-1 for the description of these errors.


* * * End of Changes * * * *

