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	Reason for change:
	It is specified in a note that
"NOTE 4:	It is up to the CP function to request the UP function to generate an immediate report (or not) as specified above when the CP function modifies a URR or any other rules of the PFCP session. As an exception, the UP function always generates an immediate report when being instructed to remove a URR or deactivate a network resource measurement via the Inactive Measurement flag of the Measurement Information IE of the URR" 

However, it is not clear in such case, how to set the Usage Report Trigger for the corresponding usage report.

Rev2: There is already a reporting trigger TERMR(Termination Report) defined for a URR removal.
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* * * First Change * * * *
[bookmark: _Toc517077982][bookmark: _Toc509916625]8.2.41	Usage Report Trigger
The Usage Report Trigger IE shall be encoded as shown in Figure 8.2.41-1. It indicates the trigger of the usage report.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 to 2
	Type = 63 (decimal)
	

	
	3 to 4
	Length = n
	

	
	5
	IMMER
	DROTH
	STOPT
	START
	QUHTI
	TIMTH
	VOLTH
	PERIO
	

	
	6
	Spare
	MACAR
	ENVCL
	MONIT
	TERMR
	LIUSA
	TIMQU
	VOLQU
	

	
	7 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.2.41-1: Usage Report Trigger
Octet 5 shall be encoded as follows:
-	Bit 1 – PERIO (Periodic Reporting): when set to 1, this indicates a periodic report.
-	Bit 2 – VOLTH (Volume Threshold): when set to 1, this indicates that the data volume usage reaches a volume threshold.
-	Bit 3 – TIMTH (Time Threshold): when set to 1, this indicates that the time usage reaches a volume threshold.
-	Bit 4 – QUHTI (Quota Holding Time): when set to 1, this indicates that no packets have been received for a period exceeding the Quota Holding Time.
-	Bit 5 – START (Start of Traffic): when set to 1, this indicates that the start of traffic is detected.
-	Bit 6 – STOPT (Stop of Traffic): when set to 1, this indicates that the stop of traffic is detected.
-	Bit 7 - DROTH (Dropped DL Traffic Threshold): when set to 1, this indicates that the DL traffic being dropped reaches a threshold.
-	Bit 8 – IMMER (Immediate Report): when set to 1, this indicates an immediate report reported on CP function demand, or when the UP function generates an immediate report e.g. due to being instructed to deactivate a network resource measurement via the Inactive Measurement flag of the Measurement Information IE of the URR.
Octet 6 shall be encoded as follows:
-	Bit 1 – VOLQU (Volume Quota): when set to 1, this indicates that the Volume Quota has been exhausted.
-	Bit 2 – TIMQU (Time Quota): when set to 1, this indicates that the Time Quota has been exhausted.
-	Bit 3 - LIUSA (Linked Usage Reporting): when set to 1, this indicates a linked usage report, i.e. a usage report being reported for a URR due to a usage report being also reported for a linked URR (see subclause 5.2.2.4).
-	Bit 4 – TERMR (Termination Report): when set to 1, this indicates a usage report being reported (in a PFCP Session Deletion Response) for a URR due to the termination of the PFCP session, or a usage report being reported (in a PFCP Session Modification Response) for a URR due to the removal of the URR.
-	Bit 5 – MONIT (Monitoring Time): when set to 1, this indicates a usage report being reported for a URR due to the Monitoring Time being reached.
-	Bit 6 – ENVCL (Envelope Closure): when set to 1, this indicates the usage report is generated for closure of an envelope (see subclause 5.2.2.3). 
-	Bit 7 – MACAR (MAC Addresses Reporting): when set to 1, this indicates a usage report to report MAC (Ethernet) addresses used as source address of frames sent UL by the UE.
-	Bits 8: Spare, for future use and set to 0. 
At least one bit shall be set to 1. Several bits may be set to 1.

* * * End of Changes * * * *


