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	TS 23.003 does not specify the permanent equipment identifier (PEI).

At present, TS 23.501 and TS 33.501 provides requirements on the PEI, e.g., quote of TS 23.501 sub-clause 5.9.3:

5.9.3
Permanent Equipment Identifier

A Permanent Equipment Identifier (PEI) is defined for the 3GPP UE accessing the 5G System.

The PEI can assume different formats for different UE types and use cases. The UE shall present the PEI to the network together with an indication of the PEI format being used.

If the UE supports at least one 3GPP access technology, the UE must be allocated a PEI in the IMEI format.

In the scope of this release, the only format supported for the PEI parameter is an IMEI, as defined in TS 23.003 [19].

Already, TS 23.501 refers to TS 23.003 for the PEI defintion and similarly TS 24.501. TS 33.501 also makes use of the PEI. At stage 3 level (TS 24.501), both the IMEI and its software version (IMEISV) are used similarly as in current systems (EPS) in order to provide the network with the UE identity when requested.
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	The defintion of PEI is added to the specification. In this version of the specificaiton, the PEI can only have the format of an IMEI or IMEISV.
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	The specificaiton fails to provide the definition of PEI, and therefore it’s unclear for implementers how the PEI structure should be. Note that several other specifications use references to TS 23.003 for the PEI definition (e.g., TS 23.501, TS 24.501).
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* * * First Change * * * *

1.2
Abbreviations

For the purposes of the present document, the abbreviations defined in 3GPP TS 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5G-GUTI
5G Globally Unique Temporary Identifier

5GS
5G System

5G-S-TMSI
5G S-Temporary Mobile Subscription Identifier
AMF
Access and Mobility Management Function

EPS
Evolved Packet System

ER
EAP Re-authentication

ERP
EAP Re-authentication Protocol
GUAMI
Globally Unique AMF Identifier

GUTI
Globally Unique Temporary UE Identity

ICS
IMS Centralized Services

MTC
Machine Type Communication

NCGI
NR Cell Global Identity

NCI
NR Cell Identity

OCS
Online Charging System

PEI
Permanent Equipment Identifier

SUCI
Subscription Concealed Identifier 
SUPI
Subscription Permanent Identifier
TWAP
Trusted WLAN AAA Proxy

UUID
Universally Unique Identifier

V2X
Vehicle-to-Everything

WebRTC
Web Real-Time Communication
WWSF
WebRTC Web Server Function

* * * Next Change * * * *

6
International Mobile Station Equipment Identity, Software Version Number and Permanent Equipment Identifier
* * * Next Change * * * *

6.x
Permanent Equipment Identifier (PEI)

In 5GS, the Permanent Equipment Identifier (PEI) identifies a UE.
The PEI is defined as:

-
a PEI type: in this release of the specification, it may indicate an IMEI or IMEISV; and

-
dependent on the value of the PEI type: 

-
an IMEI as defined in subclause 6.2.1; or
-
an IMEISV as defined in subclause  6.2.2.

* * * End of Changes * * * *

