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	Reason for change:
	Access control check is applicable to a UE in 5GMM-CONNECTED mode over 3GPP access or 5GMM-CONNECTED mode with RRC inactive indication. If such a UE’s 5GMM sublayer receives a request from upper layers to send a mobile originated SMS over NAS, receives a request from upper layers to send an UL NAS TRANSPORT message for the purpose of PDU session establishment, or receives a request from upper layers to send an UL NAS TRANSPORT message for the purpose of PDU session modification and the result of the access control check is “barred”, the UL NAS TRANSPORT message should not be transmitted.
Whereas a 5GSM message for a PDU session can be sent only via the access (either 3GPP access or non-3GPP access) with which the PDU session is associated, a mobile originated SMS over NAS can be delivered via 3GPP access or non-3GPP access according to the UE’s registration status to a PLMN (registered via 3GPP access only; via non-3GPP access only; or via both accesses) and the UE preferences. Therefore, if the access attempt triggered by upper layers’ request to send a mobile originated SMS over NAS is barred on the 3GPP access, the UE should be allowed to send a mobile originated SMS over NAS via non-3GPP access.

	
	

	Summary of change:
	Abnormal case handling in the UE for the case “the lower layers indicate that the access attempt is barred”, is described.
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	Consequences if not approved:
	Absence of abnormal case handling when an access attempt triggered by 5GSM message/SMSoNAS delivery is barred
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	Other comments:
	


5.4.5.2.x
Abnormal cases in the UE
The following abnormal case can be identified:

a)
The lower layers indicate that the access attempt is barred.

The UE shall not start the UE-initiated NAS transport procedure.


If the access category for the access attempt is 6 due to a request from upper layers to send a mobile originated SMS over NAS and the UE is registered to the network via both 3GPP access and non-3GPP access, the UE may transmit the UL NAS TRANSPORT message via non-3GPP access, if the AMF set the SMS allowed bit of the 5GS registration result IE to "SMS over NAS allowed" in the REGISTRATION ACCEPT message.

Otherwise, the UE-initiated NAS transport procedure is started, if still needed, when the lower layers indicate that the barring is alleviated for the access category with which the access attempt was associated.


