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	24.501
	125
	1
	Rel-15
	Addtion of cause values for service request reject
	F
	15.0.0
	C1-184872
	MediaTek Inc., Samsung R&D Institute UK
	5GS_Ph1-CT
	5.6.1.5
	 

	24.501
	155
	1
	Rel-15
	Aligning T35cd handling upon NW initiated SM request with T3396 and T35ef
	F
	15.0.0
	C1-184615
	SHARP
	5GS_Ph1-CT
	6.3.2.3, 6.3.3.3
	 

	24.501
	37
	2
	Rel-15
	Alignment and correction of mapped security context creation at S1 to N1 mode HO
	C
	15.0.0
	C1-184940
	Ericsson, Samsung
	5GS_Ph1-CT
	4.4.2.2
	 

	24.501
	262
	-
	Rel-15
	Alignment with terminology "emergency PDU session" throughout TS 24.501
	F
	15.0.0
	C1-185163
	Qualcomm Incorporated
	5GS_Ph1-CT
	3.1. 4.4.2.1, 4.4.2.2, 4.4.4.3, 4.5.5, 4.9.2, 5.2.3.2.3, 5.3.1.2, 5.3.6, 5.4.1.3.6, 5.4.1.3.7, 5.5.1.3.2, 5.5.1.3.4, 5.5.1.3.5, 5.5.1.3.6, 5.5.2.1, 5.6.1.5, 5.6.1.6, 5.6.1.7, 6.1.4.2
	 

	24.501
	185
	2
	Rel-15
	Allowed NSSAI of a single-registration mode UE within a network with N26
	F
	15.0.0
	C1-184897
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.3.4
	 

	24.501
	305
	1
	Rel-15
	AMF pointer pointing one or more AMFs
	F
	15.0.0
	C1-185617
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.3.3
	 

	24.501
	30
	1
	Rel-15
	AMF Region ID (8 bits), AMF Set ID (10 bits), and AMF Pointer (6 bits)
	F
	15.0.0
	C1-184600
	Nokia, Nokia Shanghai Bell, Ericsson, Samsung, InterDigital Communications
	5GS_Ph1-CT
	9.10.3.4
	 

	24.501
	153
	2
	Rel-15
	AMF taking both EMC and EMC BS availability into account in setting EMF
	C
	15.0.0
	C1-184855
	SHARP
	5GS_Ph1-CT
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	35
	2
	Rel-15
	Authentication for normal services not accepted by network
	F
	15.0.0
	C1-184913
	MediaTek Inc.
	5GS_Ph1-CT
	5.4.1.3.5
	 

	24.501
	97
	1
	Rel-15
	Authentication procedure during registration procedure for mobility and periodic registration update
	F
	15.0.0
	C1-184854
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.3.3
	 

	24.501
	48
	-
	Rel-15
	Authentication Response
	F
	15.0.0
	C1-184163
	ZTE
	5GS_Ph1-CT
	5.4.1.3.3, 5.4.1.3.6, 10.2
	 

	24.501
	275
	-
	Rel-15
	Authentication response parameter IE to be of fixed length (24.501)
	F
	15.0.0
	C1-185209
	Qualcomm Incorporated
	5GS_Ph1-CT
	8.2.2
	 

	24.501
	157
	1
	Rel-15
	Clarification for registration attempt counter handling and introduction of lower layer failure
	F
	15.0.0
	C1-184693
	NTT DOCOMO
	5GS_Ph1-CT
	5.5.1.2.7, 5.5.1.3.6
	 

	24.501
	241
	1
	Rel-15
	Clarification of N1 NAS signalling connection release in AMF on generic UE configuration update completion
	F
	15.0.0
	C1-185701
	Samsung R&D Institute UK
	5GS_Ph1-CT
	5.4.4.4
	 

	24.501
	192
	3
	Rel-15
	Clarification on activation of UP resources of PDU session
	F
	15.0.0
	C1-185480
	SHARP, LG Electronics
	5GS_Ph1-CT
	5.6.1.2
	 

	24.501
	351
	3
	Rel-15
	Clarification on MICO indication and LADN information via generic UE configuration update procedure
	F
	15.0.0
	C1-185818
	LG Electronics, SHARP
	5GS_Ph1-CT
	5.4.4.1
	 

	24.501
	58
	1
	Rel-15
	Clarification on NAS level MM congestion Control
	F
	15.0.0
	C1-184714
	vivo
	5GS_Ph1-CT
	5.3.9
	 

	24.501
	213
	4
	Rel-15
	Clarification on network-initiated de-registration procedure
	F
	15.0.0
	C1-185783
	LG Electronics
	5GS_Ph1-CT
	5.5.2.3.2
	 

	24.501
	328
	1
	Rel-15
	Clarification on packet filters
	F
	15.0.0
	C1-185738
	Huawei, HiSilicon
	5GS_Ph1-CT
	9.10.4.9
	 

	24.501
	154
	1
	Rel-15
	Clarification on SM congestion control specific to PLMN
	F
	15.0.0
	C1-184744
	SHARP
	5GS_Ph1-CT
	6.3.3.3, 6.4.1.4, 6.4.1.4.1, 6.4.2.4
	 


