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	24.501
	23
	2
	Rel-15
	Exchange of extended protocol configuration options
	F
	15.0.0
	C1-184934
	Ericsson
	5GS_Ph1-CT
	6.6.1
	 

	24.501
	43
	1
	Rel-15
	Handling of Emergency PDU sessions and null algorithms
	B
	15.0.0
	C1-184645
	MediaTek Inc.
	5GS_Ph1-CT
	5.4.2.3
	 

	24.501
	54
	2
	Rel-15
	Equivalent PLMNs
	F
	15.0.0
	C1-185768
	vivo
	5GS_Ph1-CT
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	76
	2
	Rel-15
	Handling of Transmission failure for Service request message.
	F
	15.0.0
	C1-185733
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.6.1.7
	 

	24.501
	77
	4
	Rel-15
	How to determine the maximum number of established PDU sessions
	B
	15.0.0
	C1-185762
	Intel, BlackBerry UK Ltd., MediaTek Inc., Ericsson, Samsung
	5GS_Ph1-CT
	5.4.5.2.4, 5.4.5.3.1, 5.4.5.3.2, 5.4.5.3.3, 6.4.1.5, 9.10.3.2, annex A.3
	 

	24.501
	82
	2
	Rel-15
	Including S-NSSAI received in EPS in Requested NSSAI and in PDU session establishment request upon inter-system change from S1 mode to N1 mode
	B
	15.0.0
	C1-184864
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.5.1.3.2, 6.1.4.2
	 

	24.501
	91
	1
	Rel-15
	Handling of forbidden tracking area list
	F
	15.0.0
	C1-184881
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.3.13
	 

	24.501
	115
	5
	Rel-15
	Including SD when Mapped configured SD is included in S-NSSAI
	F
	15.0.0
	C1-185766
	Intel, Rohde & Schwarz, Huawei, HiSilicon, Samsung
	5GS_Ph1-CT
	9.10.2.6
	 

	24.501
	118
	-
	Rel-15
	Fix incorrect references
	D
	15.0.0
	C1-184341
	Intel
	5GS_Ph1-CT
	9.10.2.7
	 

	24.501
	167
	3
	Rel-15
	Exception handling in QoS operation
	F
	15.0.0
	C1-185486
	MediaTek Inc., Huawei, HiSilicon
	5GS_Ph1-CT
	6.2.5.1.1.2, 6.3.2.4, 9.10.4.2, B.1
	 

	24.501
	169
	1
	Rel-15
	Establishment of N1 NAS signalling connection due to change in the network slicing information
	B
	15.0.0
	C1-184663
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.3.1.1
	 

	24.501
	174
	1
	Rel-15
	Interworking between ePDG/EPC and NG-RAN/5GCN
	B
	15.0.0
	C1-184636
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	4.x (new)
	 

	24.501
	176
	1
	Rel-15
	Interworking between E-UTRAN/EPC and N3IWF/5GCN
	B
	15.0.0
	C1-184637
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	4.8.1
	 

	24.501
	184
	1
	Rel-15
	Handling of PDU session type after intersystem change from N1 mode to S1 mode
	F
	15.0.0
	C1-184638
	SHARP
	5GS_Ph1-CT
	6.1.4.1
	 

	24.501
	206
	-
	Rel-15
	Incorrect statement for handling of security context at IWK
	F
	15.0.0
	C1-184491
	Ericsson
	5GS_Ph1-CT
	4.4.2.1
	 

	24.501
	256
	1
	Rel-15
	Handling of error case when UE gets URSP from VPLMN
	B
	15.0.0
	C1-185704
	Qualcomm Incorporated, Ericsson
	5GS_Ph1-CT
	D.2.1.6
	 

	24.501
	286
	1
	Rel-15
	Fallback handling for RRC inactive
	F
	15.0.0
	C1-185729
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.3.1.3
	 

	24.501
	301
	1
	Rel-15
	Initial registration not accepted due to serving network not authorized
	B
	15.0.0
	C1-185706
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.2.5, 5.5.1.3.5, 5.6.1.5, 9.10.3.2, A.2
	 

	24.501
	314
	1
	Rel-15
	Handling of inter-access handover of a PDU session whose S-NSSAI is not allowed for the target access
	F
	15.0.0
	C1-185684
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.4.5.2.3, 5.4.5.2.4, 5.4.5.3.3, 6.4.1.6
	 

	24.501
	346
	1
	Rel-15
	Handling of PDU session(s) not supporting interworking with EPS
	F
	15.0.0
	C1-185649
	SHARP
	5GS_Ph1-CT
	6.1.4.1
	 


