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	Reason for change:
	Section 6.3.3.6 on abnormal cases in the UE specifies:
“If the PDU session ID in the PDU SESSION RELEASE COMMAND message does not belong to any PDU session in state PDU SESSION ACTIVE in the UE, the UE shall include the 5GSM cause #43 "Invalid PDU session identity" in the extended protocol configuration options IE of the PDU SESSION RELEASE COMPLETE message”

· When a 5GSM cause needs to be sent, it is usually included as an IE in the 5GSM message 

· There is no other occurrence of sending a 5GSM cause in the ePCO parameter for other 5GSM NAS messages, and no evident valid reason as to why this is the case for the PDU Session Release Complete message

· The ePCO IE does not even have a container for carrying a 5GSM cause 

The 5GSM cause should be sent as an IE in the 5GSM message itself and not in the ePCO IE
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***** Next change *****
6.3.3.6
Abnormal cases in the UE

The following abnormal cases can be identified:

a)
No PDU session active for the received PDU session ID.


If the PDU session ID in the PDU SESSION RELEASE COMMAND message does not belong to any PDU session in state PDU SESSION ACTIVE in the UE, the UE shall include the 5GSM cause #43 "Invalid PDU session identity" in the PDU SESSION RELEASE COMPLETE message, and set the PDU session ID to the received PDU session ID in the UL NAS TRANSPORT message as specified in subclause 5.4.5.
***** Next change *****
8.3.15
PDU session release complete
8.3.15.1
Message definition
The PDU SESSION RELEASE COMPLETE message is sent by the UE to the SMF in response to the PDU SESSION RELEASE COMMAND message and indicates an acceptance of a release of the PDU session. See table 8.3.15.1.1.

Message type:
PDU SESSION RELEASE COMPLETE
Significance:

dual

Direction:


UE to network

Table 8.3.15.1.1: PDU SESSION RELEASE COMPLETE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity

9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity

9.6
	M
	V
	1

	
	PDU SESSION RELEASE COMPLETE message identity
	Message type

9.7
	M
	V
	1

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.10.4.4
	O
	TLV-E
	4-65538

	xx
	5GSM cause
	5GSM cause

9.10.4.2
	O
	TV
	2


8.3.15.2
Extended protocol configuration options
This IE is included in the message when the UE wants to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the network.
8.3.15.y
5GSM cause
This IE is included in the message when the UE wants to indicate to the network that a PDU session ID was received in the PDU SESSION RELEASE COMMAND message and PDU session ID belongs to any PDU session in state PDU SESSION INACTIVE in the UE.
