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	Reason for change:
	Similar to the UE behaviour in state EMM-REGISTERED.ATTEMPTING-TO-UPDATE (see TS 24.301 subclause 5.2.3.2.2), when the UE is in the state 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE, the UE in 3GPP access:
- may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers;

- shall initiate a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running.

These are missing in current specification. 

The behaviour g) needs rewording to avoid misunderstanding, for a paging message can be sent over 3GPP access with access type indicating 3GPP access or non-3GPP access.
Also the e), f) and the above two behaviours of the UE in 3GPP access also apply to the UE in non-3GPP access.

	
	

	Summary of change:
	For the UE behaviour in state EMM-REGISTERED.ATTEMPTING-TO-UPDATE:
1) add "The UE in 3GPP access: ...

h) may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers;

i) shall initiate  a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running;".
Renumber the orignal bullet h) to j), due to the NOTE.

2) Change "g) shall initiate registration procedure for mobility and periodic registration update upon reception of paging or NOTIFICATION message with access type indicating 3GPP access;" to: "g) … upon reception of paging, or upon reception of a NOTIFICATION message with access type indicating 3GPP access",.

3) For the UE in non-3GPP access, add the same behaviours as the e), f), h) and i) of the UE in 3GPP access.

	
	

	Consequences if not approved:
	Incomplete specification on UE behaviour in state 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE.
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***** Next change *****
5.2.3.2.3
ATTEMPTING-REGISTRATION-UPDATE

The UE in 3GPP access:

a)
shall not send any user data;

b)
shall initiate a registration procedure for mobility and periodic registration update on the expiry of timers T3502, T3511 or T3346;
c)
shall initiate a registration procedure for mobility and periodic registration update when entering a new PLMN, if timer T3346 is running and the new PLMN is not equivalent to the PLMN where the UE started timer T3346, the PLMN identity of the new cell is not in the forbidden PLMN lists, and the tracking area is not in one of the lists of forbidden tracking areas;
d)
shall initiate a registration procedure for mobility and periodic registration update when the tracking area of the serving cell has changed, if timer T3346 is not running, the PLMN identity of the new cell is not in one of the forbidden PLMN lists and the tracking area is not in one of the lists of forbidden tracking areas;
e)
may initiate a registration procedure for mobility and periodic registration update upon request of the upper layers to establish a PDU session for emergency services;

f)
may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
g)
shall initiate registration procedure for mobility and periodic registration update upon reception of paging, or upon reception of NOTIFICATION message with access type indicating 3GPP access; 
h)
may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers, if timer T3346 is not running;

i)
shall initiate a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running; and

j)
if configured for eCall only mode as specified in 3GPP TS 31.102 [22], shall perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445 (see subclause 5.5.3).
NOTE:
Timers T3444 and T3445 are specified in 3GPP TS 24.301 [15].
The UE in non-3GPP access:
a)
shall not send any user data;
b)
shall initiate the registration procedure for mobility and periodic registration update on the expiry of timers T3502, T3511 or T3346;

c)
may initiate a registration procedure for mobility registration update upon request of the upper layers to establish a PDU session for emergency services;

d)
may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
e)
may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers, if timer T3346 is not running; and
f)
shall initiate  a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running..

