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* * * First Change * * * *
[bookmark: _Toc525372666]5.2.2.2.1	General
The following procedures using the Get service operation are supported:
-	Slice Selection Subscription Data Retrieval
-	Access and Mobility Subscription Data Retrieval
-	SMF Selection Subscription Data Retrieval
-	Session Management Subscription Data Retrieval
	SMS Subscription Data Retrieval
-	SMS Management Subscription Data Retrieval
-	UE Context in SMF Data Retrieval
-	UE Context in SMSF Data Retrieval
-	Retrieval Of Multiple Data Sets
-	Identifier Translation
-	Shared Subscription Data Retrieval
* * * Next Change * * * *
[bookmark: _Toc525372673]5.2.2.2.X	UE Context In SMSF Data Retrieval
Figure 5.2.2.2.8-1 shows a scenario where the NF service consumer (e.g. AMF) sends a request to the UDM to receive the UE's Context In SMSF data. The request contains the UE's identity (/{supi}), the type of the requested information (/ue-context-in-smsf-data) and query parameters (supported-features).


Figure 5.2.2.2.8-1: Requesting a UE's Context in SMSF Data
1.	The NF service consumer (e.g. AMF) shall send a GET request to the resource representing the UE's Context In SMSF Data, with query parameters indicating the supported-features. 
2a.	On Success, the UDM shall respond with "200 OK" with the message body containing the UE's Context In SMSF Data as relevant for the requesting NF service consumer. 
2b.	If there is no valid subscription data for the UE, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.
* * * Next Change * * * *
[bookmark: _Toc525372767]6.1.3.1	Overview




Figure 6.1.3.1-1: Resource URI structure of the nudm-sdm API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	Supi
(Document)
	/{supi}
	GET
	Retrieve UE's subscription data

	Nssai
(Document)
	/{supi}/nssai
	GET
	Retrieve the UE's subscribed Network Slice Selection Assistance Information

	AccessAndMobilitySubscriptionData
(Document)
	/{supi}/am-data
	GET
	Retrieve the UE's subscribed Access and Mobility Data

	SorAck
(Document)
	/{supi}/am-data/sor-ack
	PUT
	Providing acknowledgement of Steering of Roaming

	SmfSelectionSubscriptionData
(Document)
	/{supi}/smf-select-data
	GET
	Retrieve the UE's subscribed SMF Selection Data

	UeContextInSmfData
(Document)
	/{supi}/ue-context-in-smf-data
	GET
	Retrieve the UE's Context in SMF Data

	SessionManagementSubscriptionData
(Document)
	/{supi}/sm-data
	GET
	Retrieve the UE's session management subscription data

	SMSSubscriptionData
(Document)
	/{supi}/sms-data
	GET
	Retrieve the UE's SMS subscription data

	SMSManagementSubscriptionData
(Document)
	/{supi}/sms-mng-data
	GET
	Retrieve the UE's SMS management subscription data

	SdmSubscriptions
(Collection)
	/{supi}/sdm-subscriptions
	POST
	Create a subscription

	Individual subscription
(Document)
	/{supi}/sdm-subscriptions/{subscriptionId}
	DELETE
	Delete the subscription identified by {subscriptionId}, i.e. unsubscribe

	IdTranslationResult
(Document)
	/{gpsi}/id-translation-result
	GET
	Retrieve a UE's SUPI

	UeContextInSmsfData
(Document)
	/{supi}/ue-context-in-smsf-data
	GET-
	Retrieve the UE's Context in SMSF Data

	TraceData
(Document)
	/{supi}/trace-data
	GET
	Retrieve Trace Configuration Data

	SharedData
(Collection)
	/shared-data
	GET
	Retrieve shared data

	SharedDataSubscriptions
(Collection)
	/shared-data-subscriptions
	POST
	Create a subscription

	SharedDataIndividual subscription
(Document)
	/shared-data-subscriptions/{subscriptionId}
	DELETE
	Delete the subscription identified by {subscriptionId}, i.e. unsubscribe


* * * Next Change * * * *
[bookmark: _Toc525372793]6.1.3.Y	Resource: UeContextInSmsfData
[bookmark: _Toc525372794]6.1.3.Y.1	Description
This resource represents the allocated SMSFs for a SUPI.
[bookmark: _Toc525372795]6.1.3.Y.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/v1/{supi}/ue-context-in-smsf-data
This resource shall support the resource URI variables defined in table 6.1.3.Y.2-1.
Table 6.1.3.Y.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: "(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc525372796]6.1.3.Y.3	Resource Standard Methods
[bookmark: _Toc525372797]6.1.3.Y.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.Y.3.1-1.
Table 6.1.3.Y.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] subclause 6.6



This method shall support the request data structures specified in table 6.1.3.Y.3.1-2 and the response data structures and response codes specified in table 6.1.3.Y.3.1-3.
Table 6.1.3.Y.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.Y.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UeContextInSmsfData
	M
	1
	200 OK
	Upon success, a response body containing the UeContextInSmsfData shall be returned.

	ProblemDetails
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 6.1.7-1 are supported.


* * * Next Change * * * *
[bookmark: _Toc525373106]A.2	Nudm_SDM API
openapi: 3.0.0

info:
  version: '1.PreR15.1.0'
  title: 'Nudm_SDM'
  description: 'Nudm Subscriber Data Management Service'

servers:
  - url: '{apiRoot}/nudm-sdm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause subclause 4.4 of 3GPP TS 29.501.

[bookmark: _Hlk515254785]security:
  - oAuth2ClientCredentials: []
  - {}

paths:
[Skip]
  /{supi}/ue-context-in-smf-data:
    get:
      summary: retrieve a UE's UE Context In SMF Data
      operationId: Get
      tags:
        - UE Context In SMF Data Retrieval
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextInSmfData'
        '404':
          description: User (SUPI) does not exist
        default:
          description: Unexpected error
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
  /{supi}/ue-context-in-smsf-data:
    get:
      summary: retrieve a UE's UE Context In SMSF Data
      operationId: Get
      tags:
        - UE Context In SMSF Data Retrieval
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextInSmsfData'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
  /{supi}/trace-data:
    get:
      summary: retrieve a UE's Trace Configuration Data
      operationId: Get
      tags:
        - Trace Configuration Data Retrieval
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: plmn-id
          in: query
          description: serving PLMN ID
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
[bookmark: _Hlk519761766]                $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        '404':
          description: User (SUPI) does not exist
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
[Skip]

* * * End of Changes * * * *
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