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* * * First Change * * * *
6.2.6.2.3	Type: AmfNon3GppAccessRegistration 
Table 6.2.6.2.3-1: Definition of type AmfNon3GppAccessRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See subclause 6.2.8

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall not be included in the Registration service operation.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier

	imsVoPs
	ImsVoPs
	M
	1
	Indicates per UE if "IMS Voice over PS Sessions" is supported, or not supported.
The value NON_HOMOGENEOUS_OR_UNKNOWN is not applicable.

	deregCallbackUri
	Uri
	M
	1
	a URI provided by the AMF to receive (implicitly subscribed) notifications on deregistration

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration.

	guami
	Guami
	C
	0..1
	This IE shall contain the serving AMF's GUAMI.
It shall be included if the NF service consumer is an AMF.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	0..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the first interaction with UDM.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure.

	Optional attributes of this type that are also attributes of the derived type AmfNon3GppAccessRegistrationModification (see clause 6.2.6.2.8) shall not be marked with "nullable : true" in the OpenAPI file.



[bookmark: _Toc524686119]* * * Next Change * * * *
[bookmark: _Toc524686123]6.2.6.2.8	Type: AmfNon3GppAccessRegistrationModification 
This type is derived from the type Amf3NonGppAccessRestriction by deleting all attributes that are not subject to modification by means of the HTTP PATCH method. Optional attributes of this type shall be marked with "nullable : true" in the OpenAPI file.
Table 6.2.6.2.8-1: Definition of type AmfNon3GppAccessRegistrationModification
	Attribute name
	Data type
	P
	Cardinality
	Description

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall be included in the Deregistration service operation with a value of "TRUE".

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier

	imsVoPs
	ImsVoPs
	O
	0..1
	If present indicates per UE that support of "IMS Voice over PS Sessions" has been modified to supported or not supported".
The value NON_HOMOGENEOUS_OR_UNKNOWN is not applicable.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	0..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the Modification of the BackupAmfInfo.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure

	Optional attributes of this type shall be marked with "nullable : true" in the OpenAPI file.



[bookmark: _Toc524686124]* * * Next Change * * * *
[bookmark: _Toc524686271][bookmark: historyclause]A.3	Nudm_UECM API

**************text not shown for clarity*****************


    AmfNon3GppAccessRegistration:
      type: object
      required:
        - amfInstanceId
        - imsVoPs
        - deregCallbackUri
        - plmnId
      properties:
        amfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        purgeFlag:
          $ref: '#/components/schemas/PurgeFlag'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        imsVoPs:
          $ref: '#/components/schemas/ImsVoPs'
        deregCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        pcscfRestorationCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'

    AmfNon3GppAccessRegistrationModification:
      type: object
      properties:
        purgeFlag:
          $ref: '#/components/schemas/PurgeFlag'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        imsVoPs:
          $ref: '#/components/schemas/ImsVoPs'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'


[bookmark: _GoBack]**************text not shown for clarity*****************

[bookmark: _Toc524686272]
* * * End Of Change * * * *
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