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	Reason for change:
	As per clause 5.16.3.6 of TS 23.501, when T-ADS information is requested to the AMF,
The AMF shall respond to the query with the following information unless the UE is detached:

-
whether or not IMS voice over PS Session is supported in the registration area (s) where the UE is currently registered;
-
whether or not IMS voice over PS Session Supported Indication over non-3GPP access is supported in the WLAN where the UE is currently registered;
-
the time of the last radio contact with the UE; and

-
the current Access Type and RAT type.

For the first bullet, the description in stage 3 is different. In clause 6.3.6.2.4 the description of supportVoPS reads as:

This IE shall be present when following UE Context Information class are required:

- "TADS"

When present, this IE shall indicate the UE is supporting IMS Voice over PS or not.
This description needs to be changed to reflect that the indication tells whether IMS VoPS is supported in the registration areas UE is currently campted. It is not about whether UE supports VoPS or not.

The 2nd bullet was agreed in stage 2 in S2-187604. Corresponding attribute needs to be added in stage 3.

	
	

	Summary of change:
	1. Correct the description of supportVoPS attribute to align with stage 2.
2. Add a new attribute "supportVoPSn3GPP" as per stage 2 requirement.

	
	

	Consequences if not approved:
	Not aligned with stage 2

	
	

	Clauses affected:
	6.3.6.2.4, A.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *

6.3.6.2.4
Type: UeContextInfo

Table 6.3.6.2.3-1: Definition of type UeContextInfo

	Attribute name
	Data type
	P
	Cardinality
	Description

	supportVoPS
	boolean
	C
	0..1
	This IE shall be present when following UE Context Information class are required:

- "TADS"

When present, this IE shall indicate whether or not IMS voice over PS Session is supported in the registration area (s) where the UE is currently registered in 3GPP access. 

	supportVoPSn3gpp
	boolean
	C
	0..1
	This IE shall be present when the UE is registered in WLAN non 3GPP access and the following UE Context Information class are required:

- "TADS"

When present, this IE shall indicate whether or not IMS voice over PS Session Supported Indication over non-3GPP access is supported in the WLAN where the UE is currently registered.

	lastActTime
	DateTime
	C
	0..1
	This IE shall be present when following UE Context Information class are required:

- "TADS"

When present, this IE shall indicate the time stamp of the last radio contact with the UE.

	ratType
	RatType
	C
	0..1
	This IE shall be present when following UE Context Information class are required:

- "TADS"

When present, this IE shall indicate the current RAT type of the UE.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.3.8 is supported. 


* * * Next Change * * * *

A.4
Namf_MT

[...]
    UeContextInfo:

      type: object

      properties:

        supportVoPS:

          type: boolean
        supportVoPSn3gpp:

          type: boolean
        lastActTime:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'

        ratType:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

[...]
* * * End of Changes * * * *

