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	Reason for change:
	As specified in 3GPP TS 29.501, subclause 5.2.2, mandatory HTTP status codes  shall not be included in Service API specifications unless specific clarification needed:
Cardinality: Defines the allowed number of occurrence of data type <type>. A cardinality of "M..N", is only allowed for data types "array(<type>)" and "map(<type>)" and indicates the number of elements within the array or map; the values M and N can either be the characters "M" and "N", respectively, or integer numbers with M being greater than or equal 0, and N being greater than 0 and M. For data type "<type>", the cardinality shall be set to "0..1" if the Presence condition is "C" or "O", and to "1" if the Presence condition is "M". The Cardinality shall be left empty if no response body is allowed.
Response codes: Lists applicable response codes with name from HTTP Status Code Registry at IANA [12]. Mandatory HTTP status codes listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [2] for the corresponding HTTP method shall only be included if specific clarifications in the description part or special data types of the response body are required. Applicable HTTP status codes in addition to the mandatory HTTP status codes listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [2] for the corresponding HTTP method shall be included.

In 3GPP TS 29.518, some of the tables includes mandatory status codes with only common application errors and default "ProblemDetails" data type. These unnecessary response codes shall be removed.

	
	

	Summary of change:
	1)
Remove unnecessary mandatory status codes from Data type for response table in subclause 6.1.3.2.4.2.2, 6.1.3.6.3.1 and 6.3.3.2.3.1;
2)
Adjust description column in 6.1.3.8.4.2.2 to use correct reference in 29.500, for mandatory status codes.
Rev1:

- Align the formats of "cause" codes in descriptions
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	Other comments:
	


* * * First Change * * * *

6.1.3.2.4.2.2
Operation Definition

This operation shall support the request data structures specified in table 6.1.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.1.3.2.4.2.2-2.

Table 6.1.3.2.4.2.2-1: Data structures supported by the (POST) release Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	UEContextRelease
	M
	1
	The information used for releasing of the UE Context


Table 6.1.3.2.4.2.2-2: Data structures supported by the (POST) release Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	n/a
	
	
	204 No Content
	This case represents the handover is cancelled successfully. 

	
	
	
	
	





	ProblemDetails
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:

- UNSPECIFIED

- SUPI_OR_PEI_UNKNOWN
See table 6.1.7.3-1 for the description of this error.

	ProblemDetails
	M
	1
	404 Not Found
	The "cause" attribute shall be set to the following application error:

- CONTEXT_NOT_FOUND
See table 6.1.7.3-1 for the description of this error.

	
	
	
	
	



	
	
	
	
	




* * * Next Change * * * *

6.1.3.6.3.1
POST
This method creates a new subscription. This method shall support the URI query parameters specified in table 6.1.3.6.3.1-1.

Table 6.1.3.6.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.1.3.6.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.

Table 6.1.3.6.3.1-2: Data structures supported by the POST Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	SubscriptionData
	M
	1
	The request body contains the input parameters for the subscription. These parameters include, e.g.:

- GUAMI(s)
- amfStatusUri


Table 6.1.3.6.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	SubscriptionData


	M
	1
	201 Created
	This case represents the successful creation of a subscription.

Upon success, the HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource.

	
	
	
	
	





	ProblemDetails
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to the following application error:

- UNSPECIFIED
See table 6.1.7.3-1 for the description of this error.

	
	
	
	
	



	
	
	
	
	




* * * Next Change * * * *

6.1.3.8.4.2.2
Operation Definition

This operation shall support the request data structures specified in table 6.1.3.8.4.2.2-1 and the response data structure and response codes specified in table 6.1.3.8.4.2.2-2.
Table 6.1.3.8.4.2.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	N2InformationTransferReqData
	M
	1
	Representation of the data to be sent to the 5G-AN node(s) by the AMF. 


Table 6.1.3.8.4.2.2-2: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	N2InformationTransferRspData
	M
	1
	200 OK
	Indicates AMF has successfully initiated the transferring of N2 Information to the AN..

	N2InformationTransferError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].





	N2InformationTransferError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:

- UNSPECIFIED

See table 6.1.7.3-1 for the description of these errors.

	N2InformationTransferError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application errors:

- CONTEXT_NOT_FOUND

See table 6.1.7.3-1 for the description of these errors.

	N2InformationTransferError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].




	N2InformationTransferError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].




* * * Next Change * * * *

6.3.3.2.3.1
PUT

This method shall support the URI query parameters specified in table 6.3.3.2.3.1-1.

Table 6.3.3.2.3.1-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.3.3.2.3.1-2 and the response data structures and response codes specified in table 6.3.3.2.3.1-3.

Table 6.3.3.2.3.1-2: Data structures supported by the PUT Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	EnableUeReachabilityReqData

	M
	1
	Contain the State of the UE, the value shall be set to UE Reachable.


Table 6.3.3.2.3.1-3: Data structures supported by the PUT Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	EnableUeReachabilityRspData
	M
	1
	200 OK
	Indicate the ueReachInd is updated to UE Reachable.

	ProblemDetails
	M
	1
	307 Temporary Redirect
	This represents the case when the related UE context is not fully available at the target NF Service Consumer (e.g. AMF) during a planned maintenance case (e.g. AMF planned maintenance without UDSF case). The "cause" attribute shall be set to the following application error:

- NF_CONSUMER_REDIRECT_ONE_TXN

See table 6.3.7.3-1 for the description of these errors
The Location header of the response shall be set to the target NF Service Consumer (e.g. AMF) to which the request is redirected.

	
	
	
	
	





	ProblemDetails
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:

- UNABLE_TO_PAGE_UE

- UNSPECIFIED

See table 6.3.7.3-1 for the description of this error.

	ProblemDetails
	M
	1
	404 Not Found
	This represents the case when the related UE is not found in the NF Service Consumer (e.g. AMF). The "cause" attribute shall be set to the following application error:

- CONTEXT_NOT_FOUND
See table 6.3.7.3-1 for the description of these errors

	
	
	
	
	



	ProblemDetails
	M
	1
	503 Service Unavailable
	


The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].
The HTTP header field "Retry-After" shall not be included in this scenario.

	ProblemDetails
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to the following application error:

- UE_NOT_RESPONDING

See table 6.3.7.3-1 for the description of this error.


* * * End of Changes * * * *
