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* * * First Change * * * *

5.2.2.2.2.1
General

The RegistrationStatusUpdate service operation is used during the following procedure:

-
General Registration procedure (see 3GPP TS 23.502 [3], subclause 4.2.2.2.2)

-
Registration with AMF re-allocation procedure (see 3GPP TS 23.502 [3], subclause 4.2.2.2.3)

The RegistrationStatusUpdate service operation is invoked by a NF Service Consumer, e.g. the target AMF, towards the NF Service Producer, i.e. the source AMF, to update the status of UE registration at the target AMF, thereby indicating the result of previous UE Context transfer for a given UE (see subclause 5.2.2.2.1.1).

The target AMF shall update the NF Service Producer (i.e. source AMF) the status of the UE registration at the target AMF due to a previous UE Context transfer. The NF Service Consumer (e.g. target AMF) shall use the HTTP method POST to invoke the "transfer-update" custom operation on the URI of an "Individual ueContext" resource, see subclause 6.1.3.2.4. See also Figure 5.2.2.2.2.1-1.
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Figure 5.2.2.2.2.1-1 Registration Status Update

1.
The NF service consumer (e.g. target AMF), shall send a POST request to invoke the "transfer-update" custom operation on the URI of an "Individual ueContext" resource, to update the source AMF of the status of the UE registration at the target AMF. The UE's 5G-GUTI is included as the UE identity.
If any network slice(s) become no longer available and there are PDU Session(s) associated with them, the target AMF shall include these PDU session(s) in the toReleaseSessionList attribute in the payload.
If the target AMF selects a new PCF for AM Policy other than the one which was included in the UeContext by the old AMF, the target AMF shall set pcfReselectionInd to true.
Once the update is received, the source AMF shall: 
-
remove the individual ueContext resource and release any PDU session(s) in the toReleaseSessionList attribute, if the transferStatus attribute included in the POST request body is set to "TRANSFERRED". The source AMF may choose to start a timer to supervise the release of the UE context resource and may keep the individual ueContext resource until the timer expires. If the pcfReselectionInd is set to true, the source AMF shall terminate the AM Policy Association to the old PCF.
-
shall keep the UE Context as if the context transfer procedure had not happened if the transferStatus attribute included in the POST request body is set to "NOT_TRANSFERRED".

2a.
On Success: The source AMF shall respond with the status code "200 OK" if the request is accepted.

2b.
On failure, one of the HTTP status code listed in Table 6.1.3.2.4.5.2-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.2.4.5.2-2, where applicable.
* * * Next Change * * * *

5.2.2.2.3.1
General

The CreateUEContext service operation is used during the following procedure:

-
Inter NG-RAN node N2 based handover (see 3GPP TS 23.502 [3], subclause 4.9.1.3)

The CreateUEContext service operation is invoked by a NF Service Consumer, e.g. a source AMF, towards the AMF (acting as target AMF), when the source AMF can't serve the UE and selects the target AMF during the handover procedure, to create the UE Context in the target AMF. 

The NF Service Consumer (e.g. the source AMF) shall create the UE Context by using the HTTP PUT method with the URI of the "Individual UeContext" resource (See subclause 6.1.3.2.3.1). See also Figure 5.2.2.2.3.1-1.
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Figure 5.2.2.2.3.1-1 Create UE Context

1.
The NF Service Consumer, e.g. source AMF, shall send a PUT request, to create the ueContext in the target AMF. The payload body of the PUT request shall contain a UeContextCreateData structure, including a N2 Information Notification callback URI.

The UE context shall contain trace control and configuration parameters, if signalling based trace has been activated (see 3GPP TS 32.422 [30]).
2a.
On success, the target AMF shall respond with the status code "201 Created" if the request is accepted, together with a HTTP Location header to provide the location of a newly created resource. The payload body of the PUT response shall contain the representation of the created UE Context. If the target AMF selects a new PCF for AM Policy other than the one which was included in the UeContext by the old AMF, the target AMF shall set pcfReselectionInd to true. If the pcfReselectionInd is set to true, the source AMF shall terminate the AM Policy Association to the old PCF.
The target AMF starts tracing according to the received trace control and configuration parameters, if trace data is received in the UE context indicating that signalling based trace has been activated. Once the AMF receives subscription data, trace requirements received from the UDM supersedes the trace requirements received from the NF Service Consumer.

2b.
On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a UeContextCreateError structure, including:

-
a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.2.3.1-3;

-
NgAPCause, if available.
* * * Next Change * * * *

6.1.6.2.39
Type: UeRegStatusUpdateReqData
Table 6.1.6.2.39-1: Definition of type UeRegStatusUpdateReqData
	Attribute name
	Data type
	P
	Cardinality
	Description

	transferStatus
	UeContextTransferStatus
	M
	1
	This IE shall indicate if the previous UE context transfer was completed.

	toReleaseSessionList
	array(PduSessionId)
	C
	0..N
	This IE shall be present during UE Context Transfer procedure, if there are any PDU session(s) associated with Network Slice(s) which become no longer available.

When present, this IE shall include all the PDU session(s) associated with no longer available S-NSSAI(s).

	pcfReselectedInd
	boolean
	C
	0..1
	This IE shall be present and set to true if the target AMF has decided to select a new PCF for AM Policy other than the one which was included in the UeContext by the old AMF. 



* * * Next Change * * * *

6.1.6.2.42
Type: UeContextCreatedData
Table 6.1.6.2.42-1: Definition of type UeContextCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueContext
	UeContext
	M
	1
	Represents the newly created individual ueContext resource

	targetToSourceData
	N2InfoContent
	M
	1
	This IE shall contain the "Target to Source Transparent Container".

	pduSessionList
	array(N2SmInformation)
	M
	1..N
	This IE shall indicate the information of PDN Session(s) for handover.

	pcfReselectedInd
	boolean
	C
	0..1
	This IE shall be present and set to true if the target AMF has decided to select a new PCF for AM Policy other than the one which was included in the UeContext by the old AMF.



	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP cause received from RAN.

	failedSessionList
	array(PduSessionId)
	C
	0..N
	This IE shall be included to contain the PDN Session Id list of PDU Sessions failed to be setup, if any.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported. 


* * * Next Change * * * *

A.2
Namf_Communication API

...

    UeRegStatusUpdateReqData:

      type: object

      properties:

        transferStatus:

          $ref: '#/components/schemas/UeContextTransferStatus'

        toReleaseSessionList:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'

          minItems: 0

        pcfReselectedInd:

          type: boolean
      required:

        - transferStatus

    UeRegStatusUpdateRspData:

      type: object

      properties:

        regStatusTransferComplete:

          type: boolean

      required:

        - regStatusTransferComplete
…
UeContextCreatedData:

      type: object

      properties:

        ueContext:

          $ref: '#/components/schemas/UeContext'

        targetToSourceData:

          $ref: '#/components/schemas/N2InfoContent'

        pduSessionList:

          type: array

          items:

            $ref: '#/components/schemas/N2SmInformation'

          minItems: 1

        ngapCause:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'

        failedSessionList:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'

          minItems: 0

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        pcfReselectedInd:

          type: boolean
      required:

        - ueContext

        - targetToSourceData

        - pduSessions

…
* * * End of Changes * * * *
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