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	Other comments:
	


***** First change *****
11.2.2.4.2.4
No response to private call setup request with automatic commencement mode

In the "P2: waiting for call response" state, when timer TFP1 (private call request retransmission) expires and the value of the counter CFP1 (private call request retransmission) is equal to the upper limit and the stored commencement mode is "AUTOMATIC COMMENCEMENT MODE", the MCPTT client:

1)
shall start timer TFP7 (waiting for any message with same call identifier);
2)
shall release the call type control state machine; and
3)
shall enter the "P1: ignoring same call id" state.

***** Next change *****
11.2.2.4.2.6
No response to private call setup request after waiting for user acknowledgement
When in the "P2: waiting for call response" state, upon expiry of timer TFP2 (waiting for call response message), the MCPTT client:

1)
shall start timer TFP7 (waiting for any message with same call identifier);

2)
shall release the call type control state machine; and

3)
shall enter the "P1: ignoring same call id" state.

***** Next change *****
11.2.2.4.2.7
Private call setup request rejected

When in the "P2: waiting for call response" state, upon receiving a PRIVATE CALL REJECT message in response to PRIVATE CALL SETUP REQUEST message with Call identifier IE same as the stored call identifier, the MCPTT client:

1)
shall stop timer TFP1 (private call request  retransmission), if running;

2)
shall stop timer TFP2 (waiting for call response message), if running;

3)
shall start timer TFP7 (waiting for any message with same call identifier);

4)
shall release the call type control state machine; and

5)
shall enter the "P1: ignoring same call id" state.

***** Next change *****
11.2.2.4.2.8
Private call setup request accepted

When in the "P2: waiting for call response" state, upon receiving a PRIVATE CALL ACCEPT message response to PRIVATE CALL SETUP REQUEST message with the same call identifier, the MCPTT client:

1)
shall store the SDP answer IE received in the PRIVATE CALL ACCEPT message as answer SDP;

2)
shall generate a PRIVATE CALL ACCEPT ACK message as specified in subclause 15.1.11:

a)
shall set the Call identifier IE to the stored call identifier;

b)
shall set the MCPTT user ID of the caller IE with the stored caller ID; and
c)
shall set the MCPTT user ID of the callee IE with the stored callee ID.

3)
shall send the PRIVATE CALL ACCEPT ACK message in response to the request message according to rules and procedures as specified in subclause 11.2.1.1.1;

4)
shall stop timer TFP1 (private call request retransmission), if running;

5)
shall stop timer TFP2 (waiting for call response message), if running;

6)
shall establish a media session based on the SDP body of the stored answer SDP;

7)
shall start floor control as originating floor participant as specified in subclause 7.2 in 3GPP TS 24.380 [5];
8)
shall start timer TFP5 (max duration); and

9)
shall enter the "P4: part of ongoing call" state.

***** Next change *****
11.2.3.4.5.3
Emergency private call setup request accepted

When in the "Q2: in-progress emergency private call" state or in the "Q1: in-progress private call" state, upon receiving a PRIVATE CALL ACCEPT message response to PRIVATE CALL SETUP REQUEST message with the same call identifier, the MCPTT client:

1)
shall store the SDP answer IE received in the PRIVATE CALL ACCEPT message as emergency answer SDP;

2)
shall generate a PRIVATE CALL ACCEPT ACK message as specified in subclause 15.1.11:

a)
shall set the Call identifier IE to the stored call identifier;

b)
shall set the MCPTT user ID of the caller IE with stored caller ID; and

c)
shall set the MCPTT user ID of the callee IE with the stored callee ID;
3)
shall send the PRIVATE CALL ACCEPT ACK message in response to the request message according to rules and procedures as specified in subclause 11.2.1.1.1;

4)
shall stop timer TFP1 (private call request retransmission), if running;

5)
shall stop timer TFP2 (waiting for call response message), if running;

6)
shall start TFP8 (implicit downgrade) timer;

7)
shall establish a media session based on the SDP body of the stored emergency answer SDP; and
8)
shall remain in the current state.
NOTE:
PRIVATE CALL ACCEPT ACK message is retransmitted as described in this subclause, every time a PRIVATE CALL ACCEPT message is received.

***** Next change *****
11.2.3.4.5.4
Emergency private call setup request rejected

When in the "Q2: in-progress emergency private call" state, upon receiving a PRIVATE CALL REJECT message in response to PRIVATE CALL SETUP REQUEST message with Call identifier IE same as stored call identifier, the MCPTT client:

1)
shall stop timer TFP1 (private call request retransmission), if running;

2)
shall set the ProSe per-packet priority to the value corresponding to the MCPTT off-network private call as described in 3GPP TS 24.483 [45]; 

3)
shall set the stored current call type to "PRIVATE CALL"; and

4)
shall enter the "Q1: in-progress private call" state.

***** End of changes *****
