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* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP's vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 


**table rows not shown for clarity**
	1690
	PDN-Connection-Continuity
	Unsigned32
	

	1691
	eDRX-Cycle-Length
	Grouped
	

	1692
	eDRX-Cycle-Length-Value
	OctetString
	

	1693
	UE-PC5-AMBR
	Unsigned32
	

	1694
	MBSFN-Area
	Grouped
	

	1695
	MBSFN-Area-ID
	Unsigned32
	

	1696
	Carrier-Frequency
	Unsigned32
	

	1697
	RDS-Indicator
	Enumerated
	

	1698
	Service-Gap-Time
	Unsigned32
	

	1699
	Aerial-UE-Subscription-Information
	Unsigned32
	

	1700
	Broadcast-Location-Assistance-Data-Types
	Unsigned64
	

	1701
	Paging-Time-Window
	Grouped
	

	1702
	Operation-Mode
	Unsigned32
	

	1703
	Paging-Time-Window-Length
	OctetString
	

	1704
	Core-Network-Restrictions
	Unsigned32
	

	1705
	eDRX-Related-RAT
	Grouped
	

	17xx
	Interworking-5GS-Indicator
	Enumerated
	

	Note: The AVP codes from 17yy to 1799 are reserved for TS 29.272.


**table rows not shown for clarity**
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