

	
3GPP TSG-CT Meeting #82	CP-183203
Sorrento, Italy, 10 - 11 Decemebr 2018
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	29.509
	CR
	0043
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	[bookmark: _GoBack]externalDocs for Nausf_SoRProtecton OpenAPI Annex

	
	

	Source to WG:
	

	Source to TSG:
	Orange

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2018-12-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	externalDocs field of the OpenAPI Annex must be aligned with latest CT3/CT4 WG agreeement

	
	

	Summary of change:
	Correct the externalDocs field

	
	

	Consequences if not approved:
	Not aligned with latest agreement

	
	

	Clauses affected:
	A.3

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1



* * * First Change * * * *

[bookmark: _Toc525373606]A.3	Nausf_SoRProtection API
openapi: 3.0.0
info:
  version: 1.preR15.1.0
  title: Nausf_SoRProtection Service
  description: AUSF SoR Protection Service
servers:
  - url: '{apiRoot}/nausf-sorprotection/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 4.4 of 3GPP TS 29.501
security:
  - {}
  - oAuth2ClientCredentials: []
paths:
  /{supi}/ue-sor:
    post:
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/SorInfo'
        required: true
      responses:
        '201':
          description: SorSecurityInfo
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/SorSecurityInfo'
        '503':
          description: Service Unavailable
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows: 
        clientCredentials: 
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes: {}
  schemas:
    SorInfo:
      type: object
      properties:
        steeringInfoList:
          type: array
          items:
            $ref: '#/components/schemas/SteeringInfo'
        ackInd:
          $ref: '#/components/schemas/AckInd'
      required:
        - steeringInfoList
        - ackInd
    SorSecurityInfo:
      type: object
      properties:
        sorMacIausf:
          $ref: '#/components/schemas/SorMac'
        counterSor:
          $ref: '#/components/schemas/CounterSor'
        sorXmacIue:
          $ref: '#/components/schemas/SorMac'
      required:
        - sorMacIausf
        - counterSor
    SteeringInfo:
      type: object
      properties:
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        accessTechList:
          type: array
          items:
            $ref: '#/components/schemas/AccessTech'
      required:
        - plmnId
    SorMac:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'
    CounterSor:
      type: string
      pattern: '^[A-Fa-f0-9]{4}$'
    AckInd:
      type: boolean
    AccessTech:
      anyOf:
      - type: string
        enum:
        - NR
        - EUTRAN_IN_WBS1_MODE_AND_NBS1_MODE
        - EUTRAN_IN_NBS1_MODE_ONLY
        - EUTRAN_IN_WBS1_MODE_ONLY
        - UTRAN
        - GSM_AND_ECGSM_IoT
        - GSM_WITHOUT_ECGSM_IoT
        - ECGSM_IoT_ONLY
        - CDMA_1xRTT
        - CDMA_HRPD
        - GSM_COMPACT
      - type: string
externalDocs:
  description: 3GPP TS 29.509 V15.2.0; 5G System; Authentication Server Services; version 15.1.0.
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.509'




* * * End of Change * * * *



