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	Reason for change:
	CRs modifying NSSF Service APIs (Nnssf_NSSelection and Nnssf_NSSAIAvailability) have been agreed and the version number of the corresponding OpenAPI files thus need to be incremented following the rules in TS 29.501, subclause 4.3.1.
The following agreed CRs update the API Nnssf_NSSelection for the present release:
CRs that introduce backward compatible corrections:
+ TS 29.531 CR#0027 (C4-190489)
+ TS 29.531 CR#0031 (C4-190491)

 CRs that introduce non backwards compatible corrections:
   + TS 29.531 CR#0026 (C4-190488)
[bookmark: _GoBack]The following agreed CRs update the API Nnssf_NSSAIAvailability for the present release:
CRs introduce backward compatible corrections:
+ TS 29.531 CR#0027 (C4-190489)


	
	

	Summary of change:
	The Nnssf_NSSelection API version number is incremented from v1.0.0 to v2.0.0

The Nnssf_NSSAIAvailability API version number is incremented from v1.0.0 to v1.0.1

Also update the externalDocs reference to v15.3.0 of the spec
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* * * First Change * * * *
[bookmark: _Toc532996573]6.1.1	API URI
URIs of this API shall have the following root:
{apiRoot}/{apiName}/{apiVersion}/
where "apiRoot" is defined in subclause 4.4.1 of 3GPP TS 29.501 [5], the "apiName" shall be set to "nnssf-nsselection" and the "apiVersion" shall be set to "v21" for the current version of this specification.

* * * Next Change * * * *
[bookmark: _Toc532996581]6.1.3.1	Overview
Figure 6.1.3.1-1 describes the resource URI structure of the Nnssf_NSSelection API. 





Figure 6.1.3.1-1: Resource URI structure of the  nnssf_nsselection API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	Network Slice Related Information
	{apiRoot}/nnssf-nsselection/v21/
network-slice-information
	GET
	To retrieve network slice information. See subclause 6.1.3.2.3.1.

Maps to Nnssf_NSSelection_Get service operation.



* * * Next Change * * * *
[bookmark: _Toc532996584]6.1.3.2.2	Resource Definition
Resource URI: {apiRoot}/nnssf-nsselection/v21/network-slice-information
This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 6.1.1



[bookmark: _Hlk536022488]* * * Next Change * * * *
[bookmark: _Toc532996679][bookmark: _Toc532996019]A.2	Nnssf_NSSelection API
openapi: 3.0.0

info:
  version: '21.0.0'
  title: 'NSSF NS Selection'
  description: 'NSSF Network Slice Selection Service'
security:
  - {}
  - oAuth2Clientcredentials:
    - nnssf-nsselection
servers:
  - url: '{apiRoot}/nnssf-nsselection/v21'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 4.4 of 3GPP TS 29.501
externalDocs:
  description: 3GPP TS 29.531 V15.32.0; 5G System; Network Slice Selection Services; Stage 3
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.531/

[...]

* * * Next Change * * * *
[bookmark: _Toc532996680][bookmark: _Toc532996020]A.3	Nnssf_NSSAIAvailability API
openapi: 3.0.0

info:
  version: '1.0.10'
  title: 'NSSF NSSAI Availability'
  description: 'NSSF NSSAI Availability Service'
security:
  - {}
  - oAuth2Clientcredentials:
    - nnssf-nssaiavailability
servers:
  - url: '{apiRoot}/nnssf-nssaiavailability/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 4.4 of 3GPP TS 29.501
externalDocs:
  description: 3GPP TS 29.531 V15.32.0; 5G System; Network Slice Selection Services; Stage 3
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.531/

[...]

* * * End of Changes * * * 
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