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	Reason for change:
	According to 3GPP TS 29.500, subclause 5.2.7.1, 401 and 429 are mandatory (M), 501 is service specific (SS).

Table 5.2.7.1-1: HTTP status code supported on SBI
	HTTP status code

	
	POST

	400 Bad Request
	M

	401 Unauthorized
	M

	403 Forbidden
	M

	404 Not Found
	M

	405 Method Not Allowed
	SS

	406 Not Acceptable
	N/A

	408 Request Timeout
	SS

	409 Conflict
	SS

	410 Gone
	SS

	411 Length Required
	M

	412 Precondition Failed
	SS

	413 Payload Too Large
	M

	414 URI Too Long
	N/A

	415 Unsupported Media Type
	M

	429 Too Many Requests
	M

	500 Internal Server Error
	M

	501 Not Implemented
	SS

	503 Service Unavailable
	M

	504 Gateway Timeout
	SS



In 3GPP TS 29.572, for service operation Determine Location, mandatory response codes 401 and 429 are missing; 

501 is listed, but it should be returned only when server doesn't support the method (POST on determine location service operation), which is not possible for an LMF because any MLF must support Determine location operation. 501 should be removed.


	
	

	Summary of change:
	· Add 401 and 429 response codes to Determine Location service operation in OpenAPI specification, A.2
· Remove 510 response code from Determine Location service operation in OpenAPI specification, A.2

	
	

	Consequences if not approved:
	Incorrect specification against principle, potentially lead to incompatibility in multiple vendor deployment.
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	Other comments:
	This CR introduces backward compatible corrections to the OpenAPI file for API Nlmf_Location.




* * * First Change * * * *
[bookmark: _Toc532998635][bookmark: _Hlk535856443]A.2	Nlmf_Location API
openapi: 3.0.0
info:
  version: '1.0.0'
  title: 'LMF Location'
  description: 'LMF Location Service'
servers:
  - url: '{apiRoot}/nlmf-loc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause subclause 4.4 of 3GPP TS 29.501
security:
  - {}
  - oAuth2ClientCredentials:
      - nlmf-loc
paths:
  /determine-location:
    post:
      summary: Determine Location of an UE
      operationId: DetermineLocation
      tags:
        - Determine Location
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/InputData'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/LocationData'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
components:
…
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