Page 1



3GPP TSG CT WG4 Meeting #89
C4-190544
Montreal, CANADA; 25th Feb – 01st Mar 2019

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	29.230
	CR
	0657
	rev
	1
	Current version:
	15.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	RTR-Flags

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	TEI15
	
	Date:
	2019-03-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	It was agreed that change of Reference Location Information may be conveyed from HSS to S-CSCF by means of a network initiated deregistration (RTR). For this case it is needed to indicate within RTR that RTR is sent due to Reference Location Information change.

	
	

	Summary of change:
	Add RTR-Flags AVP to the list of AVPs defined in 29.229.

	
	

	Consequences if not approved:
	S-CSCF cannot distinguish between deregistration due to change of Reference Localtion Information and other deregistrations.

	
	

	Clauses affected:
	7.1

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS 29.228 CR 0690 

TS 29.229 CR 0289

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *
7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP's vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	******************part of table not shown for clarity******************

	600
	Visited-Network-Identifier
	OctetString
	29.229 [2]

	601
	Public-Identity
	UTF8String
	

	602
	Server-Name
	UTF8String
	

	603
	Server-Capabilities
	Grouped
	

	604
	Mandatory-Capability
	Unsigned32
	

	605
	Optional-Capability
	Unsigned32
	

	606
	User-Data
	OctetString
	

	607
	SIP-Number-Auth-Items
	Unsigned32
	

	608
	SIP-Authentication-Scheme
	UTF8String
	

	609
	SIP-Authenticate
	OctetString
	

	610
	SIP-Authorization
	OctetString
	

	611
	SIP-Authentication-Context
	OctetString
	

	612
	SIP-Auth-Data-Item
	Grouped
	

	613
	SIP-Item-Number
	Unsigned32
	

	614
	Server-Assignment-Type
	Enumerated
	

	615
	Deregistration-Reason
	Grouped
	

	616
	Reason-Code
	Enumerated
	

	617
	Reason-Info
	UTF8String
	

	618
	Charging-Information
	Grouped
	

	619
	Primary-Event-Charging-Function-Name
	DiameterURI
	

	620
	Secondary-Event-Charging-Function-Name
	DiameterURI
	

	621
	Primary-Charging-Collection-Function-Name
	DiameterURI
	

	622
	Secondary-Charging-Collection-Function-Name
	DiameterURI
	

	623
	User-Authorization-Type
	Enumerated
	

	624
	User-Data-Already-Available
	Enumerated
	

	625
	Confidentiality-Key
	OctetString
	

	626
	Integrity-Key
	OctetString
	

	627
	User-Data-Request-Type
	Enumerated
	

	628
	Supported-Features
	Grouped
	

	629
	Feature-List-ID
	Unsigned32
	

	630
	Feature-List
	Unsigned32
	

	631
	Supported-Applications
	Grouped
	

	632
	Associated-Identities
	Grouped
	

	633
	Originating-Request
	Enumerated
	

	634
	Wildcarded-Public-Identity
	UTF8String
	

	635
	SIP-Digest-Authenticate
	Grouped
	

	636
	Wildcarded-IMPU
	UTF8String
	

	637
	UAR-Flags
	Unsigned32
	

	638
	Loose-Route-Indication
	Enumerated
	

	639
	SCSCF-Restoration-Info
	Grouped
	

	640
	Path
	OctetString
	

	641
	Contact
	OctetString
	

	642
	Subscription-Info
	Grouped
	

	643
	Call-ID-SIP-Header
	OctetString
	

	644
	From-SIP-Header
	OctetString
	

	645
	To-SIP-Header
	OctetString
	

	646
	Record-Route
	OctetString
	

	647
	Associated-Registered-Identities
	Grouped
	

	648
	Multiple-Registration-Indication
	Enumerated
	

	649
	Restoration-Info
	Grouped
	

	650
	Session-Priority
	Enumerated
	

	651
	Identity-with-Emergency-Registration
	Grouped
	

	652
	Priviledged-Sender-Indication
	Enumerated
	

	653
	LIA-Flags
	Unsigned32
	

	654
	Initial-CSeq-Sequence-Number
	Unsigned32
	

	655
	SAR-Flags
	Unsigned32
	

	656
	Allowed-WAF-WWSF-Identities
	Grouped
	

	657
	WebRTC-Authentication-Function-Name
	UTF8String
	

	658
	WebRTC-Web-Server-Function-Name
	UTF8String
	

	xxx
	RTR-Flags
	Unsigned32
	

	Note: The AVP codes from 659 to 699 are reserved for TS 29.229.

	***********part of table not shown for clarity************



