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	Reason for change:
	TS 24.302 assumes Non-3GPP NW provided polices IE was provided through registration procedures over 3GPP access. 

TS 22.101 provides a requirement for this IE and it does not exclude PLMNs accessed over NG-RAN:

Emergency calls over WLAN shall be supported as above with the following caveats:
· [..].
· Subject to local 3GPP operator policy, the UE may use additional emergency call number(s) received via WLAN access for emergency calls via 3GPP access or WLAN access, while in the country for which the numbers were received.

As a reminder, a UE may use emergency numbers provided via non-3GPP access to initiate UE detected emergency calls over NG-RAN, in the following scenario:

Upon receiving the local emergency numbers through any of the methods indicated above, the UE shall store the local emergency numbers:
a)	if the Non-3GPP emergency number indicator within the Non-3GPP NW provided polices IE through registration procedures over 3GPP access is set to "use of non-3GPP emergency numbers permitted", and:
-	if the UE is connected to a PLMN through non-3GPP access and also registered to same PLMN or different PLMN through 3GPP access in the same country, then provide these local emergency numbers to upper layers for the detection of UE initiated emergency call;

However, this IE is not provided and a PLMN, accessed via NG-RAN,cannot allow the UE to use these numbers. 

Futhermore, the UE may interpret the absence of the IE as a receipt of an information element with some bits of the value part coded as one, and use the emergency numbers provided via non-3GPP access to initiate UE detected emergency calls

	
	

	Summary of change:
	Add Non-3GPP NW provided polices IE to REGISTRATION ACCEPT message and the requirement that the UE shall interpret its absence as a receipt of an information element with all bits of the value part coded as zero.

Backwards compatibility:
- backward compatible CR
- UE complaint to Dec 2018 release of specification does not use the policy.


	
	

	Consequences if not approved:
	PLMN, accessed via NG-RAN,cannot allow the UE to use emergency numbers received via WLAN connected to EPC.

The UE may interpret the absence of the IE as a receipt of an information element with some bits of the value part coded as one, and use the emergency numbers provided via non-3GPP access to initiate UE detected emergency calls. This could cause UE-detected emergency calls on CS networks only configured to perform network-detected emergency calls.
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*** First change ***
[bookmark: _Toc533172186]8.2.7	Registration accept
[bookmark: _Toc533172187]8.2.7.1	Message definition
The REGISTRATION ACCEPT message is sent by the AMF to the UE. See table 8.2.7.1.1.
Message type:	REGISTRATION ACCEPT
Significance:	dual
Direction:		network to UE
Table 8.2.7.1.1: REGISTRATION ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Registration accept message identity
	Message type
9.7
	M
	V
	1

	
	5GS registration result
	5GS registration result
9.11.3.6
	M
	LV
	2

	77
	5G-GUTI
	5GS mobile identity
9.11.3.4
	O
	TLV-E
	14

	4A
	Equivalent PLMNs
	PLMN list
9.11.3.45
	O
	TLV
	5-47

	54
	TAI list
	5GS tracking area identity list
9.11.3.9
	O
	TLV
	9-114

	15
	Allowed NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-74

	11
	Rejected NSSAI
	Rejected NSSAI
9.11.3.46
	O
	TLV
	4-42

	31
	Configured NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-146

	21
	5GS network feature support
	5GS network feature support
9.11.3.5
	O
	TLV
	3-5

	50
	PDU session status
	PDU session status
9.11.3.44
	O
	TLV
	4-34

	26
	PDU session reactivation result
	PDU session reactivation result
9.11.3.42
	O
	TLV
	4-32

	72
	PDU session reactivation result error cause
	PDU session reactivation result error cause
9.11.3.43
	O
	TLV-E
	5-515

	79
	LADN information
	LADN information
9.11.3.30
	O
	TLV-E
	12-1715

	B-
	MICO indication
	MICO indication
9.11.3.31
	O
	TV
	1

	9-
	Network slicing indication
	Network slicing indication
9.11.3.36
	O
	TV
	1

	27
	Service area list
	Service area list
9.11.3.49
	O
	TLV
	6-114

	5E
	T3512 value
	GPRS timer 3
9.11.2.5
	O
	TLV
	3

	5D
	Non-3GPP de-registration timer value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	16
	T3502 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	34
	Emergency number list
	Emergency number list
9.11.3.23
	O
	TLV
	5-50

	7A
	Extended emergency number list
	Extended emergency number list
9.11.3.26
	O
	TLV-E
	7-65538

	73
	SOR transparent container
	SOR transparent container
9.11.3.51
	O
	TLV-E
	20-2048

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503

	A-
	NSSAI inclusion mode
	NSSAI inclusion mode
9.11.3.37A
	O
	TV
	1

	76
	Operator-defined access category definitions
	Operator-defined access category definitions
9.11.3.38
	O
	TLV-E
	3-TBD

	51
	Negotiated DRX parameters
	5GS DRX parameters
9.11.3.2A
	O
	TLV
	3

	TBD
	Non-3GPP NW policies
	Non-3GPP NW provided policies
9.11.3.bc
	O
	TV
	1



*** Next change ***
[bookmark: _Toc533165632][bookmark: _Hlk1116146]8.2.7.ab	Non-3GPP NW provided policies
The AMF shall not include this IE during a registration procedure over non-3GPP access.
This IE is included if the network needs to indicate whether emergency numbers provided via non-3GPP access can be used to initiate UE detected emergency calls (see 3GPP TS 24.302 [16]). If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero.
[bookmark: _GoBack]NOTE:	In this version of the specification, this IE is applicable in case the UE is connected to a PLMN using an ePDG as specified in 3GPP TS 24.302 [16].
*** Next change ***
[bookmark: _Toc533165936]9.11.3.bc	Non-3GPP NW provided policies
See subclause 10.5.5.37 in 3GPP TS 24.008 [12].
*** Last change ***

