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	Reason for change:
	When the UE performs the initial transmission of the PDU SESSION ESTABLISHMENT REQUEST, the UE also provides PDU session information (i.e. PDU session ID, request type, DNN (optionally), S-NSSAI (optionally), and old PDU session ID (optionally)).

However, when the UE performs retransmission of the PDU SESSION ESTABLISHMENT REQUEST, the UE does not provide the PDU session information.
If an UL NAS TRANSPORT message with the initial transmission of the PDU SESSION ESTABLISHMENT REQUEST is lost, and later another UL NAS TRANSPORT message with a retransmission of the PDU SESSION ESTABLISHMENT REQUEST is received by AMF correctly, the AMF is unable to route the PDU SESSION ESTABLISHMENT REQUEST to an SMF due to NOT receiving the PDU session information.

	
	

	Summary of change:
	When the UE retransmits the PDU SESSION ESTABLISHMENT REQUEST, then the UE also provides the PDU session information which were provided during the initial transmission of the PDU SESSION ESTABLISHMENT REQUEST.

Interoperability impact analysis:

Backward compatible CR.

1) network compliant to 24.501 baseline interworking with UE compliant to this CR.

The network handles the PDU session information as when received during initial transmission of the PDU SESSION ESTABLISHMENT REQUEST.

	
	

	Consequences if not approved:
	If an UL NAS TRANSPORT message with the initial transmission of the PDU SESSION ESTABLISHMENT REQUEST is lost, and later on another UL NAS TRANSPORT message with a retransmission of the PDU SESSION ESTABLISHMENT REQUEST is received by AMF correctly, the AMF is unable to route the PDU SESSION ESTABLISHMENT REQUEST to an SMF due to NOT receiving the PDU session information. As result, the PDU session is not established.
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*** change ***
6.4.1.6
Abnormal cases in the UE

The following abnormal cases can be identified:

a)
Expiry of timer T3580

The UE shall, on the first expiry of the timer T3580, retransmit the PDU SESSION ESTABLISHMENT REQUEST message and the PDU session information which was transported together with the initial transmission of the PDU SESSION ESTABLISHMENT REQUEST message and shall reset and start timer T3580, if still needed. This retransmission can be repeated up to four times, i.e. on the fifth expiry of timer T3580, the UE shall abort the procedure, release the allocated PTI and enter the state PROCEDURE TRANSACTION INACTIVE.
b)
Upon receiving an indication that the 5GSM message was not forwarded due to routing failure along with a PDU SESSION ESTABLISHMENT REQUEST message with the PDU session ID IE set to the PDU session ID of the PDU session, the UE shall stop timer T3580 and shall abort the procedure. If the UE sent the PDU SESSION ESTABLISHMENT REQUEST message in order for the handover of an existing non-emergency PDU session between 3GPP access and non-3GPP access, the UE shall consider that the PDU session is associated with the source access type.
c)
Collision of UE-requested PDU session establishment procedure and network-requested PDU session release procedure.


If the UE receives a PDU SESSION RELEASE COMMAND message after sending a PDU SESSION ESTABLISHMENT REQUEST message to the network, and the PDU session ID in the PDU SESSION RELEASE COMMAND message is the same as the PDU session ID in the PDU SESSION ESTABLISHMENT REQUEST message, the UE shall ignore the PDU SESSION RELEASE COMMAND message and proceed with the UE-requested PDU session establishment procedure.

