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[bookmark: _Toc532985339]* * * First Change * * * *
[bookmark: _Toc3975971][bookmark: _Toc3975972][bookmark: _Toc532985300][bookmark: _Toc532985308]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
DNN	Data Network Name
HR	Home Routed
H-SMF	Home SMF
I-SMF	Intermediate SMF
JSON	Javascript Object NotationNAS	Non-Access Stratum
LADN	Local Area Data Network
SM	Session Management
SMF	Session Management Function
V-SMF	Visited SMF



* * * Next Change * * * *

4	Overview
[bookmark: _Toc3975973]4.1	Introduction
Within the 5GC, the SMF offers services to the AMF, other SMF (V-SMF, or H-SMF or I-SMF), PCF and NEF via the Nsmf service based interface (see 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3]).
Figure 4.1-1 provides the reference model (in service based interface representation and in reference point representation), with focus on the SMF and the scope of the present specification.




Figure 4.1-1: Reference model – SMF 
[bookmark: _GoBack]N16 is the reference point between the V-SMF and H-SMF in Home Routed (HR) roaming cases.
N16a is the reference point between SMF and I-SMF. 
N38 is the reference point between I-SMFs or V-SMFs. 
The functionalities supported by the SMF are listed in subclause 6.2.2 of 3GPP TS 23.501 [2].


* * * End of Changes * * * *
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