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[bookmark: _Toc532994143]* * * First Change * * * *
[bookmark: _Toc3975983]5.2.2.2.x	I-SMF Insertion or Change during N2 based Handover
The NF Service Consumer (e.g. AMF) shall request the I-SMF to create a SM context during N2 based handover, as follows. 
1.	The NF Service Consumer shall send a POST request, with the following additional information: 
-	N2 SM information received from the source NG-RAN (see Handover Required Transfer IE in subclause 9.3.4.14 of 3GPP TS 38.413 [9]);  
-	the hoState attribute set to PREPARING (see subclause 5.2.2.3.4.1);
-	the smContextRef attribute set to the identifier of the SM Context resource in the SMF or the SM Context resource in the source I-SMF during I-SMF insertion or change. 
2a.	On success, the SMF shall return a 201 Created response including the following information:
-	hoState attribute set to PREPARING and N2 SM information to request the target 5G-AN to assign resources to the PDU session, as specified in step 2 of Figure 5.2.2.3.4.2-1;
The "Location" header shall be present in the POST response and shall contain the URI of the created SM context resource.

The NF Service Consumer (e.g. AMF) shall store the association of the PDU Session ID and the SMF ID.
2b.	Same as step 2b of figure 5.2.2.2.1-1.

* * * End of Changes * * * *

