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	Reason for change:
	In section 5.2.3.2.5 for detailed description of UE behaviour in state 5GMM-REGISTERED.PLMN-SEARCH, it states:
"The UE shall perform PLMN selection. If a new PLMN is selected, the UE shall reset the registration attempt counter and initiate the initial registration procedure (see subclause 5.5.1.2)."

However, the UE was already in the state 5GMM-REGISTERED and hence the registration procedure for mobility and periodic registration update needs to be performed when a new PLMN is selected.

	
	

	Summary of change:
	It proposes to correct the UE behaviour in state 5GMM-REGISTERED.PLMN-SEARCH that the registration procedure for mobility and periodic registration update needs to be performed when a new PLMN is selected


	
	

	Consequences if not approved:
	Wrong UE behaviour in state 5GMM-REGISTERED.PLMN-SEARCH.
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* * * First Change * * * *
[bookmark: _Toc4677069]5.2.3.2.5	PLMN-SEARCH
The UE shall perform PLMN selection. If a new PLMN is selected, the UE shall reset the registration attempt counter and initiate the initial registration procedure for mobility and periodic registration update (see subclause 5.5.1.32).
If the selected cell is known not to be able to provide normal service, the UE may initiate an initial registration for emergency services.
* * * End of Change * * * *
