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* * * First Change * * * *
[bookmark: _Toc4121059]5.2.2.6.2	Notification from NRF in the same PLMN
The operation is invoked by issuing a POST request to each callback URI of the different subscribed NF Instances.


Figure 5.2.2.6.2-1: Notification from NRF in the same PLMN
1.	The NRF shall send a POST request to the callback URI. 
For notifications of newly registered NF Instances, the request body shall include the data associated to the newly registered NF, and its services, according to the criteria indicated by the NF Service Consumer during the subscription operation. These data shall contain the NFInstanceID of the NF Instance, an indication of the event being notified ("registration"), and the new profile data (including, among others, the services offered by the NF Instance).
For notifications of changes of the profile of a NF Instance, the request body shall include the NFInstancceID of the NF Instance whose profile was changed, an indication of the event being notified ("profile change"), and the new profile data.
For notifications of deregistration of the NF Instance from NRF, the request body shall include the NFInstanceID of the deregistered NF Instance, and an indication of the event being notified ("deregistration"). 
[bookmark: _GoBack]When an NF Service Consumer subscribes to a set of NFs (using the different subscription conditions specified in subclause 6.1.6.2.35), a change in the profile of the monitored NF Instance may result in such NF becoming a part of the NF set (e.g., an NF Service Consumer subscribing to all NFs offering a given NF Service, and then, a certain NF Instance changes its profile by adding a new NF Service to its NF Profile); in such case, the NRF shall use the "profile change" event type in the notification.
When an NF Service Consumer subscribes to a set of NFs, using the subscription conditions specified in subclause 6.1.6.2.35, in case of a change of profile(s) of NFs potentially related to those subscription conditions, the NRF shall send notification to subscribing NF Service Consumer(s) to those NFs no longer matching the subscription conditions, and to subscribing NF Service Consumer(s) to NFs that start matching the subscription conditions.
2a.	On success, "204 No content" shall be returned by the NF Service Consumer.
2b.	If the NF Service Consumer does not consider the "nfStatusNotificationURI" as a valid notification URI (e.g., because the URI does not belong to any of the existing subscriptions created by the NF Service Consumer in the NRF), the NF Service Consumer shall return "404 Not Found" status code with the ProblemDetails IE providing details of the error.
* * * End of Changes * * * *
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