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	Reason for change:
	The SMF invokes the N1N2MessageTransfer service operation (as specified in TS 29.518 §5.2.2.3.1) to transfer N1 and/or N2 information to the UE and/or 5G-AN via the AMF. The SMF may include an ARP value in the N1N2MessageTransfer, that the AMF uses to influence the inclusion of an appropriate Paging Priority IE in a Paging message, as specified in TS 23.501 §5.4.3.3:
"Paging Priority is a feature that allows the AMF to include an indication in the Paging Message sent to NG-RAN that the UE be paged with priority. The decision by the AMF whether to include Paging Priority in the Paging Message is based on the ARP value in the message received from the SMF for an IP packet waiting to be delivered in the UPF. If the ARP value is associated with select priority services (e.g., MPS, MCS), the AMF includes Paging Priority in the Paging Message. When the NG-RAN receives a Paging Message with Paging Priority, it handles the page with priority.
:
For a UE in RRC Inactive state, the NG-RAN determines Paging Priority based on the ARP associated with the QoS Flow as provisioned by the operator policy, and the Core Network Assisted RAN paging information from AMF as described in clause 5.4.6.3."

Corresponding stage 3 material is missing, to indicate that the AMF applies paging priority based on the ARP value in the message received from the SMF.

	
	

	Summary of change:
	The description of the "arp" attribute in TS 29.518 §6.1.6.2.18 is updated to indicate that the AMF uses this attribute to determine whether to include Paging Priority in the NGAP Paging Message.

	
	

	Consequences if not approved:
	Lack of stage 3 specifications to support stage 2 requirement, with regard to AMF's use of ARP to support priority paging. 
Priority paging cannot be supported properly.
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* * * First Change * * * *

[bookmark: _Toc11342779]6.1.6.2.18	Type: N1N2MessageTransferReqData
Table 6.1.6.2.18-1: Definition of type N1N2MessageTransferReqData
	Attribute name
	Data type
	P
	Cardinality
	Description

	n1MessageContainer
	N1MessageContainer
	C
	0..1
	This IE shall be included if a N1 message needs to be transferred.

	n2InfoContainer
	N2InfoContainer
	C
	0..1
	This IE shall be included if a N2 information needs to be transferred.

	skipInd
	boolean
	C
	0..1
	[bookmark: _GoBack]This IE shall be present and set to "true" if the service consumer (e.g. SMF) requires the N1 message to be sent to the UE only when UE is in CM-CONNECTED, e.g. during SMF initiated PDU session release procedure (see clause 4.3.4.2 of 3GPP TS 23.502 [23]).

When present, this IE shall be set as following:
-	true: AMF should skip sending N1 message to UE, when the UE is in CM-IDLE.
-	false (default): the AMF shall send the N1 message to the UE.

	lastMsgIndication
	boolean
	O
	0..1
	This flag when present shall indicate that the message transferred is the last message. (See clause 4.13.3.3 of 3GPP TS 23.502 [23].

	pduSessionId
	PduSessionId
	O
	0..1
	PDU Session ID for which the N1 / N2 message is sent, if the N1 / N2 message class is SM.

	lcsCorrelationId
	CorrelationID
	O
	0..1
	LCS Correlation ID, for which the N1 message is sent, if the N1 message class is LPP (see clause 4.13.5.4 of 3GPP TS 23.502 [23]).

	ppi
	Ppi
	O
	0..1
	This IE when present shall indicate the Paging policy to be applied. The paging policies are configured at the AMF.

	arp
	Arp
	O
	0..1
	This IE when present shall indicate the Allocation and Retention Priority of the PDU session for which the N1/N2 message transfer is initiated. To support priority paging, the AMF shall use this IE to determine whether to include the Paging Priority IE in the NGAP Paging Message (see clause 5.4.3.3 of 3GPP TS 23.501 [2]). The set of ARP values associated with priority paging and mapping to Paging Priority IE values are configured at the AMF. This IE shall not be present when the N1/N2 message class is not SM.

	5qi
	5Qi
	O
	0..1
	This IE when present shall indicate the 5QI associated with the PDU session for which the N1 / N2 message transfer is initiated. This IE shall not be present when the N1/N2 message class is not SM.

	n1n2FailureTxfNotifURI
	Uri
	O
	0..1
	If included, this IE represents the callback URI on which the AMF shall notify the N1/N2 message transfer failure.

	smfReallocationInd
	boolean
	O
	0..1
	This IE shall indicate that the SMF is requested to be reallocated (see clause 4.3.5.2 of 3GPP TS 23.502 [23]). 
When present, this IE shall be set as follows:
-	true: the SMF is requested to be reallocated.
-	false (default): the SMF is not requested to be reallocated.

	areaOfValidity
	AreaOfValidity
	O
	0..1
	This IE represents the list of TAs where the provided N2 information is valid. See clause 5.2.2.2.7 and 4.2.3.3 of 3GPP TS 23.502 [3].

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 

	NOTE:	For N1 message class "UPDP", as per 3GPP TS 24.501 [11] Annex D, the messages between UE and PCF carry PTI which is used by the PCF to correlate the received N1 message in the notification with a prior transaction initiated by the PCF. 
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