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	Reason for change:
	ExternalDocs is moved upper in the OpenAPI specifications to ease readiness of this specification

	
	

	Summary of change:
	ExternalDocs is moved upper in the OpenAPI

	
	

	Consequences if not approved:
	Updating ExternalDocs is easily forgotten

	
	

	Clauses affected:
	A.2, A.3, A.4
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	Other comments:
	This CR introduces backward compatible correction to OpenAPI file of Nausf_UEAuthentication, Nausf_SoRProtection and Nausf_SoRProtection API.

Exceptionally, the update of the TS version number in the externalDocs is covered by this CR (set to “v16.2.2”) to avoid clash with the CR that will update the API version number (and normally the TS verson number as well)
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	Rev 1:
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· [bookmark: _GoBack]Delete 4th and 5th change
· The TS version is updated in externalDocs
Rev 2:
· Remove "Increment API version" in the Rev1 part.
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* * * * Begin of Change * * * *
[bookmark: _Toc20128831]A.2	Nausf_UEAuthentication API
openapi: 3.0.0
info:
  version: 1.1.0.alpha-2
  title: AUSF API
  description: |
    AUSF UE Authentication Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.509 V16.2.0; 5G System; 3GPP TS Authentication Server services.
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.509'

servers:
  - url: '{apiRoot}/nausf-auth/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501.


-----SKIP FOR CLARITY----


    AuthType:
      anyOf:
        - type: string
          enum:
            - 5G_AKA
            - EAP_AKA_PRIME
            - EAP_TLS
        - type: string
externalDocs:
  description: 3GPP TS 29.509 V16.1.0; 5G System; 3GPP TS Authentication Server services.
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.509


* * * * 2nd Change * * * *
[bookmark: _Toc20128832]A.3	Nausf_SoRProtection API
openapi: 3.0.0
info:
  version: 1.0.2
  title: Nausf_SoRProtection Service
  description: |
    AUSF SoR Protection Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.509 V16.2.0; 5G System; Authentication Server Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.509'

servers:
  - url: '{apiRoot}/nausf-sorprotection/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501


------- SKIP ----

    AccessTech:
      anyOf:
      - type: string
        enum:
        - NR
        - EUTRAN_IN_WBS1_MODE_AND_NBS1_MODE
        - EUTRAN_IN_NBS1_MODE_ONLY
        - EUTRAN_IN_WBS1_MODE_ONLY
        - UTRAN
        - GSM_AND_ECGSM_IoT
        - GSM_WITHOUT_ECGSM_IoT
        - ECGSM_IoT_ONLY
        - CDMA_1xRTT
        - CDMA_HRPD
        - GSM_COMPACT
      - type: string
externalDocs:
  description: 3GPP TS 29.509 V15.4.0; 5G System; Authentication Server Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.509'




* * * * 3rd Change * * * *
[bookmark: _Toc20128833]A.4	Nausf_UPUProtection API
openapi: 3.0.0
info:
  version: 1.0.1
  title: Nausf_UPUProtection Service
  description: |
    AUSF UPU Protection Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.509 V15.4.0; 5G System; Authentication Server Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.509'

servers:
  - url: '{apiRoot}/nausf-upuprotection/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501



----- SKIP ----

UpuMac:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'
    CounterUpu:
      type: string
      pattern: '^[A-Fa-f0-9]{4}$'
    UpuAckInd:
      type: boolean

externalDocs:
  description: 3GPP TS 29.509 V15.4.0; 5G System; Authentication Server Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.509'


* * * * End of Change * * * *


