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* * * * Begin of Change * * * *
[bookmark: _Toc4598435]4.1	General
This clause defines the mapping performed by the AMF between HTTP responses (status codes and Protocol or Application Errors) returned by NF services contacted by the AMF and the5GMM cause values sent to UEs.
No mapping is required for: 
-	the Nsmsf_SMService_Activate, Nsmsf_SMService_Deactivate and Nsmsf_SMService_UplinkSMS operations described in 3GPP TS 29.540 [10].
-	the Npcf_AMPolicyControl service operations described in 3GPP TS 29.507 [12].
-	the Npcf_UEPolicyControl service operations described in 3GPP TS 29.525 [13].
-	the Nnssf_NSSelection operations described in 3GPP TS 29.531[4].


* * * * 2nd  Change * * * *
[bookmark: _Toc4598453]4.X	Mapping between Nnssf services causes and 5GMM causes
[bookmark: _Toc4598454]4.X.1	General
This clause defines the mapping performed by the AMF between HTTP responses (Status Code and Protocol or Application Errors) returned by the NSSF to the AMF and the 5GMM cause values sent to UEs. 

[bookmark: _Toc4598455]4.X.2	Mapping between Nnssf_NSSelection service causes on N22 and 5GMM causes
[bookmark: _Toc4598456]4.X.2.1	General
This clause defines the mapping for the Nnssf_NSSelection service (see 3GPP TS 29.531 [4]).
[bookmark: _Toc4598457]4.X.2.2	Mapping from HTTP to 5GMM Cause Values
Table 4.6.2.2-1: Mapping from HTTP to 5GMM cause values – Request rejected by NSSF
	HTTP status code on N22
	Protocol or Application Error
	5GMM cause to UE

	403 Forbidden
	SNSSAI_NOT_SUPPORTED
	#62 – No Network Slices available







* * * * End of Change * * * *




