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* * * First Change * * * *

[bookmark: _Toc20137203]5.1	Introduction
The table 5.1-1 shows the AMF Services and AMF Service Operations:
Table 5.1-1 List of AMF Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/Response
	Peer AMF

	
	RegistrationStatusUpdate
	Request/Response
	Peer AMF

	
	CreateUEContext
	Request/Response
	Peer AMF

	
	ReleaseUEContext
	Request/Response
	Peer AMF

	
	N1MessageNotify
	Subscribe/Notify

	Peer AMF, LMF, PCF

	
	N2InfoNotify
	
	LMF, AMF

	
	N1N2MessageSubscribe
	
	PCF

	
	N1N2MessageUnSubscribe
	
	PCF

	
	N1N2MessageTransfer
	Request/Response
	Peer AMF, SMF, SMSF, LMF, PCF

	
	N1N2TransferFailureNotification
	Subscribe/Notify
	SMF, SMSF, LMF

	
	NonUeN2MessageTransfer
	Request/Response
	Peer AMF, LMF, CBCF, PWS-IWF

	
	NonUeN2InfoSubscribe
	Subscribe/Notify

	CBCF, PWS-IWF

	
	NonUeN2InfoUnSubscribe
	
	CBCF, PWS-IWF

	
	NonUeN2InfoNotify
	
	LMF, CBCF, PWS-IWF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	Namf_EventExposure
	Subscribe (see NOTE)
	Subscribe/Notify
	NEF, SMF, UDM, NWDAF

	
	Unsubscribe (see NOTE)
	Subscribe/Notify
	NEF, SMF, UDM, NWDAF

	
	Notify
	Subscribe/Notify
	NEF, SMF, UDM, NWDAF

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	NOTE:	A subscription applies for one UE, group of UE(s) or any UE.




Table 5.1-2 summarizes the corresponding APIs defined for this specification. 
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Namf_Communication
	6.1
	AMF Communication Service
	TS29518_Namf_Communication.yaml
	namf-comm
	A.2

	Namf_EventExposure
	6.2
	AMF Event Exposure Service
	TS29518_Namf_EventExposure.yaml
	namf-evts
	A.3

	Namf_MT
	6.3
	AMF Mobile Terminated Service
	TS29518_Namf_MT.yaml
	namf-mt
	A.4

	Namf_Location
	6.4
	AMF Location Service
	TS29518_Namf_Location.yaml
	namf-loc
	A.5





* * * Second Change * * * *
[bookmark: _Toc20137663][bookmark: _Hlk18495598]A.4	Namf_MT
openapi: 3.0.0
info:
  version: 1.1.0.alpha-1
  title: Namf_MT
  description: |
    AMF Mobile Terminatedion Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-mt
externalDocs:
  description: 3GPP TS 29.518 V16.1.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-mt/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501
paths:
  '/ue-contexts/{ueContextId}':
    get:
      summary: Namf_MT Provide Domain Selection Info service Operation
      tags:
        - ueContext (Document)
      operationId: Provide Domain Selection Info
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|.+)$'
        - name: info-class
          in: query
          description: UE Context Information Class
          schema:
            $ref: '#/components/schemas/UeContextInfoClass'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: old-guami
          in: query
          description: Old GUAMI
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
      responses:
        '200':
          description: Requested UE Context Information returned
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextInfo'
        '307':
          description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'The URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '414':
          $ref: 'TS29571_CommonData.yaml#/components/responses/414'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
  /ue-contexts/{ueContextId}/ue-reachind:
    put:
      summary: Namf_MT EnableUEReachability service Operation
      tags:
        - ueReachInd (Document)
      operationId: EnableUeReachability
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/EnableUeReachabilityReqData'
        required: true
      responses:
        '200':
          description: UE has become reachable as desired
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/EnableUeReachabilityRspData'
        '307':
          description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'The URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          description: Forbidden
          content:
            application/problem+json:
              schema:
                $ref: '#/components/schemas/ProblemDetailsEnableUeReachability'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          description: Gateway Timeout
          content:
            application/problem+json:
              schema:
                $ref: '#/components/schemas/ProblemDetailsEnableUeReachability'
        default:
          description: Unexpected error
components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            namf-mt: Access to the Namf_MT API
  schemas:
    EnableUeReachabilityReqData:
      type: object
      properties:
        reachability:
          $ref: 'TS29518_Namf_EventExposure.yaml#/components/schemas/UeReachability'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        extBufSupport:
          type: boolean
          default: false
      required:
        - reachability
    EnableUeReachabilityRspData:
      type: object
      properties:
        reachability:
          $ref: 'TS29518_Namf_EventExposure.yaml#/components/schemas/UeReachability'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - reachability
    UeContextInfo:
      type: object
      properties:
        supportVoPS:
          type: boolean
        supportVoPSn3gpp:
          type: boolean
        lastActTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        accessType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
    ProblemDetailsEnableUeReachability:
      allOf:
      - $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
      - $ref: '#/components/schemas/AdditionInfoEnableUeReachability'
    AdditionInfoEnableUeReachability:
      type: object
      properties:
        maxWaitingTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
    UeContextInfoClass:
      anyOf:
      - type: string
        enum:
          - TADS
      - type: string
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* * * End of Changes * * 

