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* * * First Change * * * *
[bookmark: _Toc20137238][bookmark: _Toc20137242][bookmark: _Toc11342959][bookmark: _Toc18494769][bookmark: _Toc11342579][bookmark: _Toc18428308]5.2.2.4.1	NonUeN2MessageTransfer
[bookmark: _Toc20137239]5.2.2.4.1.1	General
The NonUeN2MessageTransfer service operation is used by a NF Service Consumer to transfer N2 information to the 5G-AN through the AMF in the following procedures:
-	Obtaining non-UE associated network assistance data (See clause 4.13.5.6 in 3GPP TS 23.502 [3]);
-	Warning Request Transfer procedures (See clause 9A in 3GPP TS 23.041 [20]);
-	Configuration Transfer procedure (see clause 5.26 of 3GPP TS 23.501 [2]); 
-	RIM Information Transfer procedures (see clause 8.x of 3GPP TS 38.413 [12]).
The NF Service Consumer shall invoke the service operation by sending POST to the URI of the "transfer" customer operation on the "Non UE N2Messages Collection" resource (See clause 6.1.3.8.4.2) on the AMF. See also figure 5.2.2.4.1.1-1.


Figure 5.2.2.4.1.1-1 Non-UE N2 Message Transfer
1.	The NF Service Consumer shall invoke the custom operation for non UE associated N2 message transfer by sending a HTTP POST request, and the request body shall carry the N2 information to be transferred.
2a.	On success, AMF shall respond a "200 OK" status code with N2InformationTransferRspData data structure.
2b.	On failure, one of the HTTP status code listed in Table 6.1.3.8.4.2.2-2shall be returned with the message body containing a N2InformationTransferError structure, including a ProblemDetails attribute with the "cause" attribute set to one of the application errors listed in Table 6.1.3.8.4.2.2-2.

* * * Next Change * * * *
5.2.2.4.1.x	RIM Information Transfer Procedures
The NonUeN2MessageTransfer service operation shall be invoked by the NF Service Consumer (i.e. source AMF) towards the NF Service Producer (i.e. target AMF) to transfer the RIM information received from the source NG-RAN towards the target NG-RAN.
The requirements specified in clause 5.2.2.4.1.1 shall apply with the following modifications:
1.	Same as step 1 of Figure 5.2.2.4.1.1-1. The POST request body shall contain the RIM Information Transfer IE received from the source NG-RAN, the NG RAN node identifier of the destination of this configuration information, and the N2 information class "RAN".
The target AMF shall forward the RIM Information Transfer IE in a NGAP Downlink RIM Information Transfer message to the target NG-RAN.

* * * Next Change * * * *
[bookmark: _Toc20137475]6.1.6.3.17	Enumeration: NgapIeType
Table 6.1.6.3.x-1: Enumeration NgapIeType
	Enumeration value
	Description

	"PDU_RES_SETUP_REQ"
	PDU Session Resource Setup Request Transfer 

	"PDU_RES_REL_CMD"
	PDU Session Resource Release Command Transfer

	"PDU_RES_MOD_REQ"
	PDU Session Resource Modify Request Transfer

	"HANDOVER_CMD"
	Handover Command Transfer

	"HANDOVER_REQUIRED"
	Handover Required Transfer

	"HANDOVER_PREP_FAIL"
	Handover Preparation Unsuccessful Transfer

	"SRC_TO_TAR_CONTAINER"
	Source to Target Transparent Container

	"TAR_TO_SRC_CONTAINER"
	Target to Source Transparent Container

	"RAN_STATUS_TRANS_CONTAINER"
	RAN Status Transfer Transparent Container

	"SON_CONFIG_TRANSFER"
	SON Configuration Transfer

	"NRPPA_PDU"
	NRPPa-PDU

	"UE_RADIO_CAPABILITY"
	UE Radio Capability

	"RIM_INFO_TRANSFER"
	RIM Information Transfer



* * * Next Change * * * *
[bookmark: _Toc20137483]6.1.6.4.3.2	NGAP IEs
For N2 information class SM, N2 Information may encode following NGAP SMF related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-1.
Table 6.1.6.4.3-1: N2 Information content for class SM
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	PDU Session Resource Setup Request Transfer 
	9.3.4.1
	PDU SESSION RESOURCE SETUP REQUEST

	PDU Session Resource Release Command Transfer
	9.3.4.3
	PDU SESSION RESOURCE RELEASE COMMAND

	PDU Session Resource Modify Request Transfer
	9.3.4.5
	PDU SESSION RESOURCE MODIFY REQUEST

	Handover Command Transfer
	9.3.4.12
	HANDOVER COMMAND

	Handover Required Transfer
	9.3.4.14
	HANDOVER REQUIRED

	Handover Preparation Unsuccessful Transfer
	9.3.4.18
	HANDOVER COMMAND



For N2 information class RAN, N2 Information may encode one of the following NGAP Transparent Container IEs specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-2.
Table 6.1.6.4.3-2: N2 Information content for class RAN
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	Source to Target Transparent Container
	9.3.1.20
	HANDOVER REQUIRED, HANDOVER REQUEST

	Target to Source Transparent Container
	9.3.1.21
	HANDOVER COMMAND, HANDOVER REQUEST ACKNOWLEDGE

	UE Radio Capability
	9.3.1.74
	UE CAPABILITY INFO INDICATION. (NOTE 1).

	SON Configuration Transfer
	9.3.3.6
	UPLINK RAN CONFIGURATION TRANSFER, DOWNLINK RAN CONFIGURATION TRANSFER

	RAN Status Transfer Transparent Container
	9.2.3.13, 9.2.3.14
	UPLINK RAN STATUS TRANSFER, DOWNLINK RAN STATUS TRANSFER

	RIM Information Transfer
	9.3.3.x
	UPLINK RIM INFORMATION TRANSFER, DOWNLINK RIM INFORMATION TRANSFER

	NOTE 1:	The AMF receives the UE Radio Capability within a UE CAPABILITY INFO INDICATION message and then the AMF shall store the UE Radio Capability information and transfer it to the target AMF during an inter AMF mobility procedure.



For N2 information class NRPPa, N2 Information may encode the following NGAP NRPPA Transport related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-3
Table 6.1.6.4.3-3: N2 Information content for class NRPPa
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	NRPPa-PDU
	9.3.3.14
	DOWNLINK UE ASSOCIATED NRPPA TRANSPORT
UPLINK UE ASSOCIATED NRPPA TRANSPORT
DOWNLINK NON UE ASSOCIATED NRPPA TRANSPORT
UPLINK NON UE ASSOCIATED NRPPA TRANSPORT




* * * Next Change * * * *
[bookmark: _Toc20137661]A.2	Namf_Communication API
openapi: 3.0.0
info:
  version: 1.1.0.alpha-2
  title: Namf_Communication
  description: |
    AMF Communication Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    NgapIeType:
      anyOf:
      - type: string
        enum:
          - PDU_RES_SETUP_REQ
          - PDU_RES_REL_CMD
          - PDU_RES_MOD_REQ
          - HANDOVER_CMD
          - HANDOVER_REQUIRED
          - HANDOVER_PREP_FAIL
          - SRC_TO_TAR_CONTAINER
          - TAR_TO_SRC_CONTAINER
          - RAN_STATUS_TRANS_CONTAINER
          - SON_CONFIG_TRANSFER
          - NRPPA_PDU
          - UE_RADIO_CAPABILITY
          - RIM_INFO_TRANSFER
      - type: string
[…]

* * * End of Changes * * * *
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