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* * * First Change * * * *
[bookmark: _Toc20212001][bookmark: _Toc20212150]7.3.180	ProSe-Subscription-Data
The ProSe-Subscription-Data AVP is of type Grouped. It shall contain the ProSe related subscription data. It was originally defined in 3GPP TS 29.344 [49].
AVP format
ProSe-Subscription-Data ::= <AVP header: xxx3701 10415>
{ ProSe-Permission }
*[AVP]

* * * Next Change * * * *
[bookmark: _Toc20212166]7.3.196	Monitoring-Event-Report
The Monitoring-Event-Report AVP is of type Grouped. It shall contain the Monitoring event report data. It is originally defined in 3GPP TS 29.336 [54].
For S6a/S6d interface, the Monitoring-Event-Report AVP format is specified as following:
AVP format:
Monitoring Event Report::= <AVP header: 3123 10415>
{ SCEF-Reference-ID }
[ SCEF-ID ]
[ Reachability-Information ]
[ EPS-Location-Information ]
[ Monitoring-Type ]
[ Loss-Of-Connectivity-Reason ]
[ Idle-Status-Indication ]
[ Maximum-UE-Availability-Time ]
*[ PDN-Connectivity-Status-Report ]
*[ AVP ]
For S6a/S6d interface, when the Monitoring-Type AVP takes the value UE_REACHABILITY (1), the Reachability-Information AVP shall take the value REACHABLE_FOR_DATA (1).
For S6a/S6d interface, when the Monitoring-Type AVP takes the value PDN_CONNECTIVITY_STATUS (10xx), the PDN-Connectivity-Status-Report AVP(s) shall contain the list of active PDNs, for the given APN provided in the monitoring event configuration, or for all APNs if no APN was provided; each PDN-Connectivity-Status-Report shall have the PDN-Connectivity-Status-Type set to value "CREATED (0)".

* * * End of Changes * * * *
