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* * * First Change * * * *
[bookmark: _Toc20133338][bookmark: _Toc20133461][bookmark: _Toc20137238][bookmark: _Toc20137242][bookmark: _Toc11342959][bookmark: _Toc18494769][bookmark: _Toc11342579][bookmark: _Toc18428308]5.2.2.2.3	NRF registration to another NRF
The procedure specified in clause 5.2.2.2.2 applies. Additionally:
a)	the registering NRF shall set the nfType to "NRF" in the nfProfile;
b)	the registering NRF shall set the nfService to contain "nnrf-disc" and "nnrf-nfm" in the nfProfile;
c)	the registering NRF may include nrfInfo which contains the information of udrInfo, udmInfo, ausfInfo, amfInfo, smfInfo, upfInfo, pcfInfo, bsfInfo, nefInfo, chfInfo, and pcscfInfo and NfInfo in the nfProfile locally configured in the NRF or the NRF received during registration of other NFs, this means the registering NRF is able to provide service for discovery of NFs subject to that information;
d)	if the NRF receives an NF registration with the nfType set to "NRF", the NRF shall use the information contained in the nfProfile to target the registering NRF when forwarding or redirecting NF service discovery request.

* * * Next Change * * * *
[bookmark: _Toc20133429]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nnrf service based interface protocol.
Table 6.1.6.1-1: Nnrf_NFManagement specific Data Types
	Data type
	Clause defined
	Description

	NFProfile
	6.1.6.2.2
	

	NFService
	6.1.6.2.3
	

	DefaultNotificationSubscription
	6.1.6.2.4
	Data structure for specifying the notifications the NF service subscribes by default along with callback URI.

	IpEndPoint
	6.1.6.2.5
	

	UdrInfo
	6.1.6.2.6
	

	UdmInfo
	6.1.6.2.7
	

	AusfInfo
	6.1.6.2.8
	

	SupiRange
	6.1.6.2.9
	

	IdentityRange
	6.1.6.2.10
	

	AmfInfo
	6.1.6.2.11
	

	SmfInfo
	6.1.6.2.12
	

	UpfInfo
	6.1.6.2.13
	Information related to UPF

	SnssaiUpfInfoItem
	6.1.6.2.14
	

	DnnUpfInfoItem
	6.1.6.2.15
	

	SubscriptionData
	6.1.6.2.16
	

	NotificationData
	6.1.6.2.17
	

	NFServiceVersion
	6.1.6.2.19
	Contains the version details of an NF service.

	PcfInfo
	6.1.6.2.20
	

	BsfInfo
	6.1.6.2.21
	

	Ipv4AddressRange
	6.1.6.2.22
	

	Ipv6PrefixRange
	6.1.6.2.23
	

	InterfaceUpfInfoItem
	6.1.6.2.24
	

	UriList
	6.1.6.2.25
	

	N2InterfaceAmfInfo
	6.1.6.2.26
	AMF N2 interface information

	TaiRange
	6.1.6.2.27
	

	TacRange
	6.1.6.2.28
	

	SnssaiSmfInfoItem
	6.1.6.2.29
	

	DnnSmfInfoItem
	6.1.6.2.30
	

	NrfInfo
	6.1.6.2.31
	

	ChfInfo
	6.1.6.2.32
	

	ChfServiceInfo
	6.1.6.2.33
	

	PlmnRange
	6.1.6.2.34
	

	SubscrCond
	6.1.6.2.35
	

	NfInstanceIdCond
	6.1.6.2.36
	

	NfTypeCond
	6.1.6.2.37
	

	ServiceNameCond
	6.1.6.2.38
	

	AmfCond
	6.1.6.2.39
	

	GuamiListCond
	6.1.6.2.40
	

	NetworkSliceCond
	6.1.6.2.41
	

	NfGroupCond
	6.1.6.2.42
	

	NotifCondition
	6.1.6.2.43
	

	PlmnSnssai
	6.1.6.2.44
	

	NwdafInfo
	6.1.6.2.45
	

	LmfInfo
	6.1.6.2.46
	

	GmlcInfo
	6.1.6.2.47
	

	NefInfo
	6.1.6.2.48
	

	PfdData
	6.1.6.2.49
	

	AfEventExposureData
	6.1.6.2.50
	

	WAgfInfo
	6.1.6.2.51
	

	TngfInfo
	6.1.6.2.52
	

	PcscfInfo
	6.1.6.2.53
	

	NfSetCond
	6.1.6.2.54
	

	NfServiceSetCond
	6.1.6.2.55
	

	NfInfo
	6.1.6.2.x
	

	Fqdn
	6.1.6.3.2
	

	NFType
	6.1.6.3.3
	

	NotificationType
	6.1.6.3.4
	

	TransportProtocol
	6.1.6.3.5
	

	NotificationEventType
	6.1.6.3.6
	

	NFStatus
	6.1.6.3.7
	

	DataSetId
	6.1.6.3.8
	

	UPInterfaceType
	6.1.6.3.9
	

	ServiceName
	6.1.6.3.11
	

	NFServiceStatus
	6.1.6.3.12
	



Table 6.1.6.1-2 specifies data types re-used by the Nnrf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnrf service based interface.
Table 6.1.6.1-2: Nnrf_NFManagement re-used Data Types
	Data type
	Reference
	Comments

	N1MessageClass
	 1 29.518 [6]
	The N1 message type

	N2InformationClass
	 1 29.518 [6]
	The N2 information type

	IPv4Addr
	3GPP TS 29.571 [7]
	

	IPv6Addr
	3GPP TS 29.571 [7]
	

	IPv6Prefix
	3GPP TS 29.571 [7]
	

	Uri
	3GPP TS 29.571 [7]
	

	Dnn
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	Snssai
	3GPP TS 29.571 [7]
	

	PlmnId
	3GPP TS 29.571 [7]
	

	Guami
	3GPP TS 29.571 [7]
	

	Tai
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	LinksValueSchema
	3GPP TS 29.571 [7]
	3GPP Hypermedia link

	UriScheme
	3GPP TS 29.571 [7]
	

	AmfName
	3GPP TS 29.571 [7]
	

	DateTime
	3GPP TS 29.571 [7]
	

	Dnai
	3GPP TS 29.571 [7]
	

	ChangeItem
	3GPP TS 29.571 [7]
	

	DiameterIdentity
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	

	NfGroupId
	3GPP TS 29.571 [7]
	Network Function Group Id

	AmfRegionId
	3GPP TS 29.571 [7]
	

	AmfSetId
	3GPP TS 29.571 [7]
	

	PduSessionType
	3GPP TS 29.571 [7]
	

	AtsssCapability
	3GPP TS 29.571 [7]
	Capability to support procedures related to Access Traffic Steering, Switching, Splitting.

	Nid
	3GPP TS 29.571 [7]
	

	PlmnIdNid
	3GPP TS 29.571 [7]
	

	NfSetId
	3GPP TS 29.571 [7]
	NF Set ID (see clause 28.10 of 3GPP TS 23.003 [12])

	NfServiceSetId
	3GPP TS 29.571 [7]
	NF Service Set ID (see clause 28.11 of 3GPP TS 23.003 [12])

	EventId
	3GPP TS 29.520 [32]
	Defined in Nnwdaf_AnalyticsInfo API.

	NwdafEvent
	3GPP TS 29.520 [32]
	Defined in Nnwdaf_EventsSubscription API.

	ExternalClientType
	3GPP TS 29.572 [33]
	

	AfEvent
	3GPP TS 29.517 [35]
	Defined in Naf_EventExposure API



* * * Next Change * * * *
6.1.6.2.31	Type: NrfInfo
Table 6.1.6.2.31-1: Definition of type NrfInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	servedUdrInfo
	map(UdrInfo)
	O
	1..N
	This attribute contains all the udrInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the udrInfo belongs to.

	servedUdmInfo
	map(UdmInfo)
	O
	1..N
	This attribute contains all the udmInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the udmInfo belongs to.

	servedAusfInfo
	map(AusfInfo)
	O
	1..N
	This attribute contains all the ausfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the ausfInfo belongs to.

	servedAmfInfo
	map(AmfInfo)
	O
	1..N
	This attribute contains all the amfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the amfInfo belongs to.

	servedSmfInfo
	map(SmfInfo)
	O
	1..N
	This attribute contains all the smfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the smfInfo belongs to.

	servedUpfInfo
	map(UpfInfo)
	O
	1..N
	This attribute contains all the upfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the upfInfo belongs to.

	servedPcfInfo
	map(PcfInfo)
	O
	1..N
	This attribute contains all the pcfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the pcfInfo belongs to.

	servedBsfInfo
	map(BsfInfo)
	O
	1..N
	This attribute contains all the bsfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the bsfInfo belongs to.

	servedChfInfo
	map(ChfInfo)
	O
	1..N
	This attribute contains all the chfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the chfInfo belongs to.

	servedNefInfo
	map(NefInfo)
	O
	1..N
	This attribute contains all the nefInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the nefInfo belongs to.

	servedNwdafInfo
	map(NwdafInfo)
	O
	1..N
	This attribute contains all the nwdafInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the nwdafInfo belongs to.

	servedPcscfInfo
	map(PcscfInfo)
	O
	1..N
	This attribute contains all the pcscfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the pcscfInfo belongs to.

	servedGmlcInfo
	map(GmlcInfo)
	O
	1..N
	This attribute contains all the gmlcInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the gmlcInfo belongs to.

	servedLmfInfo
	map(LmfInfo)
	O
	1..N
	This attribute contains all the lmfInfo attributes locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of which the lmfInfo belongs to.

	servedNfInfo
	map(NfInfo)
	O
	1..N
	This attribute contains information of other NFs without corresponding NF type specific Info extensions locally configured in the NRF or the NRF received during NF registration. The key of the map is the nfInstanceId of the NF.

	NOTE:	The absence of these parameters means the NRF is able to serve any NF discovery request.



* * * Next Change * * * *
[bookmark: _Toc20133476]6.1.6.2.x	Type: NfInfo
Table 6.1.6.2.x-1: Definition of type NfInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	nfType
	NFType
	M
	1
	This IE shall indicate the type of the NF.



* * * Next Change * * * *
[bookmark: _Toc20133583]A.2	Nnrf_NFManagement API
openapi: 3.0.0
info:
  version: '1.1.0.alpha-2'
  title: 'NRF NFManagement Service'
  description: |
    NRF NFManagement Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    NrfInfo:
      type: object
      properties:
        servedUdrInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/UdrInfo'
          minProperties: 1
        servedUdmInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/UdmInfo'
          minProperties: 1
        servedAusfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/AusfInfo'
          minProperties: 1
        servedAmfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/AmfInfo'
          minProperties: 1
        servedSmfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/SmfInfo'
          minProperties: 1
        servedUpfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/UpfInfo'
          minProperties: 1
        servedPcfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/PcfInfo'
          minProperties: 1
        servedBsfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/BsfInfo'
          minProperties: 1
        servedChfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/ChfInfo'
          minProperties: 1
        servedNefInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/NefInfo'
          minProperties: 1
        servedNwdafInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/NwdafInfo'
          minProperties: 1
        servedPcscfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/PcscfInfo'
          minProperties: 1
        servedGmlcInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/GmlcInfo'
          minProperties: 1
        servedLmfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/LmfInfo'
          minProperties: 1
        servedNfInfo:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/NfInfo'
          minProperties: 1


 […]

    PcscfInfo:
      type: object
      properties:
        accessType:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
          minItems: 1
        dnnList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
          minItems: 1

    NfInfo:
      type: object
      properties:
        nfType:
            $ref: '#/components/schemas/NFType'

[…]

* * * End of Changes * * * *

