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	Reason for change:
	MA PDU session release can be performed per access network. However the indication in the PDU SESSION RELEASE COMMAND message is missing.

Therefore, the Access type is reused in the PDU SESSION RELEASE COMMAND message.

Because the current Access type IE is 5GMM IE, it is not appropriate to be used in the SM message.

So the Access type IE is moved to the subclause 9.11.2 "Common information elements".
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Existing 9.11.3.11 void.
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***** 1st change *****
8.2.23
Notification
8.2.23.1
Message definition

The NOTIFICATION message is sent by the AMF to the UE to notify the UE to initiate a service request procedure. See table 8.2.23.1.1.

Message type:
NOTIFICATION
Significance:
dual

Direction:

network to UE

Table 8.2.23.1.1: NOTIFICATION message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	Security header type
	Security header type

9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	Notification message identity
	Message type

9.7
	M
	V
	1

	
	Access type
	Access type

9.11.2.y
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2


***** Next change *****
8.3.14.1
Message definition
The PDU SESSION RELEASE COMMAND message is sent by the SMF to the UE to indicate a release of a PDU session. See table 8.3.14.1.1.

Message type:
PDU SESSION RELEASE COMMAND
Significance:
dual

Direction:

network to UE
Table 8.3.14.1.1: PDU SESSION RELEASE COMMAND message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity

9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity

9.6
	M
	V
	1

	
	PDU SESSION RELEASE COMMAND message identity
	Message type

9.7
	M
	V
	1

	
	5GSM cause
	5GSM cause

9.11.4.2
	M
	V
	1

	37
	Back-off timer value
	GPRS timer 3

9.11.2.5
	O
	TLV
	3

	78
	EAP message
	EAP message

9.11.2.2
	O
	TLV-E
	7-1503

	61
	5GSM congestion re-attempt indicator
	5GSM congestion re-attempt indicator

9.11.4.21
	O
	TLV
	3

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.11.4.6
	O
	TLV-E
	4-65538

	TBC
	Access type
	Access type
9.11.2.y
	O
	TV
	1


***** Next change *****
8.3.14.z
Access type
This IE is included in the message when the network releases user-plane reources of an MA PDU session specifically over either 3GPP access or non-3GPP access.

***** Next change *****
9.11.2.y
Access type

The purpose of the access type information element is to indicate the access type over which the signalling or user data is pending to be sent to the UE.

The access type is a type 1 information element.

The access type information element is coded as shown in figure 9.11.2.y.1 and table 9.11.2.y.1.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Access type

IEI
	0

spare
	Access type
	octet 1


Figure 9.11.2.y.1: Access type information element

Table 9.11.2.y.1: Access type information element

	Access type value (octet 1, bit 1 to bit 2)

	

	Bits

	2
	1
	
	
	

	0
	1
	
	
	3GPP access

	1
	0
	
	
	Non-3GPP access

	

	All other values are reserved.


***** Next change *****
9.11.3.11
Void



	
	
	
	
	
	
	
	
	

	

	

	
	




	

	

	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	

	


***** End of changes *****
