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	Reason for change:
	The PEI is sent from the SMF to the PCF during the creation of the SM Policy Association.
With the support of wireline networks, it is clarified that the PEI can have the following representations (TS 23.316, clause 4.7.7):

· For the 5G-RG:

· If the 5G-RG (i.e. 5G-BRG and 5G-CRG) supports at least one 3GPP access technology (i.e. NG-RAN, E-UTRAN), the 5G-RG must be allocated a Permanent Equipment Identifier (PEI) in the IMEI or IMEISV format.
· If the 5G-BRG supports only W-5GAN access, the PEI shall contain the 5G-BRG MAC address.

· If the 5G-CRG supports only W-5GAN access, the PEI shall contain the cable modem MAC address.

· For FN-RG (i.e. FN-BRG and FN-CRG), the W-AGF shall provide a PEI containing the FN-RG MAC address to the network.
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	Update of clause C.3.2.1 to specify the possible PEI formats
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	Unclear definition of the supported PEI formats
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	Other comments:
	This CR does not impact the OpenAPI file, though OpenAPI file version needs to be increased due to the support of several PEI formats as defined in 29.571 for Pei data type.


	
	

	This CR's revision history:
	5168 is revised to simplify the information about the possible formats the PEI may have.


Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***

C.3.2.1
General

Subclause 4.2.2.2 is applied with the following differences: 

-
The allocated /128 IPv6 address or IPv6 /64 prefix or IPv6 prefix shorter than /64 is included within the "ipv6AddressPrefix" attribute.

-
Request of Presence Reporting Area Change Report is not applicable when the 5G-RG or FN-RG connects to the 5GC via W-5GAN.
Editor’s note: The policy control request triggers which are not applicable need to be completed.

-
Line ID or the HFC node Id is encoded as "userLoc" attribute within the PolicyAssociationRequest data structure when the 5G-RG or FN-RG registers via W-5GAN.

Editor's note:
The data type of UserLocation to support Line ID or the HFC node Id is FFS.
-
The PEI that may be included within the "pei" attribute shall have one of the following representations:

i.
When the UE supports only wireline access, the PEI shall be a MAC address.

ii.
When the UE supports at least one 3GPP access technology, the PEI shall be the allocated IMEI or IMEISV.
*** End of Changes ***

