Page 1



3GPP TSG-CT WG3 Meeting #106
C3-194275
Portoroz, Slovenia, 7 - 11 Oct 2019                                                   (revision of C3-194069)
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.514
	CR
	0138
	rev
	1
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:

	P-CSCF procedures to support Access Type Change notification

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	C3

	
	

	Work item code:
	eIMS5G_SBA
	
	Date:
	2019-09-20

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The description of the P-CSCF behaviour to subscribe to access type change is missing in the current version of the specification.

	
	

	Summary of change:
	Clause B.x1 describes P-CSCF behaviour to subscribe to access type change.

	
	

	Consequences if not approved:
	P-CSCF behaviour to subscribe to access type changes remains unspecified.

	
	

	Clauses affected:
	B.x1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	Clarification of the affected clauses in 24.229


Additional discussion(if needed):

Proposed changes:

*** 1st Change ***

B.x1
Notification Access Type Change

When the P-CSCF receives an initial SIP REGISTER message or a SIP INVITE message from an attached UE, the P-CSCF may request from the PCF the information about the access type the UE is attached to using the procedure specified in subclauses 4.2.2.2, 4.2.3.2 and 4.2.6.2.

NOTE 1:
This procedure is not applicable for IMS registrations for Emergency sessions.

NOTE 2:
The P-CSCF can request information about the access type as part of the SIP session setup when it is only interested in the related information when the IMS session is ongoing.

If the P-CSCF requests information about the access type, the P-CSCF shall also subscribe within the same Npcf_PolicyAuthorization service operation to notifications for changes of the access type used by the UE. The P-CSCF shall include an entry of the "AfEventSubscription" data type in the "events" attribute with the "event" attribute set to the value "ACCESS_TYPE_CHG".
When the P-CSCF receives from the PCF the access type:

-
in the subscription request response within the HTTP response; or 
-
in the notification of access type change in an HTTP POST request from the PCF, 
the P-CSCF shall store the access type information received within the "accessType" attribute and the RAT type information received within "ratType" attribute and use the received information as per P-CSCF procedures in 3GPP TS 24.229 [32].
Editor's note:
The report of trusted non-3GPP location information is FFS.
The P-CSCF may receive subsequent notifications for changes of the access type from the PCF according to subclause 4.2.5.2. When the P-CSCF receives a notification of the change of the access type used by the UE, the P-CSCF shall store the new access type information and RAT type information and use the received information as per P-CSCF procedures in 3GPP TS 24.229 [32].

NOTE 3:
The subscription to receive information about the access type will be cancelled when the corresponding Individual Application Session Context resource is removed by the AF (i.e. when the UE is de-REGISTERED or the related SIP call is released).

*** End of Changes ***

