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*** 1st Change ***

5.6.2.10
Type TrafficControlData

Table 5.6.2.10-1: Definition of type TrafficControlData

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	tcId
	string
	M
	1
	Univocally identifies the traffic control policy data within a PDU session.
	

	flowStatus
	FlowStatus
	O
	0..1
	Enum determining what action to perform on traffic. Possible values are: [enable, disable, enable_uplink, enable_downlink] . The default value "ENABLED" shall apply, if the attribute is not present and has not been supplied previously.
	

	redirectInfo
	array(RedirectInformation)
	O
	1..N
	Each element indicates whether the detected application traffic should be redirected to another controlled address
	ADC

	muteNotif
	boolean
	O
	0..1
	Indicates whether applicat'on's start or stop notification is to be muted. The default value "FALSE" shall apply, if the attribute is not present and has not been supplied previously.
	ADC

	trafficSteeringPolIdDl
	string
	O
	0..1
	Reference to a pre-configured traffic steering policy for downlink traffic at the SMF.
	TSC

	trafficSteeringPolIdUl
	string
	O
	0..1
	Reference to a pre-configured traffic steering policy for uplink traffic at the SMF.
	TSC

	routeToLocs
	array(RouteToLocation)
	O
	1..N
	A list of location which the traffic shall be routed to for the AF request
	TSC

	upPathChgEvent
	UpPathChgEvent
	O
	0..1
	Contains the information about the AF subscriptions of the UP path change.
	TSC

	steerFun
	SteeringFunctionality
	O
	0..1
	Indicates the applicable traffic steering functionality.
	ATSSS

	steerModeDl
	SteeringMode
	O
	0..1
	Determines the traffic distribution rule across 3GPP and Non-3GPP accesses to apply for downlink traffic.
	ATSSS

	steerModeUl
	SteeringMode
	O
	0..1
	Determines the traffic distribution rule across 3GPP and Non-3GPP accesses to apply for uplink traffic.
	ATSSS

	mulAccCtrl
	MulticastAccessControl
	O
	0..1
	Indicates whether the service data flow, corresponding to the service data flow template, is allowed or not allowed. The default value "NOT_ALLOWED" applies, if the attribute is not present and has not been supplied previously.
	WWC


*** Next Change ***

A.2
Npcf_SMPolicyControl API

(… text not shown for clarity …)
    TrafficControlData:

      type: object

      properties:

        tcId:

          type: string

          description: Univocally identifies the traffic control policy data within a PDU session.

        flowStatus:

          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/FlowStatus'

        redirectInfo:

          type: array

          items:

            $ref: '#/components/schemas/RedirectInformation'
          minItems: 1
        muteNotif:

          type: boolean

          description: Indicates whether applicat'on's start or stop notification is to be muted.

        trafficSteeringPolIdDl:

          type: string

          description: Reference to a pre-configured traffic steering policy for downlink traffic at the SMF.

          nullable: true
        trafficSteeringPolIdUl:

          type: string

          description: Reference to a pre-configured traffic steering policy for uplink traffic at the SMF.

          nullable: true
        routeToLocs:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/RouteToLocation'

          minItems: 1

          description: A list of location which the traffic shall be routed to for the AF request
        upPathChgEvent:

          $ref: '#/components/schemas/UpPathChgEvent'

        steerFun:

          $ref: '#/components/schemas/SteeringFunctionality'

        steerModeDl:

          $ref: '#/components/schemas/SteeringMode'

        steerModeUl:

          $ref: '#/components/schemas/SteeringMode'

        mulAccCtrl:

          $ref: '#/components/schemas/MulticastAccessControl'

      required:

        - tcId

      nullable: true
(… text not shown for clarity …)
*** End of Changes ***

