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[bookmark: _Toc502245627]***** First change *****
5.2.1.1	Properties
Each service resource described in Table 5.2.1-1 has the set of properties described in Table 5.2.1.1-1. The Content Provider shall modify one or more of the properties of the service resource using the API operations described in subclause 5.2.1.2.
Table 5.2.1.1-1 summarizes different service properties of a service resource.
Table 5.2.1.1-1: Properties of service resource
	Property Token 
	JSON Value Type
	Defaults
	Property Description
	Applicability
(NOTE)

	
	
	Child Parameter
	Units
	Values
	
	

	service-id
	string
	
	None 
	N/A
	Identifies the MBMS User Service as defined in subclause 11.2.1.1 of 3GPP TS 26.346 [3] 
	

	service-class
	string
	
	None 
	(operator defined default)
	The service class that service belongs to. (see serviceClass element in subclause 11.2.1.2 of 3GPP TS 26.346 [3]).
	

	service-languages
	array
	
	None 
	Empty list
	List of language of the service content. (see serviceLanguage element in subclause 11.2.1.1 of 3GPP TS 26.346 [3]).
	

	service-names
	array
	
	None 
	Empty list
	List of Service Names. (see name element in subclause 11.2.1.1 of 3GPP TS 26.346 [3])
	

	[bookmark: OLE_LINK21][bookmark: OLE_LINK22][bookmark: OLE_LINK23]receive-only-mode
	[bookmark: OLE_LINK11][bookmark: OLE_LINK12]boolean
	
	None
	False
	[bookmark: OLE_LINK13][bookmark: OLE_LINK14][bookmark: OLE_LINK45][bookmark: OLE_LINK46]When set to 'true', the Content Provider indicates that the service is a Receive Only Mode service.
	

	service-announcement-mode
	string
	
	None 
	SACH
	Enumeration of Service Announcement Mode.
Additional service announcement modes may be added in the future.
- "SACH": BM-SC performs the service announcement for the current service using the SACH channel (cf. Annex L.2, L3 of 3GPP TS 26.346 [3]).
- "Content Provider": BM-SC provides the necessary service access information used by the Content Provider to create the service announcement information.
	

	consumption-reporting-configuration
	object
	Enabled
	Boolean
	False
	The Content Provider wishes to collect consumption reports for the service. 
	Reporting start and end time: The reporting period with start and end time.Enabled: Flag to indicate enabling of consumption-reporting
	Reporting interval: The interval for which the BM-SC is aggregate the statistics in seconds. for(Data type: number; default value: 3600)
	Sample percentage: Percentage of users to collect reports from (Data type: number; default value: 10)
The presence of this object indicates the enabling of consumption reporting; if not present, it indicates the disabling of the consumption reporting.

	

	
	
	Reporting interval
	Integer
	3600 (in seconds)
	
	

	
	
	Sample percentage
	Integer
	10 (in %)
	
	

	push-notification-url
	string
	
	None
	“”
	The Content Provider provides Notification URL over which it will receive notifications "pushed" by the BM-SC. The Notification procedure is described in subclause 5.3.6. of 3GPP TS 26.348 [33]
	

	push-notification-configuration
	string
	
	None 
	All
	 If the Content Provider enables push delivery of notifications, then the Content Provider may provide notification filters
This parameter contains a comma separated list of Classes it wishes to receive among the following options: Critical, Warning, Information, Service, Session, or All to get all types of notification.
The notification message shall be sent immediately to the Content Provider upon its availability.
	

	NOTE:	Properties marked with a supported feature are applicable as described in subclause 9.



The service instance resource with the properties defined above can be found in Annex B.
