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*************************The start of changes*************************
3.16.2	V2X Subscription data for the network scheduled LTE sidelink communication
3.16.2.1	V2X-Permission
The V2X-Permision is part of the V2X Subscription data information for the network scheduled LTE sidelink communication and is specified in 3GPP TS 29.272 [81].
V2X-Permission is permanent data conditionally stored in HSS and MME.
3.16.2.2	UE-PC5-AMBR
The UE-PC5-AMBR is part of the V2X Subscription data information for the network scheduled LTE sidelink communication and is specified in 3GPP TS 29.272 [81].
UE-PC5-AMBR is permanent data conditionally stored in HSS and MME.
3.16.2.3	V2X-PC5-Allowed-PLMN
The V2X-PC5-Allowed-PLMN is part of the V2X Subscription data and is specified in 3GPP TS 29.388 [108].
V2X-PC5-Allowed-PLMN is permanent data conditionally stored in HSS and V2X Control Function.

*************************Next change*************************
[bookmark: _Toc27236285][bookmark: _Toc19633661][bookmark: _Toc19632251]3.16.3.x	PC5-RAT-Type
The PC5-RAT-Type is part of the V2X authorization data and is specified in 3GPP TS 29.389 [109].
PC5-RAT-Type is permanent data conditionally stored in HSS and V2X Control Function.

*************************Next change*************************
3.16.x	V2X Subscription data for the network scheduled NR sidelink communication
[bookmark: _Toc27236281][bookmark: _Toc19633657][bookmark: _Toc19632247]3.16.x.1	V2X-Permission
The V2X-Permision is part of the V2X Subscription data information for the network scheduled NR sidelink communication and is specified in 3GPP TS 29.272 [81].
V2X-Permission is permanent data conditionally stored in HSS and MME.
[bookmark: _Toc27236282][bookmark: _Toc19633658][bookmark: _Toc19632248]3.16.x.2	UE-PC5-AMBR
The UE-PC5-AMBR is part of the V2X Subscription data information for the network scheduled NR sidelink communication and is specified in 3GPP TS 29.272 [81].
UE-PC5-AMBR is permanent data conditionally stored in HSS and MME.
3.16.x.3	V2X-PC5-Allowed-PLMN
The V2X-PC5-Allowed-PLMN is part of the V2X Subscription data and is specified in 3GPP TS 29.388 [108].
V2X-PC5-Allowed-PLMN is permanent data conditionally stored in HSS and V2X Control Function.
3.16.x.4	UE-PC5-QoS
The UE-PC5-QoS is part of the V2X Subscription data information for the network scheduled NR sidelink communication and is specified in 3GPP TS 29.272 [81].
UE-PC5-AMBR is permanent data conditionally stored in HSS and MME.

*************************Next change*************************
[bookmark: _Toc27236302][bookmark: _Toc19633678][bookmark: _Toc19632268]5.11	V2X Service (V2X) Data Storage
Table 5.11-1: Overview of data for V2X Service
	PARAMETER
	Clause
	HSS
	SLP
	MME
	V2X Control Function
	TYPE

	IMSI
	2.1.1.1
	M
	C
	C
	C
	P

	MSISDN
	2.1.2
	C
	C
	C
	C
	P

	V2X-Permission
	3.16.2.1
	C
	-
	C
	-
	P

	UE-PC5-AMBR
	3.16.2.2
	C
	-
	C
	-
	P

	V2X-PC5-Allowed-PLMN
	3.16.2.3
	C
	-
	-
	C
	P

	V2X-Permission-in-VPLMN
	3.16.3.1
	-
	-
	-
	C
	P

	V2X-Application-Server
	3.16.3.2
	-
	-
	-
	C
	P

	PC5-RAT-Type
	3.16.3.x
	C
	-
	-
	C
	P

	V2X Control Function Identity
	3.16.4
	C
	-
	-
	-
	T

	V2X-Permission 
	3.16.x.1
	C
	-
	C
	-
	P

	UE-PC5-AMBR
	3.16.x.2
	C
	-
	C
	-
	P

	V2X-PC5-Allowed-PLMN
	3.16.x.3
	C
	-
	-
	C
	P

	UE-PC5-QoS
	3.16.x.4
	C
	-
	C
	-
	P



*************************The end of changes*************************
