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1. Introduction
Minor wording changes are made to 6.2.1.
2. Reason for Change
6.2.1 applies to an IWF sending an INVITE to a non-controlling MCPTT server, not just a CF. 

3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 24.883.
* * * First Change * * * *

6.2.1
Sending an INVITE request towards an MCPTT server
This subclause is referenced from other procedures.

The IWF shall generate a SIP INVITE request according to rules and procedures of 3GPP TS 24.229 [4].

The IWF:

1)
shall include in the Contact header field the g.3gpp.mcptt media feature tag, the g.3gpp.icsi-ref media feature tag with the value of "urn:urn-7:3gpp-service.ims.icsi.mcptt", and the isfocus media feature tag according to IETF RFC 3840 [16];
2)
shall include the ICSI value "urn:urn-7:3gpp-service.ims.icsi.mcptt" (coded as specified in 3GPP TS 24.229 [4]), in a P-Asserted-Service-Id header field according to IETF RFC 6050 [9] in the SIP INVITE request;

3)
shall set the Request-URI to the public service identity of the destination MCPTT server; 
4)
shall include an application/vnd.3gpp.mcptt-info+xml MIME body with:

a)
the <mcptt-request-uri> element set to the group identity;

b)
the <mcptt-calling-user-id> element set to the MCPTT ID of the calling user; and

c)
the <required> element set to "true", if the group document retrieved from the group management server contains <on-network-required> group members as specified in 3GPP TS 24.481 [31];
5)
shall include the public service identity of the IWF in the P-Asserted-Identity header field;

6)
should include the Session-Expires header field according to rules and procedures of IETF RFC 4028 [7]. The refresher parameter shall be omitted; and
7)
shall include the Supported header field set to "timer".
