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	Reason for change:
	As specified in subclause 4.2, "Except for the 5GMM procedures piggybacking 5GSM messages, during 5GMM procedures the UE and the AMF shall suspend the transmission of 5GSM messages." 
However, besides the 5GMM NAS transport procedures which piggyback 5GSM messages, there are other 5GMM procedures during which the UE and the AMF may or may not suspend the transmission of 5GSM messages:
1) For service request procedure and notification procedure, the AMF may not suspend the transmission of 5GSM messages. 

2) For service request procedure in 5GMM-CONNECTED mode for re-establishing user-plane resources of the PDU session(s) and notification procedure, the UE may not suspend the transmission of 5GSM messages. For example, during a service request procedure which is sent by the UE in 5GMM-CONNECTED mode to re-establish the user plane resource of a PDU session, the UE may initiate the NAS transport procedure to send a 5GSM message for establishment of a new PDU session.
Also, the 5GMM procedure and the 5GSM procedure can be executed in parallel over different access types (i.e. 3GPP access, non-3GPP access).

	
	

	Summary of change:
	1) Clarify the coordination between 5GMM service request/notification procedures and 5GSM procedures.
2) Clarify that the 5GMM procedure and the 5GSM procedure can be executed in parallel over different access types (i.e. 3GPP access, non-3GPP access)
3) An editorial modification in subclause 4.2.

	
	

	Consequences if not approved:
	Incomplete specification on the coordination between 5GMM procedures and 5GSM procedures.
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***** Next change *****
4.2
Coordination between the protocols for 5GS mobility management and 5GS session management
A 5GS session management (5GSM) message is piggybacked in specific 5GS mobility management (5GMM) transport messages. To this purpose, the 5GSM messages can be transmitted in an information element in the 5GMM transport messages. In this case, the UE, the AMF and the SMF execute the 5GMM procedure and the 5GSM procedure in parallel. The success of the 5GMM procedure is not dependent on the success of the piggybacked 5GSM procedure.
The UE can only initiate the 5GSM procedure when there is a 5GMM context established at the UE, and the AMF can only forward the 5GSM message for the 5GSM procedure initiated by the SMF when there is a 5GMM context established at the AMF.
Except for the 5GMM procedures piggybacking 5GSM messages, the service request procedure and the notification procedure, during 5GMM procedures the AMF shall suspend the transmission of 5GSM messages. During the service request procedure and notification procedure, the AMF may suspend the transmission of 5GSM messages.
Except for the 5GMM procedures piggybacking 5GSM messages, the service request procedure in 5GMM-CONNECTED mode for re-establishing user-plane resources of the PDU session(s) and the notification procedure, during 5GMM procedures the UE shall suspend the transmission of 5GSM messages. During the service request procedure in 5GMM-CONNECTED mode for re-establishing user-plane resources of the PDU session(s) and the notification procedure the UE may suspend the transmission of 5GSM messages.
The 5GMM procedure and the 5GSM procedure can be executed in parallel over different access types (i.e. 3GPP access, non-3GPP access). 
