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***** Next change *****
4.6.2.1
General
Upon registration to a PLMN, the UE shall send to the AMF the requested NSSAI which includes one or more S-NSSAIs of the allowed NSSAI for the PLMN or the configured NSSAI and corresponds to the network slice(s) to which the UE wants to register if:

a)
the UE has a configured NSSAI for the current PLMN;

b)
the UE has an allowed NSSAI for the current PLMN; or

c)
the UE has neither allowed NSSAI for the current PLMN nor configured NSSAI for the current PLMN and has a configured NSSAI not associated with a PLMN.
The UE NAS shall also provide the lower layers with the requested NSSAI, if available and the UE is in 5GMM-IDLE mode. If the UE has neither a configured NSSAI nor an allowed NSSAI valid for a PLMN and does not have any configured NSSAI that is not associated with any PLMN, the UE does not send a requested NSSAI when requesting registration towards the PLMN. In roaming scenarios the UE may also provide the mapping of each S-NSSAI of the requested NSSAI to the S-NSSAIs of the configured NSSAI for the HPLMN, if available. The AMF verifies if the requested NSSAI is permitted based on the subscribed S-NSSAIs in the UE subscription and optionally the mapping information provided by the UE, and if so then the AMF shall provide the UE with the allowed NSSAI for the PLMN, and may also provide the UE with the mapping of each S-NSSAI of the allowed NSSAI for the PLMN to the S-NSSAI(s) of the configured NSSAI for the HPLMN if available. The AMF shall not provide the UE with the mapping of multiple S-NSSAIs of the allowed NSSAI to the same S-NSSAI of the configured NSSAI for the HPLMN. The AMF may also query the NSSF to determine the allowed NSSAI for a given registration area as defined in 3GPP TS 23.501 [8].
The set of network slice(s) for a UE can be changed at any time while the UE is registered to a PLMN, and the change may be initiated by the network, or the UE. In this case, the allowed NSSAI and associated registration area may be changed during the registration procedure.
The network may notify the UE of the change of the supported network slice(s) in order to trigger the registration procedure. The network releases the NAS signaling connection for the UE to start the registration procedure unless there are established PDU session(s) associated with emergency services. In that case, the UE releases the NAS signaling connection after that the PDU session(s) associated with emergency services are released and starts the registration procedure. Change in the allowed NSSAI may lead to AMF relocation subject to operator policy. See subclause 5.4.4 describing the generic UE configuration update procedure for further details.
***** Next change *****
5.4.4.3
Generic UE configuration update accepted by the UE

Upon receiving the CONFIGURATION UPDATE COMMAND message, the UE shall use the contents to update appropriate information stored within the UE.

If acknowledgement requested is indicated in the Configuration update indication IE in the CONFIGURATION UPDATE COMMAND message and:

a)
if all information elements included are successfully accepted by the UE; or

b)
if "registration requested" in the Configuration update indication IE is indicated;
the UE shall send a CONFIGURATION UPDATE COMPLETE message.

If the UE receives a new 5G-GUTI in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new 5G-GUTI as valid, the old 5G-GUTI as invalid, stop timer T3519 if running, and delete any stored SUCI; otherwise, the UE shall consider the old 5G-GUTI as valid.
If the UE receives a new TAI list in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.

If the UE receives a new service area list in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new service area list as valid and the old service area list as invalid; otherwise, the UE shall consider the old service area list, if any, as valid.

If the UE receives new NITZ information in the CONFIGURATION UPDATE COMMAND message, the UE considers the new NITZ information as valid and the old NITZ information as invalid; otherwise, the UE shall consider the old NITZ information as valid.
If the UE receives a LADN information IE in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the old LADN information as invalid and the new LADN information as valid, if any; otherwise, the UE shall consider the old LADN information as valid.

If the UE receives a new allowed NSSAI for the associated access type in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new allowed NSSAI as valid for the associated access type, store the allowed NSSAI for the associated access type as specified in subclause 4.6.2.2 and consider the old allowed NSSAI for the associated access type as invalid; otherwise, the UE shall consider the old Allowed NSSAI as valid for the associated access type.

If the UE receives an allowed NSSAI in the CONFIGURATION UPDATE COMMAND message and the UE has one or more PDU sessions associated with S-NSSAI(s) not included in the received allowed NSSAI, the UE shall locally release all such PDU session(s).

If the UE receives a new configured NSSAI in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new configured NSSAI for the registered PLMN as valid and the old configured NSSAI for the registered PLMN as invalid; otherwise, the UE shall consider the old configured NSSAI for the registered PLMN as valid The UE shall store the new configured NSSAI as specified in subclause 4.6.2.2.

If the CONFIGURATION UPDATE COMMAND message indicates "registration requested" in the Configuration update indication IE and:

a)
either a new allowed NSSAI or a new configured NSSAI or both are included, the UE shall, after the completion of the generic UE configuration update procedure, and:
1)
if there is at least one established PDU Session associated with emergency services:

-
release the NAS signalling connection after that the PDU Session(s) associated with emergency services are released; and
-
start a registration procedure for mobility and periodic registration update as specified in subclause 5.5.1.3; or
2)
the release of the existing N1 NAS signalling connection, start a registration procedure for mobility and periodic registration update as specified in subclause 5.5.1.3; or

b)
an MICO indication is included, the UE shall, after the completion of the generic UE configuration update procedure, start a mobility registration update procedure as specified in subclause 5.5.1.3 to re-negotiate MICO mode with the network.

The UE receiving the rejected NSSAI in the CONFIGURATION UPDATE COMMAND message takes the following actions based on the rejection cause in the rejected NSSAI:
"S-NSSAI not available in the current PLMN"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current PLMN until switching off the UE or the UICC containing the USIM is removed. 

"S-NSSAI not available in the current registration area"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN and registration area combination as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current registration area until switching off the UE, the UE moving out of the current registration area or the UICC containing the USIM is removed.
***** Next change *****
5.4.4.4
Generic UE configuration update completion by the network

Upon receipt of the CONFIGURATION UPDATE COMPLETE message, the AMF shall stop the timer T3555.

If a new 5G-GUTI was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new 5G-GUTI as valid and the old 5G-GUTI as invalid.
If a new TAI list was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new TAI list as valid and the old TAI list as invalid.
If a new service area list was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new service area list as valid and the old service area list as invalid.
If new allowed NSSAI information was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new Allowed NSSAI information as valid and the old allowed NSSAI information as invalid. In addition, if registration requested was indicated in the CONFIGURATION UPDATE COMMAND message, the AMF shall:
-
if there are established PDU Session(s) associated with emergency services, reject any PDU Session establishment request for non-emergency PDU Session until the requested mobility and periodic registration update procedure has been successfully completed; or
-
initiate the release of the N1 NAS signalling connection.
If a LADN information IE was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the old LADN information as invalid and the new LADN information as valid, if any. In this case, if the tracking area identity list received in the new LADN information does not include the current TA, the AMF shall indicate the SMF to release the PDU session for LADN or release the user-plane resources for the PDU session for LADN (see 3GPP TS 23.501 [8] and 3GPP TS 23.502 [9]).
Editor's note:
Further details on handling of specific IEs are FFS.

***** Next change *****
5.4.5.2.x
Abnormal cases on the UE side

The following abnormal case can be identified:
a)
If the Payload container type IE is set to "N1 SM information", the Request type IE is set to "initial request" and a mobility registration update is pending due to:

-
network slicing information update performed via the UE configuration update procedure;

-
re-registration requested with the UE configuration update procedure; and

-
at least one PDU session associated with emergency services is established.

-
The UE shall not send an UPLINK NAS TRANSPORT message.

-
The UPLINK NAS TRANSPORT message can be sent, if still necessary, after a successful mobility and periodic registration update procedure.

***** Next change *****
5.4.5.2.4
UE-initiated NAS transport of messages not accepted by the network
Upon reception of a UL NAS TRANSPORT message, if the Payload container type IE is set to "N1 SM information", the Request type IE is set to "initial request" or "existing PDU session", the UE is not configured for high priority access in selected PLMN and:

a)
DNN based congestion control is activated for the DNN included in the UL NAS TRANSPORT message, or DNN based congestion control is activated for the selected DNN in case of no DNN included in the UL NAS TRANSPORT message, e.g. configured by operation and maintenance, the AMF shall send back to the UE the 5GSM message which was not forwarded, a back-off timer value and 5GMM cause #22 "congestion" as specified in subclause 5.4.5.3.1 case f);

b)
S-NSSAI and DNN based congestion control is activated for the S-NSSAI and DNN included in the UL NAS TRANSPORT message, or S-NSSAI and DNN based congestion control is activated for the S-NSSAI included in the UL NAS TRANSPORT message and the selected DNN in case of no DNN included in the UL NAS TRANSPORT message, or S-NSSAI and DNN based congestion control is activated for the selected S-NSSAI in case of no S-NSSAI included in the UL NAS TRANSPORT message and the DNN included in the UL NAS TRANSPORT message, or S-NSSAI and DNN based congestion control is activated for the selected S-NSSAI and the selected DNN in case of no S-NSSAI and no DNN included in the UL NAS TRANSPORT message, e.g. configured by operation and maintenance, the AMF shall send back to the UE the 5GSM message which was not forwarded, a back-off timer value and 5GMM cause #67 "insufficient resources for specific slice and DNN" as specified in subclause 5.4.5.3.1 case f); or

c)
S-NSSAI only based congestion control is activated for the S-NSSAI included in the UL NAS TRANSPORT message, or S-NSSAI based congestion control is activated for the selected S-NSSAI in case of no S-NSSAI included in the UL NAS TRANSPORT message, e.g. configured by operation and maintenance, the AMF shall send back to the UE the 5GSM message which was not forwarded, a back-off timer value and 5GMM cause #69 "insufficient resources for specific slice" as specified in subclause 5.4.5.3.1 case f).
Upon reception of a UL NAS TRANSPORT message, if the Payload container type IE is set to "N1 SM information", the Request type IE is set to "initial request", the AMF is waiting for the UE to perform a mobility and periodic registration update requested via the UE configuration update procedure and there is at least one PDU session established for emergency services as specified in subclause 5.4.4, the AMF shall send back to the UE the 5GSM message which was not forwarded and 5GMM cause #xy "network slice information update pending".
***** Next change *****
5.4.5.3.1
General
The purpose of the network-initiated NAS transport procedure is to provide a transport of:

a)
a single 5GSM message;

b)
SMS;

c)
an LPP message;

d)
a transparent container;

e)
a single uplink 5GSM message which was not forwarded due to routing failure;
f)
a single uplink 5GSM message which was not forwarded due to congestion control;
g)
a single uplink 5GSM message which was not forwarded due to network slice information update pending; or
h)
a UE policy container.

from the AMF to the UE in a 5GMM message.

***** Next change *****
5.4.5.3.2
Network-initiated NAS transport procedure initiation

In connected mode, the AMF initiates the NAS transport procedure by sending the DL NAS TRANSPORT message, as shown in figure 5.4.5.3.2.1. 

In case a) in subclause 5.4.5.3.1, i.e. upon reception from an SMF of a 5GSM message without an N1 SM delivery skip allowed indication for a UE or a 5GSM message with an N1 SM delivery skip allowed indication for a UE in the 5GMM-CONNECTED mode, the AMF shall:

a)
include the PDU session information (PDU session ID) in the PDU session ID IE;
b)
set the Payload container type IE to "N1 SM information"; and

c)
set the Payload container IE to the 5GSM message.

In case b) in subclause 5.4.5.3.1, i.e. upon reception from an SMSF of an SMS payload, the AMF shall:

a)
set the Payload container type IE to "SMS";

b)
set the Payload container IE to the SMS payload; and

c)
select the access type to deliver the DL NAS TRANSPORT message as follows in case the access type selection is required:

1)
if the UE to receive the DL NAS TRANSPORT message is registered to the network via both 3GPP access and non-3GPP access, and the SMS allowed IE in the 5GMM context of the UE is set to "both 3GPP access and non-3GPP access", then the AMF selects non-3GPP access if the UE is in MICO mode and in 5GMM-IDLE state for 3GPP access. Otherwise, the AMF selects either 3GPP access or non-3GPP access; and

2)
otherwise, the AMF selects 3GPP access.

NOTE:
The AMF selects an access type between 3GPP access and non-3GPP access based on operator policy.

In case c) in subclause 5.4.5.3.1 i.e. upon reception from an LMF of an LPP message payload, the AMF shall:

a)
set the Payload container type IE to "LTE Positioning Protocol (LPP) message container";

b)
set the Payload container IE to the LPP message payload received from the LMF; and

c)
set the Additional information IE to the routing information associated with the LMF from which the LPP message was received.

In case d) in subclause 5.4.5.3.1 i.e. upon reception of a transparent container from the UDM to be forwarded to the UE, the AMF shall:

a)
set the Payload container type IE to "transparent container"; and

b)
set the Payload container IE to the transparent container received from the UDM.

In case e) in subclause 5.4.5.3.1, i.e. upon sending a single uplink 5GSM message which was not forwarded due to routing failure, the AMF shall:

a)
include the PDU session ID in the PDU session ID IE;

b)
set the Payload container type IE to "N1 SM information";

c)
set the Payload container IE to the 5GSM message which was not forwarded; and

d)
set the 5GMM cause IE to the 5GMM cause #90 "payload was not forwarded".

In case f) in subclause 5.4.5.3.1, i.e. upon sending a single uplink 5GSM message which was not forwarded due to congestion control, the AMF shall:

a)
include the PDU session ID in the PDU session ID IE;

b)
set the Payload container type IE to "N1 SM information";

c)
set the Payload container IE to the 5GSM message which was not forwarded;

d)
set the 5GMM cause IE to the 5GMM cause #22 "Congestion", the 5GMM cause #67 "insufficient resources for specific slice and DNN" or the 5GMM cause #69 "insufficient resources for specific slice"; and

e)
include the Back-off timer value IE.
In case g) in subclause 5.4.5.3.1, i.e. upon sending a single uplink 5GSM message which was not forwarded due to network slice information update pending due to PDU session associated with emergency service is established as specified in subclause 5.4.4, the AMF shall:
a)
include the PDU session ID in the PDU session ID IE;

b)
set the Payload container type IE to "N1 SM information";

c)
set the Payload container IE to the 5GSM message which was not forwarded;

d)
set the 5GMM cause IE to the 5GMM cause #xy "network slice information update pending".
In case h) in subclause 5.4.5.3.1 i.e. upon reception of a UE policy container from the PCF to be forwarded to the UE, the AMF shall:

a)
set the Payload container type IE to "UE policy container"; and

b)
set the Payload container IE to the UE policy container received from the PCF.
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Figure 5.4.5.3.2.1: Network-initiated NAS transport procedure

***** Next change *****
5.4.5.3.3
Network-initiated NAS transport of messages
Upon reception of a DL NAS TRANSPORT message, if the Payload container type IE is set to:

a)
 "N1 SM information" and the 5GMM cause IE set to the 5GMM cause #90 "payload was not forwarded" is not included in the DL NAS TRANSPORT message, the 5GSM message in the Payload container IE and the PDU session ID are handled in the 5GSM procedures specified in clause 9;
b)
"SMS", the UE shall forward the content of the Payload container IE to the SMS stack entity;

c)
"LTE Positioning Protocol (LPP) message container", the UE shall forward the content of the Payload container IE and the routing information included in the Additional information IE to the upper layer location services application;

d)
"transparent container", the UE shall pass the payload to the appropriate entity;

Editor's note:
How the UE determines the appropriate entity is FFS and requires input from SA3.
e)
 "N1 SM information" and the 5GMM cause IE is set to the 5GMM cause #90 "payload was not forwarded" in the DL NAS TRANSPORT message, the UE passes to the 5GSM sublayer an indication that the 5GSM message was not forwarded along with the 5GSM message from the Payload container IE of the DL NAS TRANSPORT message;
f)
"N1 SM information" and:

1)
the 5GMM cause IE is set to the 5GMM cause #22 "Congestion", the UE passes to the 5GSM sublayer an indication that the 5GSM message was not forwarded due to DNN based congestion control along with the 5GSM message from the Payload container IE of the DL NAS TRANSPORT message, and the time value from the Back-off timer value IE;
2)
the 5GMM cause IE is set to the 5GMM cause #67 "insufficient resources for specific slice and DNN", the UE passes to the 5GSM sublayer an indication that the 5GSM message was not forwarded due to S-NSSAI and DNN based congestion control along with the 5GSM message from the Payload container IE of the DL NAS TRANSPORT message, and the time value from the Back-off timer value IE; or
3)
the 5GMM cause IE is set to the 5GMM cause #69 "insufficient resources for specific slice", the UE passes to the 5GSM sublayer an indication that the 5GSM message was not forwarded due to S-NSSAI only based congestion control along with the 5GSM message from the Payload container IE of the DL NAS TRANSPORT message, and the time value from the Back-off timer value IE; and
g)
“N1 SM information” and the 5GMM cause IE is set to the 5GMM cause #xy "network slice information update pending" in the DL NAS TRANSPORT message, the UE shall:

-
block subsequent UL NAS TRANSPORT messages from the UE with the Payload container type IE set to "N1 SM information" and the Request type IE set to "initial request", until the mobility registration update procedure triggered by the UE configuration update procedure for network slice information update has been successfully performed as specified in subclause 5.4.4.
h)
"UE policy container", the UE policy container in the Payload container IE is handled in the UE policy delivery procedures specified in Annex D.
***** Next change *****
A.3
Causes related to PLMN specific network failures and congestion/authentication failures
Cause #20 – MAC failure


This 5GMM cause is sent to the network if the USIM detects that the MAC in the AUTHENTICATION REQUEST message is not fresh.

Cause #21 – Synch failure


This 5GMM cause is sent to the network if the USIM detects that the SQN in the AUTHENTICATION REQUEST message is out of range.

Cause #22 – Congestion


This 5GMM cause is sent to the UE because of congestion in the network (e.g. no channel, facility busy/congested etc.).
Cause #23 – UE security capabilities mismatch


This 5GMM cause is sent to the network if the UE detects that the UE security capability does not match the one sent back by the network.
Cause #24 – Security mode rejected, unspecified


This 5GMM cause is sent to the network if the security mode command is rejected by the UE for unspecified reasons.

Cause #26 – Non-5G authentication unacceptable

This 5GMM cause is sent to the network in N1 mode if the "separation bit" in the AMF field of AUTN is set to 0 in the AUTHENTICATION REQUEST message (see 3GPP TS 33.501 [24]).

Cause #28 – Restricted service area

This 5GMM cause is sent to the UE if it requests service in a tracking area which is a part of the UE’s non-allowed area or is not a part of the UE’s allowed area.
Cause #29 – ngKSI already in use

This 5GMM cause is sent to the network in N1 mode if the ngKSI value received in the AUTHENTICATION REQUEST message is already associated with one of the 5G security contexts stored in the UE.

Cause #43 – LADN not available


This 5GMM cause is sent to the UE if the user-plane resources of the PDU session are not activated when the UE is located outside the LADN service area.

Cause #67 – Insufficient resources for specific slice and DNN

This 5GMM cause is sent by the network to indicate that the requested service cannot be provided due to insufficient resources for specific slice and DNN.
Cause #69 – Insufficient resources for specific slice

This 5GMM cause is sent by the network to indicate that the requested service cannot be provided due to insufficient resources for specific slice.
Cause #xy - network slice information update pending
-
This 5GMM cause is sent by the network to indicate that the requested service cannot be provided due to that a network slice update is pending for the UE and there is at least one PDU session associated with emergency services established.
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