Page 1



3GPP TSG-CT WG1 Meeting #111bis
C1-184363
Sophia-Antipolis (France), 9-13 July 2018

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.229
	CR
	6159
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Correct terminating AS procedure

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	C1

	
	

	Work item code:
	eSPECTRE
	
	Date:
	2018-06-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	It is possible that gateway attestation performed by an MGCF or MSC server can result in an Attestation-Info header field set to "B" due to mapping of the screening indicator from CS.

	
	

	Summary of change:
	Add the possibility to have Attestation_Info header field set to "B".

	
	

	Consequences if not approved:
	Incorrect specification.

	
	

	Clauses affected:
	5.7.1.25.3

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** Next change *****
5.7.1.25.3
Terminating procedures

Upon receiving an initial INVITE request or a MESSAGE request containing one or more Identity header fields, an AS supporting the calling number verification using signature verification and attestation information, as defined in subclause 3.1, shall if the network indicated support for the calling number verification during registration:

-
use the Identity header field(s) for verification, and based on the outcome of the verification insert a "verstat" tel URI parameter, specified in subclause 7.2A.20, with a value representing the outcome of the verification in the tel URI or SIP URI with the user=phone parameter of each P-Asserted-Identity header field or From header field where the URI contains the calling number that was tested for verification.

If no Identity header field is present in the received INVITE or MESSAGE request, but an Origination-Id header field along with an Attestation-Info header field set either to "B" or "C" is present, the AS shall set the verstat tel URI parameter to the value "No-TN-Validation".
Editor's Note [WID:eSPECTRE, CR#6092]: Diversion needs to be considered.
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