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	Reason for change:
	In following three use cases, the UE shall NOT send the DNN to the AMF for SMF selection due to the AMF shall use the emegency DNN included in the AMF emergency configuration data as per specified in stage 2 (see TS 23.501 sub 5.16.4.5):
(1) The UE requests to establish a new emergency PDU session;
(2) The UE requests to handover of an existing emergency PDU session between 3GPP access and non-3GPP access; and
(3) The UE requests transfer of an existing PDN connection for emergency bearer services in the EPS to the 5GS.
However this is not clealy specified in the current TS 24.501. Note that below text just specified that when conditions are met, the DNN shall be included. But it cannot justify that when these conditions are not met (e.g. for emergency PDU session), the DNN shall not be sent to the AMF.
" d)
the requested DNN, if the request type is set to "initial request" or "existing PDU session", and the UE requests a connectivity to a DNN other than the default DNN;"
Hence, similar as clearly specified in TS 24.301 as below, it proposes to provide the similar description in TS 24.501:

"In order to request a PDN connection for emergency bearer services, the UE shall not include an APN in the PDN CONNECTIVITY REQUEST message or, when applicable, in the ESM INFORMATION RESPONSE message."

Furthermore, as per specified in both stage 2 and stage 3, for a UE at any time, it can only has one emergency PDU session established. Hence, in SMF stored SM contexts for a UE, and in AMF stored PDU session routing context for a UE, at any time, it shall only has one PDU session for emgerency for the UE.

However, for below text (yellow highlighted) in sub 5.4.5.2.3, it implies that there can be more than one PDU session ID stored in the AMF stored PDU session routing context for a UE, which are emergency PDU sessions. This actually cannot happen.
"v)
if the AMF does not have a PDU session routing context for the PDU session ID and the UE, the Request type IE is included and is set to "initial emergency request", and the AMF does not have a PDU session routing context for another PDU session ID of the UE indicating that the PDU session is an emergency PDU session:"
"vi)
if the AMF does not have a PDU session routing context for the PDU session ID and the UE, the Request type IE is included and is set to "initial emergency request", and the AMF has a PDU session routing context indicating that the PDU session is an emergency PDU session for another PDU session ID of the UE:"

	
	

	Summary of change:
	It proposes:

(1) To clearly specify that the DNN shall not be sent to the AMF for emergency PDU session establishment/handover/transfer;

(2) To remove the AMF handling for PDU session routing for new emergency PDU establishment for which it cannot happen.

	
	

	Consequences if not approved:
	(1) It is not so clear whether DNN needs to be sent to the AMF for emergency PDU session establishment/handover/transfer;
(2) The AMF handling for PDU session routing for new emergency PDU establishment covers the cases which cannot happen.
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* * * First Change * * * *

5.4.5.2.2
UE-initiated NAS transport procedure initiation

In the connected mode, the UE initiates the NAS transport procedure by sending the UL NAS TRANSPORT message, as shown in figure 5.4.5.2.2.1.

In case a) in subclause 5.4.5.2.1, the UE shall:

a)
include the PDU session information (PDU session ID, old PDU session ID, S-NSSAI, DNN, request type), if available:

b)
set the Payload container type IE to "N1 SM information"; and

c)
set the Payload container IE to the 5GSM message.

The UE shall set the PDU session ID IE to the PDU session ID. If an old PDU session ID is to be included, the UE shall set the Old PDU session ID IE to the old PDU session ID.
If an S-NSSAI is to be included, the UE shall set the S-NSSAI IE to the S-NSSAI selected for the PDU session from the allowed NSSAI for the serving PLMN, associated with the mapped configured NSSAI for the HPLMN if available in roaming scenarios.
If a DNN is to be included, the UE shall set the DNN IE to the DNN. 5GSM procedures specified in clause 9 describe conditions for inclusion of the S-NSSAI and the DNN. 

If a request type is to be included, the UE shall set the Request type IE to the request type. The request type is not provided along 5GSM messages other than the PDU SESSION ESTABLISHMENT REQUEST message.
If the request type is included and is set to "initial emergency request" or "existing emergency PDU session, the UE shall not include a DNN in the UL NAS TRANSPORT message to the AMF.
The UE shall send the UL NAS TRANSPORT message to the AMF (see example in figure 5.4.5.2.2.1).
In case b) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "SMS"; and

-
set the Payload container IE to the SMS payload.

Based on the UE preferences regarding access selection for mobile originated (MO) transmission of SMS over NAS as described in 3GPP TS 23.501 [8]:

a)
when SMS over NAS is preferred to be sent over 3GPP access: the UE attempts to deliver MO SMS over NAS via the 3GPP access if the UE is registered over both 3GPP access and non-3GPP access;

b)
when SMS over NAS is preferred to be sent over non-3GPP access: the UE attempts to deliver MO SMS over NAS via the non-3GPP access if the UE is registered over both 3GPP access and non-3GPP access. If the delivery of SMS over NAS via the non-3GPP access is not available, the UE attempts to deliver MO SMS over NAS via the 3GPP access.

In case c) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "LTE Positioning Protocol (LPP) message container";

-
set the Payload container IE to the LPP message payload; and

-
set the Additional information IE to the routing information provided by the upper layer location services application.

In case d) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "transparent container"; and

-
set the Payload container IE to the transparent container.

Editor's note:
The trigger for the UE to send a transparent container and the encoding of the transparent container are FFS.
In case e) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "UE policy container"; and

-
set the contents of the Payload container IE as specified in Annex D.
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Figure 5.4.5.2.2.1: UE-initiated NAS transport procedure

* * * Next Change * * * *

5.4.5.2.3
UE-initiated NAS transport of messages accepted by the network
Upon reception of a UL NAS TRANSPORT message, if the Payload container type IE is set to:

a)
"N1 SM information", the AMF looks up a PDU session routing context for:

1)
the UE and the PDU session ID IE in case the Old PDU session ID IE is not included, and:

NOTE 1:
If the Old PDU session ID IE is not included in the UL NAS TRANSPORT message and the AMF has received a reallocation requested indication from the SMF, the AMF needs to ignore the reallocation requested indication.

i)
if the AMF has a PDU session routing context for the PDU session ID and the UE, and the Request type IE is not included, the AMF shall forward the 5GSM message, and the PDU session ID IE towards the SMF identified by the SMF ID of the PDU session routing context;
ii)
if the AMF has a PDU session routing context for the PDU session ID and the UE, the PDU session routing context indicates that the PDU session is not an emergency PDU session, and the Request type IE is included and is set to "existing PDU session", the AMF shall forward the 5GSM message, the PDU session ID, the S-NSSAI (if received), the DNN (if received) and the request type towards the SMF identified by the SMF ID of the PDU session routing context;
iii)
if the AMF does not have a PDU session routing context for the PDU session ID and the UE, and the Request type IE is included and is set to "initial request":

A)
the AMF shall select an SMF with following handlings:

If the S-NSSAI IE is not included and the user’s subscription context obtained from UDM:

-
contains one default S-NSSAI, the AMF shall use the default S-NSSAI as the S-NSSAI;
-
contains two or more default S-NSSAIs, the AMF shall use one of the default S-NSSAIs selected by operator policy as the S-NSSAI; and

-
does not contain a default S-NSSAI, the AMF shall use an S-NSSAI selected based on operator policy as the S-NSSAI.


If the DNN IE is not included or the DNN is not valid, and the user’s subscription context obtained from UDM:

-
contains the default DNN for the S-NSSAI, the AMF shall use the default DNN as the DNN; and

-
does not contain the default DNN for the S-NSSAI, the AMF shall use a locally configured DNN as the DNN; and


If the DNN is a LADN DNN, the AMF shall determine the UE presence in LADN service area.

NOTE 2:
SMF selection is out of scope of CT1.

B)
if the SMF selection is successful:

-
the AMF shall store a PDU session routing context for the PDU session ID and the UE, shall set the SMF ID in the stored PDU session routing context to the SMF ID corresponding to the DNN in the user’s subscription context obtained from the UDM; and

-
the AMF shall forward the 5GSM message, the PDU session ID, the S-NSSAI (if received), the DNN (if received), the request type and UE presence in LADN service area (if DNN received corresponds to an LADN DNN) towards the SMF identified by the SMF ID of the PDU session routing context;

iv)
if the AMF does not have a PDU session routing context for the PDU session ID and the UE, the Request type IE is included and is set to "existing PDU session", and the user’s subscription context obtained from the UDM contains an SMF ID for the PDU session ID such that the SMF ID includes a PLMN identity corresponding to the UE's HPLMN or the current PLMN, then:
A)
the AMF shall store a PDU session routing context for the PDU session ID and the UE, shall set the SMF ID in the stored PDU session routing context to the SMF ID contained in the user's subscription context obtained from the UDM; and

B)
the AMF shall forward the 5GSM message, the PDU session ID, the S-NSSAI (if received), the DNN (if received) and the request type towards the SMF identified by the SMF ID of the PDU session routing context;

v)
if the AMF does not have a PDU session routing context for the PDU session ID and the UE, the Request type IE is included and is set to "initial emergency request":

A)
the AMF shall select an SMF. The AMF shall use the emergency DNN from the AMF emergency configuration data as the DNN, if configured. The AMF shall derive the SMF from the emergency DNN or use the statically configured SMF from the AMF emergency configuration data, if configured; and

B)
if the SMF selection is successful:

-
the AMF shall store a PDU session routing context for the PDU session ID and the UE, shall set the SMF ID in the stored PDU session routing context to the SMF ID of the selected SMF, and shall store an indication that the PDU session is an emergency PDU session in the stored PDU session routing context; and

-
the AMF shall forward the 5GSM message, the PDU session ID, the S-NSSAI (if configured in the AMF emergency configuration data), the DNN (if configured in the AMF emergency configuration data), and the request type towards the SMF identified by the SMF ID of the PDU session routing context;
vi)
void;


vii)
if the AMF has a PDU session routing context for the PDU session ID and the UE, the PDU session routing context indicates that the PDU session is an emergency PDU session, and the Request type IE is included and is set to "existing emergency PDU session", the AMF shall forward the 5GSM message, the PDU session ID, the S-NSSAI (if configured in the AMF emergency configuration data), the DNN (if configured in the AMF emergency configuration data), and the request type towards the SMF identified by the SMF ID of the PDU session routing context; and

viii)
if the AMF does not have a PDU session routing context for the PDU session ID and the UE, the Request type IE is included and is set to "existing emergency PDU session", and the user's subscription context obtained from the UDM contains an SMF ID for the PDU session ID such that the SMF ID includes a PLMN identity corresponding to the current PLMN, then:
A)
the AMF shall store a PDU session routing context for the PDU session ID and the UE, shall set the SMF ID in the stored PDU session routing context to the SMF ID contained in the user's subscription context obtained from the UDM; and

B)
the AMF shall forward the 5GSM message, the PDU session ID, the S-NSSAI (if configured in the AMF emergency configuration data), the DNN (if configured in the AMF emergency configuration data), and the request type towards the SMF identified by the SMF ID of the PDU session routing context; or

2)
the UE and the Old PDU session ID IE in case the Old PDU session ID IE is included, and:

i)
the AMF has a PDU session routing context for the old PDU session ID and the UE and does not have a PDU session routing context for the PDU session ID and the UE, the Request type IE is included and is set to "initial request", and the AMF received a reallocation requested indication from the SMF indicating that the SMF is to be reused, the AMF shall store a PDU session routing context for the PDU session ID and the UE, set the SMF ID in the stored PDU session routing context to the SMF ID of the PDU session routing context for the old PDU session ID and the UE. If the DNN is a LADN DNN, the AMF shall determine the UE presence in LADN service area. The AMF shall forward the 5GSM message, the PDU session ID, the old PDU session ID, the S-NSSAI (if received), the DNN (if received), the request type and UE presence in LADN service area (if DNN received corresponds to an LADN DNN) towards the SMF identified by the SMF ID of the PDU session routing context;
ii)
the AMF has a PDU session routing context for the old PDU session ID and the UE and does not have a PDU session routing context for the PDU session ID and the UE, the Request type IE is included and is set to "initial request", the AMF received a reallocation requested indication from the SMF indicating that the SMF is to be reallocated:
A)
the AMF shall select an SMF with following handlings;

If the S-NSSAI IE is not included and the user’s subscription context obtained from UDM:

-
contains one default S-NSSAI, the AMF shall use the default S-NSSAI as the S-NSSAI;

-
contains two or more default S-NSSAIs, the AMF shall use one of the default S-NSSAIs selected by operator policy as the S-NSSAI; and

-
does not contain a default S-NSSAI, the AMF shall use an S-NSSAI selected based on operator policy as the S-NSSAI.


If the DNN IE is not included or the DNN is not valid, and the user’s subscription context obtained from UDM:

-
contains the default DNN for the S-NSSAI, the AMF shall use the default DNN as the DNN; and

-
does not contain the default DNN for the S-NSSAI, the AMF shall use a locally configured DNN as the DNN; and


If the DNN is a LADN DNN, the AMF shall determine the UE presence in LADN service area.

B)
if the SMF selection is successful:
-
the AMF shall store a PDU session routing context for the PDU session ID and the UE and set the SMF ID of the PDU session routing context to the SMF ID of the selected SMF; and

-
the AMF shall forward the 5GSM message, the PDU session ID, the old PDU session ID, the S-NSSAI (if received), the DNN (if received), the request type and UE presence in LADN service area (if DNN received corresponds to an LADN DNN) towards the SMF identified by the SMF ID of the PDU session routing context for the PDU session ID and the UE;

b)
"SMS", the AMF shall forward the content of the Payload container IE to the SMSF associated with the UE;

c)
"LTE Positioning Protocol (LPP) message container", the AMF shall forward the content of the Payload container IE to the LMF associated with the routing information included in the Additional information IE of the UL NAS TRANSPORT message;

d)
"transparent container", the AMF shall forward the content of the Payload container IE to the UDM; and

e)
"UE policy container", the AMF shall forward the content of the Payload container IE to the PCF.

* * * End of Change * * * *
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