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	IEs with emergency numbers are received but are not passed up to the upper layers.
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***** Change *****
5.3.12
Handling of local emergency numbers

The network may send a Local emergency numbers list or an Extended local emergency numbers list or both, in the REGISTRATION UPDATE ACCEPT message, by including the Emergency number list IE and the Extended emergency number list IE, respectively.
The user equipment shall store the Local emergency numbers list and the Extended local emergency numbers list, as provided by the network. The Local emergency numbers list stored in the user equipment shall be replaced on each receipt of the Emergency number list IE. The Extended local emergency numbers list stored in the user equipment shall be replaced on each receipt of the Extended emergency number list IE. The received Local emergency numbers list or the received Extended local emergency numbers list or both shall be provided to the upper layers.
The emergency number(s) received in the Emergency number list IE and the Extended emergency number list IE are valid only in networks in the same country as the cell on which this IE is received. If no Emergency number list IE or Extended emergency number list IE is contained in the REGISTRATION UPDATE ACCEPT message, then the stored Local emergency numbers list or Extended local emergency numbers list, respectively, in the user equipment shall be kept, except if the user equipment has successfully registered to a PLMN in a country different from that of the PLMN that sent the list.

Editor's note:
It is FFS if the Extended local emergency numbers list is deleted if upon a registration update the PLMN provide only the Emergency number list IE.

The Local emergency numbers list and the Extended local emergency numbers list shall be deleted at switch off and removal of the USIM. The user equipment shall be able to store up to ten entries in the Local emergency numbers list and up to twenty entries in the Extended local emergency numbers list, received from the network. 

For the use of the Local emergency numbers list and the Extended local emergency numbers list by the UE see 3GPP TS 24.301 [15], subclause 5.3.7.

