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	Reason for change:
	This CR proposes the coding for acknowledgement IE which is used to indicate successful reception of transparent container IE in REGISTRATION ACCEPT message.

The acknowledgement IE name is changed from transparent container IE to transparent ack container IE. As transparent container IE is already used in REGISTRATION ACCEPT message. 
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	Other comments:
	


***** First change *****
8.2.8
Registration complete
8.2.8.1
Message definition
The REGISTRATION COMPLETE message is sent by the UE to the AMF. See table 8.2.8.1.1.

Message type:
REGISTRATION COMPLETE
Significance:

dual

Direction:


UE to network
Table 8.2.8.1.1: REGISTRATION COMPLETE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	Security header type
	Security header type

9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	Registration complete message identity
	Message type

9.6
	M
	V
	1

	TBD
	SOR ack transparent container
	SOR ack transparent container
9.10.3.x
	O
	TV
	17


***** Next change *****
8.2.8.2
SOR ack transparent container
This IE may be sent by the UE. If this IE is sent, the contents of this IE indicates the UE acknowledgement of successful reception of the SOR transparent container IE in the REGISTRATION ACCEPT message.
***** Next change *****
9.10.3.x
SOR ack transparent container

The purpose of the SOR ack transparent container information element in the REGISTRATION COMPLETE message is to indicate the UE acknowledgement of successful reception of the SOR transparent container IE in the REGISTRATION ACCEPT message.
The SOR ack transparent container information element is coded as shown in figure 9.10.3.x.1 and table 9.10.3.x.1.

The SOR ack transparent container is a type 3 information element with 17 octets length.

	8
	7
	6
	5
	4
	3
	2
	1
	

	SOR ack transparent container IEI
	octet 1

	SOR-MAC-IUE
	octet 2 - 17 


Figure 9.10.3.x.1: SOR ack transparent container information element

Table 9.10.3.x.1: SOR ack transparent container information element
	SOR-MAC-IUE is coded as specified in 3GPP TS 33.501 [24].

	


***** End changes *****
