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***** 2nd change *****
6.4.1
General

The Access Network Discovery & Selection policy (ANDSP) is used to control UE behavior related to access network discovery and selection over non-3GPP access network.

ANDSP consists of:

-
WLAN Selection Policy (WLANSP); and

-
Non-3GPP access network (N3AN) node configuration information.

The UE uses the WLANSP for selecting the WLAN access network.

NOTE:
In this release of the specification, ANDSP contains configuration for selecting a WLAN access network. Configuration for selecting other types of non-3GPP access networks is not specified.

The UE uses the Non-3GPP access network (N3AN) node configuration information for selecting a N3AN node (i.e. N3IWF or ePDG).

When roaming, the UE can receive ANDSP including WLANSP from h-PCF or v-PCF or both. The ANDSP including N3AN node configuration information is provided by h-PCF only. The UE shall ignore the N3AN node configuration information in the ANDSP if the ANDSP is provided by v-PCF.
The structure and the content of ANDSP are defined in 3GPP TS 24.526 [17].
***** 3rd change *****
6.8.2.3
Use of N3AN node configuration information
If the UE accesses 5GCN via the non-3GPP access, the UE shall use the N3AN node configuration information to select an N3AN node to be used for establishing IKEv2 security association as described in subclause 7.2.
***** End of changes *****
