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	Reason for change:
(

	If the UE sends an SDP offer containing the media parameters that are not allowed by local policy, the session may be established and immediately terminated by a BYE request. i.e.: 

"When the P-CSCF receives a 200 (OK) response containing SDP offer, the P-CSCF shall examine the media parameters in the received SDP. If the P-CSCF finds any media parameters which are not allowed on the network by local policy, the P-CSCF shall forward the SDP offer and on the receipt of the ACK request containing the SDP answer, it shall immediately terminate the session as described in  subclause 5.2.8.1.2."

Subsequently, the UE cannot try to re-establish a session with permissible media parameters, since it doesn't know why the session was terminated.

	
	

	Summary of change:
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	Include in the BYE request the Reason header the 488 (Not Acceptable Here) response code that will enable the UE to re-establish the failed session.
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not approved:
	The user - upon initiating or modifying a call - will not know the reason why is the network cleared the call.
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5.2.8.1.2
Release of an existing session

Upon receipt of an indication that the radio/bearer interface resources are no longer available for a session (e.g. abort session request from PDF) or upon detecting that the SDP offer conveyed in a SIP response contained parameters which are not allowed according to the local policy (as specified in the subclause 6.2), the P-CSCF shall release the respective  dialog by applying the following steps:

1)
if the P-CSCF serves the calling user of the session it shall generate a BYE request based on the information saved for the related dialog, including:

-
a Request-URI, set to the stored Contact header provided by the called user;

-
a To header, set to the To header value as received in the 200 (OK) response for the initial INVITE request;

-
a From header, set to the From header value as received in the initial INVITE request;

-
a Call-ID header, set to the Call-Id header value as received in the initial INVITE request;

-
a CSeq header, set to the current CSeq value stored for the direction from the calling to the called user, incremented by one;

-
a Route header, set to the routeing information towards the called user as stored for the dialog;

-
a Reason header that contains:

-
a 503 (Service Unavailable) response code, if radio/bearer interface resources are no longer available; or

-
a 488 (Not Acceptable Here) response code, if a SDP offer conveyed in a SIP response contained parameters which are not allowed according to the local policy; and 
-
further headers, based on local policy.

2)
If the P-CSCF serves the called user of the session it shall generate a BYE request based on the information saved for the related dialog, including:

-
a Request-URI, set to the stored Contact header provided by the calling user;

-
a To header, set to the From header value as received in the initial INVITE request;

-
a From header, set to the To header value as received in the 200 (OK) response for the initial INVITE request;

-
a Call-ID header, set to the Call-Id header value as received in the initial INVITE request;

-
a CSeq header, set to the current CSeq value stored for the direction from the called to the calling user, incremented by one;

-
a Route header, set to the routeing information towards the calling user as stored for the dialog;

-
a Reason header that contains: 
-
a 503 (Service Unavailable) response code, if radio/bearer interface resources are no longer available; or

-
a 488 (Not Acceptable Here) response code, if SDP payload contained parameters which are not allowed according to the local policy; and 
-
further headers, based on local policy.

3)
send the so generated BYE request towards the indicated user.

4)
upon receipt of the 2xx responses for the BYE request, shall delete all information related to the dialog and the related multimedia session.
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