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1st Change
4
Common capability information and identifiers for CS-first and IMS-first scenarios 
4.1
UE capability exchange - overview 

The terminal capabilities that can be exchanged are:

a)
Media types which can be supported as IMS media streams (i.e. media component definitions of IM sessions);

b)
Media format parameters for supported IMS media types (codecs, media file formats etc.); 

c)
MSISDN and preferred SIP URI or tel URI for the UE sending the UE capability information; 

d)
Whether the terminal is capable combining an IM session with either CS-Video telephony, CS-Voice, or both; 

e)
MMS version that is supported; 

f)
Support for other IMS based capabilities and/or services e.g. PoC; and 

g)
Personal ME Identifier to identify which of the user’s MEs the UE capability information is related to.

h)
UE capability version, which may be used to identify the current capabilities of a terminal to indicate capability update.
i)
The IM Status, which indicates the IMS capability and registration status of the sending UE.
3GPP TS 26.141 [13] specifies the 3GPP recommended media formats and codecs which can be reflected in the SDP used by the CUA.
2nd change - new subclause
4.5
IM Status

The IM Status is exchanged at CS call setup only. The IM Status is only valid for the duration of the CS call. 
The IM Status is an indication of the IMS capability and registration status of the UE that provides this indication. The IM Status, if provided, shall indicate the UE as either:-

-
not capable of IM subsystem registration 

-
IM subsystem registered 

-
IM subsystem capable and willing to register to IM subsystem 

-
IM subsystem capable but will not register to IM susbsystem
The IM Status of the UE that provides the IM Status can be used by the receiving CUA in its decision to perform an IMS registration if allowed by user's preference (and if the receiving UE is not already IMS registered).
The provision of the IM Status is optional.
3rd Change

5.2
Criteria for initiating capability exchange

An OPTIONS request should be sent from the UE to the remote UE in the following cases:
a)
when the UE is in a CS call with the remote UE; and 

-
requires information of the remote UE capabilities; 

-
no radio environment information is received or the received radio environment information indicates that the remote UE's IM Status indicates the remote UE is either IM subsystem registered or IM subsystem capable and willing to register to IM subsystem and remote radio environment is capable of handling PS and CS domain simultaneously and the received MSIDN or MSISDN plus personal ME identifier is unknown to the UE; or

·  the received remote UE’s capability version is different from the stored remote UE’s capability version. 

b)
when the UE is in an IM session with the remote UE, and requires information of the remote UE capabilities and the received INVITE request does not include the UE capability information; and 

-
the received public user identity or public user identity plus personal ME identifier is unknown to the UE; and 

-
the received remote UE’s capability version is different from the stored remote UE’s capability version.
NOTE 1:
For a CSI call where the CS call is established first, the OPTIONS request can only be sent when the PS domain is available. The PS domain can either be available already when the CS call is set-up or at a later instant due to changed radio condition. 
NOTE 2:
The method used by UE to determine when it is required to update the remote UE capabilities is implementation dependent.

c)
when the UE capabilities have been significantly upgraded; or

NOTE 3: 
A significant upgrade of UE capabilities is when an UE has been upgraded with e.g. video capability or supports a new service.

d)
when a UE receives an OPTIONS request from a remote UE and there is no ongoing (or recently finished) capability exchange initiated by the UE.

NOTE 4:
The OPTIONS request can be sent as a standalone transaction or as a part of a session.

Information specific to capability exchange with a CS-call already established is covered in subclause 7.3.1.2. Information specific to capability exchange with an IM session already established is covered in subclause 6.3.1.2.

4th Change

5.4
Exchange of radio environment information and IM Status
A UE may send information about its  current radio environment and its IM Status during CS Call set-up. If the UE finds that the remote UE's IM Status indicates the remote UE is either IM subsystem registered or IM subsystem capable and willing to register to IM subsystem and its current radio environment supports simultaneous CS and PS services, then if allowed by the user’s preference the UE should attempt an IMS registration (if the UE is not already IMS registered).

The information exchanged during the call establishment is valid for the duration of the CS call.

5th Change

6.3.1.5
CS call set-up – originating case

When the originating CUA wants to add the CS part of a CSICS call, it shall set up the call in accordance with 3GPP TS 24.008 [4] with the following additions:

a)
The CUA may include the radio environment information and the IM Status, the personal ME identifier and UE capability version in the user-user information (as defined in 3GPP TS 24.008 [4] Annex O) in the SETUP Message. The handling of the user-user information element shall be in accordance with 3GPP TS 24.087 [9].

NOTE 1:
If the CUA does not support the user-to-user 1 supplementary service, in accordance with 3GPP TS 22.087 [8] the radio environment information, the IM Status, the personal ME identity, and the UE capability version: 

-
will not be sent to the remote CUA,

-
will be ignored if provided by the remote CUA.

b)
The CUA shall include in the called party BCD number either:

-
an E.164 number as included in the P-Asserted-Identity header that was received during IM session establishment; or

-
if this is not possible, the MSISDN of the remote user stored in UE.
NOTE 2:
It is assumed that the CUA uses the COLP supplementary service, in accordance with 3GPP TS 22.081 [7] and UUS service 1, in accordance with 3GPP TS 22.087 [8]. The CLIR supplementary service in accordance with 3GPP TS 22.081 [7] is not in use. 
If the connected number received in the CONNECT message differs from the MSISDN number used in the SETUP message, the actions to be taken by the CUA are implementation dependent.

6th Change

6.3.1.6
CS call set-up – terminating case

When the terminating CUA receives a CS call, the CUA shall check if there any ongoing IM sessions, which were initiated with a request that included an Accept-Contact header with feature tag(s) with the value(s)"+g.3gpp.cs-voice", "+g.3gpp.cs-video" or both.

-
If there are ongoing IM sessions, which were initiated with a request that included an Accept-Contact header with feature tag(s) with the values(s)"+g.3gpp.cs-voice, "+g.3gpp.cs-video" or both and if the received Calling Party BCD number corresponds to an entry in the P-Asserted-Identity header in an ongoing IM session, the CUA shall set up the call in accordance with 3GPP TS 24.008 [4]. The CUA may include the user-user information element with the radio environment information, the IM Status, personal ME identifier (as defined in 3GPP TS 24.008 [4] Annex O) and UE capability version in the CONNECT message, in accordance with 3GPP TS 24.087 [9].

-
Otherwise, the CUA shall set up the call in accordance with subclause 7.3.1.6.

NOTE 1:
If the CUA does not support the user-to-user 1 supplementary service, in accordance with 3GPP TS 22.087 [8] the radio environment information, the IM Status, the personal ME identifier and the UE capability version: 

-
will not be sent to the remote CUA,
-
will be ignored if provided by the remote CUA.

NOTE 2 
It is assumed that the CUA uses the CLIP supplementary service, in accordance with 3GPP TS 22.081 [7] and UUS service 1, in accordance with 3GPP TS 22.087 [8] The COLR supplementary service in accordance with 3GPP TS 22.081 [7] is not in use. 

NOTE 3:
If the CUA does not support the user-to-user 1 supplementary service, in accordance with 3GPP TS 22.087 [8] the radio environment information, the IM Status, the personal ME identifier and UE capability version will not be sent to the remote CUA.

7th Change

7.3.1.5
CS call set-up – originating case

When the originating CUA wants to set up a CS call in combination with an IM Session, the CUA shall set up the call in accordance with 3GPP TS 24.008 [4] with the following additions:

a)
The SETUP message may include the user-user information element, which can include the radio environment information, the IM Status, the personal ME identifier and the UE capability version as specified in 3GPP TS 24.008 [4] Annex O. The handling of the user-user information element shall be in accordance with 3GPP TS 24.087 [9].

If the CONNECT message includes a personal ME identifier and the combination of MSISDN plus personal ME identifier of the terminating UE is known to the CUA, the CUA may indicate capability information of the terminating UE to the user via the MMI. If originating UE finds that terminating UE and its current radio environment supports simultaneous CS and PS services and terminating UE's IM Status indicates the remote UE is either IM subsystem registered or IM subsystem capable and willing to register to IM subsystem, then if allowed by the user’s preference originating UE should attempt an IMS registration (if the UE is not already IMS registered).

NOTE 1:
If the CUA does not support the user-to-user 1 supplementary service, in accordance with 3GPP TS 22.087 [8] the radio environment information, the IM Status, the personal ME identifier and the UE capability version: 

-
will not be sent to the remote CUA,

-
will be ignored if provided by the remote CUA. 

NOTE 2:
It is assumed that the CUA uses COLP supplementary service, in accordance with 3GPP TS 22.081 [7] and UUS service 1, in accordance with 3GPP TS 22.087 [8] The CLIR supplementary service in accordance with 3GPP TS 22.081 [7] is not in use.
8th Change

7.3.1.6
CS call set-up – terminating case

When the terminating CUA receives a CS call:

a)
the CUA shall set up the call in accordance with 3GPP TS 24.008 [4] and may include the user to user information element in the CONNECT message with the radio environment information, the IM Status, the personal ME identifier and the UE capability version as defined in 3GPP TS 24.008 [4] Annex O. The handling of the user-user information element shall be in accordance with 3GPP TS 22.087 [8].

If the SETUP message includes a personal ME identifier and the combination of MSISDN plus personal ME identifier of the originating UE is known to the CUA, the CUA may indicate capability information of the originating UE to the user via the MMI. If terminating UE finds that originating UE and its current radio environment supports simultaneous CS and PS services and originating UE's IM Status indicates the remote UE is either IM subsystem registered or IM subsystem capable and willing to register to IM subsystem, then if allowed by the user’s preference terminating UE should attempt an IMS registration (if the UE is not already IMS registered).

NOTE 1:
If the CUA does not support the user-to-user 1 supplementary service, in accordance with 3GPP TS 24.087 [9] the radio environment information, the IM Status, the personal ME identifier and the UE capability version: 

-
 will not be sent to the remote CUA
-
will be ignored if provided by the remote CUA.
NOTE 2:
It is assumed that the CUA uses the CLIP supplementary service, in accordance with 3GPP TS 22.081 [7] and UUS service 1, in accordance with 3GPP TS 22.087 [8]. The COLR supplementary service in accordance with 3GPP TS 22.081 [7] is not in use.

9th Change

B.3.2
Establishing a CSI session when no CS call has yet been set up

Figure B.3.2-1 shows the establishment of an MSRP session between two users as well. A CS call is then established after MSRP messages are communicated over the established PS connection.
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Figure B.3.2-1: Establishment of a session before a CS call is established

The details of the signalling flows are as follows: 

1.
UE capabilities exchange



Both UE’s have performed a capability exchangeaccording to subclause B.6.

2.
INVITE request (CUA#1 to P-CSCF#1) - see example in table B.3.2-2



The originating CUA wants to initiate a session with the terminating CUA. In this example, the originating CUA creates a local MSRP URL, which can be used for the communication between the two user agents. It builds a SDP Offer containing the generated MSRP URL and assigns a local port number for the MSRP communication.

The originating CUA declares its capabilities for CS-voice and CS-video, and requests to reach a UE with cs-voice or cs-video capabilities. The originating CUA includes its personal ME identifier in the User-Agent header.

Table B.3.2-2: INVITE request (CUA#1 to P-CSCF#1)

INVITE tel:+12125552222 SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: <tel:+12125551111>

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Privacy: none

From: <sip:user1_public1@home1.net>; tag=171828

To: <tel:+12125552222>

Call-ID: cb03a0s09a2sdfglkj490333 

Cseq: 127 INVITE

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>;+g.3gpp.cs-voice;+g.3gpp.cs-video

Accept-Contact: *,+g.3gpp.cs-voice, +g.3gpp.cs-video;explicit

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE, OPTIONS

User-Agent: PMI-0007

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933615 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd 

t=0 0

m=message 3402 TCP/MSRP *

a=accept-types:message/cpim text/plain text/html image/jpeg image/gif video/3gpp

a=path:msrp://[5555::aaa:bbb:ccc:ddd]:3402/s111271;tcp

a=max-size:131072
SDP
The SDP contains a set of content types supported by CUA#1 and desired by the user at CUA#1 for this session in the accept-types attribute and indicates the maximum size message that can be received by CUA#1 in the max-size attribute.

3.
100 (Trying) response (P-CSCF#1 to CUA#1)


The P-CSCF responds to the INVITE request with a 100 (Trying) provisional response as described in subclause A.3 of 3GPP TS 24.247 [10].

4a.
User-Agent (P-CSCF#1 to P-CSCF#2)

The User-Agent header field is transparently passed from P-CSCF#1 to P-CSCF#2.

4b.
 INVITE request (S-CSCF#1 to I-CSCF#2) - see example in table B.3.2-4b

S-CSCF#1 forwards the INVITE request to the I-CSCF#2, after mapping the tel URI  to a SIP-URI. 

Table B.3.2-4b: INVITE request (S-CSCF#1 to I-CSCF#2)

INVITE sip:user2_public1@home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: 

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net

Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Contact: 
Accept-Contact: 
Allow: 

User Agent:

Content-Type: 

Content-Length: (...)

v=

o=

s=

c= 

t=

m=

a=

a=

a=

5.
 INVITE request (P-CSCF#2 to CUA#2) – see example in table B.3.2-5

P-CSCF#2 forwards the INVITE request to the terminating CUA. 
Table B.3.2-5: INVITE request (P-CSCF#2 to CUA#2)

INVITE sip:[5555::eee:fff:aaa:bbb]:8805;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf2.visited2.net:5088;comp=sigcomp;branch=z9hG4bK361k21.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 65

Record-Route: <sip:pcscf2.visited2.net:5088;lr;comp=sigcomp>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

P-Asserted-Identity: 
Privacy:

From: 

To: 

Call-ID: 

Cseq: 

Contact: 
Accept-Contact: 
Allow: 

User-Agent:

P-Called-Party-ID: 

Content-Type: 

Content-Length: (...) 

v=

o=

s=

c= 

t=

m=

a=

a=

a=
6.
 100 (Trying) response (CUA#2 to P-CSCF#2)

The terminating CUA sends a 100 (Trying) provisional response to P-CSCF#2 as described in subclause A.3 of 3GPP TS 24.247 [10].

7.
Reserve IP-CAN bearer for media

The terminating CUA accepts the message session.  The terminating CUA reserves an IP-CAN bearer for the message session media component.

8.
Reliable exchange of SDP

SDP is conveyed between CUA#1 and CUA#2. The mechanism for this is not relevant for the example and is not described.

9.  200 (OK) response (CUA#2 to P-CSCF#2) – see example in table B.3.2-9
After reserving an IP-CAN bearer for the message session media component the terminating CUA sends a 200 (OK) response for the INVITE request containing SDP that indicates that the terminating CUA has accepted the message session and listens on the MSRP TCP port returned in the path attribute in the answer for a TCP SETUP from the originating CUA. 

CUA#2 declares support only for CS-voice, not CS-video in its Contact header. The terminating CUA includes its personal ME identifier in the Server header.

Table B.3.2-9: 200 (OK) response (CUA#2 to P-CSCF#2)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf2.visited2.net:5088;comp=sigcomp;branch=z9hG4bK361k21.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:pcscf2.visited2.net:5088;lr;comp=sigcomp>>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

Privacy: none

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From: <sip:user1_public1@home1.net>; tag=171828

To: <tel:+12125552222>;tag=314159

Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 INVITE

Contact: <sip:[5555::eee:fff:aaa:bbb]:8805;comp=sigcomp>;+g.3gpp.cs-voice

Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE, OPTIONS

Server: PMI-0EA2

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933617 IN IP6 5555:: eee:fff:aaa:bbb
s=-

c=IN IP6 5555::eee:fff:aaa:bbb
t=0 0

m=message 3402 TCP/MSRP *

a=accept-types:text/plain text/html message/cpim

a=path:msrp://[5555::eee:fff:aaa:bbb]:3402/s234167;tcp

a=max-size:65536
SDP
The SDP contains the set of offered content types supported by CUA#2 and desired by the user at CUA#2 for this session in the accept-types attribute and indicates the maximum size message that can be received by CUA#2 in the max-size attribute.

10.
200 (OK) response (P-CSCF#1 to CUA#1) – see example in table B.3.2-10

P-CSCF#1 forwards the 200 (OK) response to the originating CUA.

Table B.3.2-10: 200 (OK) response (P-CSCF#1 to CUA#1)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Record-Route: <sip:pcscf2.visited2.net;lr>, <sip:scscf2.home2.net;lr>, <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

P-Asserted-Identity:

Privacy:

From: 

To: 

Call-ID: 

CSeq: 

Require:

Contact: 

Allow:  

Server:

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

a=

a=

a=
P-Asserted-Identity:
This header field is added by the intermediate IM CN subsystem entities in accordance with 3GPP TS 24.229 [5].
11.
ACK request (CUA#1 to P-CSCF#1) – see example in table B.3.2-11


The CUA responds to the 200 (OK) response with an ACK request sent to the P-CSCF#1.

Table B.3.2-11: ACK request (CUA#1 to P-CSCF#1)

ACK sip:[5555::eee:fff:aaa:bbb]:8805;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7
Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:scscf1.home1.net;lr>, <sip:scscf2.home2.net;lr>, <sip:pcscf2.visited2.net;lr>
From: <sip:user1_public1@home1.net>;tag=171828
To: <sip:user2_public1@home2.net>;tag=314159
Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 ACK

Content-Length: 0

12.
Reserve IP-CAN bearer for media

The originating CUA reserves an IP-CAN bearer for the message session media component.

13.
ACK request (P-CSCF#2 to CUA#2) – see example in table B.3.2-13.

P-CSCF#2 forwards the ACK request to the terminating CUA.

Table B.3.2-13: ACK request (P-CSCF#2 to CUA#2)

ACK sip:[5555::eee:fff:aaa:bbb]:8805;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf2.visited2.net:5088;comp=sigcomp;branch=z9hG4bK361k21.1, SIP/2.0/UDP scscf2.home2.net;branch=z9hG4bK764z87.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK240f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 66

From: 

To: 

Call-ID: 

Cseq: 

Content-Length: 

14.
Establishment of the MSRP session


The CUAs will establish the MSRP session as described in subclause A.3 of 3GPP TS 24.247 [10].

15. Media exchange in PS domain
The CUAs will transfer media over the PS domain.
16.
Initiation of CS call establishment with SETUP from originating side (from CUA#1 to MSC#1)

CUA#1 starts the CS call towards CUA#2 sending out the SETUP.
Specifically for CSI, the SETUP message includes:-
-
Called Party Number = [(Numbering plan identifier = ISDN/telephony numbering plan), 



(type of number = international number ), (Number digits = 12125552222)]
-
User-User IE = [(Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1),



(IM Status = IM subsystem registered), (Personal ME Identifier = 0007)].

CUA#1 ensures that the Personal ME Identifier within the User-User IE of the SETUP correlates to the Personal ME Identifier used by CUA#1 in the preceding IMS Session.

17.
CALL PROCEEDING (MSC#1 to CUA#1)

MSC#1 after call processing checks replies to CUA#1 with Call Proceeding.
MSC#1 progresses the CS Call by contacting MSC#2. Intermediate CS entities could be involved. 
The User-User information provided by CUA#1 is forwarded by MSC#1 towards MSC#2.
There is no specific CSI information in CALL_PROCEEDING.
18.
Initiation of CS terminating call with SETUP towards called party (from MSC#2 to CUA#2)

MSC#2 starts the terminating call by initiating SETUP to CUA#2.

Specifically for CSI, the SETUP message includes :-
-
Called Party Number = [(type of number = international number ), 
 

(Numbering plan identifier = ISDN/telephony numbering plan), (Number digits = 12125552222)]
-
Calling Party Number = [(presentation indicator = Presentation allowed),



(screening indicator = Network provided), (type of number = international number ),
 

(Numbering plan identifier = ISDN/telephony numbering plan), (Number digits = 12125551111)]
-
User-User IE = [(Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1), 



(IM Status = IM subsystem registered), (Personal ME Identifier = 0007)].

The Personal ME Identifier provided by CUA#1 is used by CUA#2 to relate to the appropriate terminal having the parallel IMS Session.

19.
CALL CONFIRM indicating terminating CS Call is being processed (from CUA#2 to MSC#2)

CUA#2 on accepting the terminating call for further processing respond to MSC#2 with CALL_CONFIRM. There is no specific CSI information in CALL_CONFIRM.
20.
Allocation of user plane resources

MSC#2 initiate provision of user plane resources. In this example call flow, this allocation takes place at this instance in time, but the network can opt to allocate resources after message 24 but certainly completes the allocation before message 25. 
There are no CSI specifics.
21.
ALERTING indicating end user is alerted, (from CUA#2 to MSC#2)

When alerting towards the end user is started (ie. end user ringing) CUA#2 indicates that the call has been delivered by sending ALERTING to MSC#2.
There are no CSI specifics in this message; in particular, User-User Information Element is not provided.
22.
Originating NW allocates user plane resources 

When MSC#2 receives ALERTING (see previous message 21), MSC#2 conveys this through Intermediate CS entities to MSC#1. Knowing that the call has delivered to far end user, MSC#1 initiates allocation of user plane resources to originating CUA#1.
MSC#1 could have opt to allocate user plane resources to CUA#1 much earlier in the messaging sequence (eg. after CALL_PROCEEDING) or MSC#1 could allocate user plane resource much later eg. just before sending of message 26.
This example flow chooses to indicate user plane resources being allocated at this point in time.
23.
ALERTING indicating far end alerting has started (from MSC#1 to CUA#1)

MSC#1 sends to CUA#1 ALERTING indicating that the far end user is being alerted. This indication together with available user plane resource allow for ring tone to be provided to the originating user by the network. If the network had opted not to allocate user plane resources, then this ALERTING will allow the CUA#1 to generate local indications to the user that the call has been delivered to the far end user.
24.
CONNECT - far end user answers the call (from CUA#2 to MSC#2)
When the user answers the call, CUA#2 sends CONNECT to MSC#2.

Specifically for CSI, the CONNECT message includes:-
-
User-User IE = [(Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1), 



(IM Status = IM subsystem registered), (Personal ME Identifier = 0EA2)].

CUA#2 uses the Personal ME Identifier provided by CUA#1 in SETUP to bind the IMS session to this CS Call. In return the Personal ME Identifier provided by CUA#2 within the User-User IE. This Personal ME Identifier is the same as that provided by CUA#2 in 200 OK (message step 9) of the IMS session..

CUA#2 sending CONNECT starts connecting to the user plane resources. 


25.
CONNECT ACKNOWLEDGE (from MSC#2 to CUA#2)

Upon getting CONNECT, MSC#2 starts through connecting the call from the far end through the intermediate CS entities to MSC#1. MSC#2 indicates this by sending CONNECT_ACKNOWLEDGE to CUA#2 and thus allowing CUA#2 to progress to active call state.
MSC#2 conveys call acceptance to MSC#1 forwarding any User-User information to MSC#1 that is included in the CONNECT from CUA#2.

26.
CONNECT – far end has answered the call (from MSC#1 to CUA#1)

MSC#1 indicates far end has answered the terminating call by sending CONNECT to CUA#1. MSC#1 having through connected the call on the network side now awaits CUA#1 to connect to the allocated user plane resources.

Specifically for CSI, the CONNECT message includes:  
-
Connected Number = [(presentation indicator = Presentation allowed),



(screening indicator = Network provided), (type of number = international number),
 

(Numbering plan identifier = ISDN/telephony numbering plan), (Number digits = 12125552222)]
-
User-User IE = [(Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1), 



(IM Status = IM subsystem registered), (Personal ME Identifier = 0EA2)].

The Personal ME Identifier in the User-User IE is used by the CUA#1 to bind the IMS session to this CS call.
27.
CONNECT ACKNOWLEDGE (from CUA#1 to MSC#1)

CUA#1 receiving CONNECT and with available user plane through connects the call and return CONNECT_ACKNOWLEDGE to MSC#1. The CONNECT ACKNOWLEDGE allows the network to progress to active call state. There are no CSI specifics in CONNECT ACKNOWLEDGE

28.
CS Call takes place

The CS call takes place.

10th Change

B.5.2
Establishing a CS call from a CSI capable UE

Figure B.5.2-1 shows the exchange of Radio Environment information, the IM Status and Personal ME Identifier by the CUAs of a CSI capable UE during a normal CS call establishment. 
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Figure B.5.2-1: CS call establishment (example of late assignment of user plane resources)

The details of the signalling flows are as follows:-

1.

Initiation of CS call establishment with SETUP from originating side (from CUA#1 to MSC#1)

CUA#1 starts the CS call towards CUA#2 sending out the SETUP. 
Specifically for CSI, the SETUP message includes:-
-
Called Party Number = [(Numbering plan identifier = ISDN/telephony numbering plan), 



(type of number = international number ), (Number digits = 12125552222)]
-
User-User IE = [((Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1), 



(IM Status = IM subsystem capable and willing to register to IM subsystem), 



(Personal ME Identifier = 0007)].

2.

CALL PROCEEDING (MSC#1 to CUA#1)

MSC#1 after call processing checks replies to CUA#1 with CALL_PROCEEDING.
MSC#1 progress with the CS Call by contacting MSC#2. Intermediate CS entities could be involved. 
The User-User information provided by CUA#1 is forwarded by MSC#1 towards MSC#2.
There is no specific CSI information in CALL_PROCEEDING.
3.

Initiation of CS terminating call with SETUP towards called party (from MSC#2 to CUA#2)

MSC#2 starts the terminating call by initiating SETUP to CUA#2.

Specifcally for CSI, the SETUP message includes:-
-
Called Party Number = [(type of number = international number ), 
 

(Numbering plan identifier = ISDN/telephony numbering plan), (Number digits = 12125552222)]
-
Calling Party Number = [(presentation indicator = Presentation allowed),



(screening indicator = Network provided), (type of number = international number ),
 

(Numbering plan identifier = ISDN/telephony numbering plan), (Number digits = 12125551111)]
-
User-User IE = [(Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1), 



(IM Status = IM subsystem capable and willing to register to IM subsystem), 



(Personal ME Identifier = 0007)].

The Personal ME Identifier provided by CUA#1 is later used by CUA#2 to relate to a particular terminal of CUA#1 that initiated this CS call is later progressed to a CSI call.

4.

CALL CONFIRM indicating terminating CS Call is being processed (from CUA#2 to MSC#2)

CUA#2 on accepting the terminating call for further processing respond to MSC#2 with CALL_CONFIRM. There is no specific CSI information in CALL_CONFIRM.
5.

ALERTING indicating end user is alerted, (from CUA#2 to MSC#2)

CUA#2 indicates locally to the user that a call has arrived by starting local alerting. With the call delivered, CUA#2 sends ALERTING to MSC#2.
There are no CSI specifics in this message; in particular, there is no inclusion of User-User Information Element.


NOTE:
This example flow has taken to illustrate local alerting by CUA#2. This is the case if in the SETUP MSC#2 allows this to be done, as MSC intends to do a late assignment of user plane resources.
6.

ALERTING indicating far end alerting has started (from MSC#1 to CUA#1)

Through Internediate CS entities, MSC#2 informs MSC#1 that the call has been delivered.
MSC#1 sends to CUA#1 ALERTING indicating that call has been delivered and far end user is being alerted. 
Only local indication of call delivery can be provided by CUA#1 to the user (ie. ringing tone) as user plane resources have yet to be assigned by MSC#1.
There are no CSI specifics in this message.
7.

CONNECT - far end user answers the call (from CUA#2 to MSC#2)

When the user answers the call, CUA#2 sends CONNECT to MSC#2.

Specifically for CSI, the CONNECT message includes:-
-
User-User IE = [(Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1), 



(IM Status = IM subsystem capable and willing to register to IM subsystem), 



(Personal ME Identifier = 0EA2)].

After sending the CONNECT, CUA#2 is ready to connect to user plane resources and does the instance user plane resources is allocated.
MSC#2 conveys call answer  to MSC#1 and forwards any User-User information to MSC#1 that is included in the CONNECT from CUA#2.
The provision of the Personal ME Identifier is to allow CUA#2 and CUA#1 to bind this CS Call answered by a particular terminal of CUA#2 to any eventual associated IMS session to progress this CS call to a CSI call. 
8.

Allocation of user plane resources
MSC#2 has to allocate user plane resources to CUA#2 to allow speech to take place. In this example, this is the very latest point in time that MSC#2 can allocate such resources. This is referred to as Late Assignment.
With the completion of the user plane resources, CUA#2 connects up and speech begins.
9.

CONNECT ACKNOWLEDGE (from MSC#2 to CUA#2)

Upon completing Late Assignment, MSC#2 starts through connecting the call all the way from CUA#2 to the far end through the Intermediate CS Entities to MSC#1. 
MSC#2 indicates this by sending CONNECT_ACKNOWLEDGE to CUA#2 and thus allowing CUA#2 to progress to active call state.
10.

Originating NW allocates user plane resources 

Knowing that the call has been answered, MSC#1 initiates allocation of user plane resources to originating CUA#1.
In this example, this is the latest point in time that MSC#1 can assign the user plane resources for speech to take place.
11.

CONNECT (from MSC#1 to CUA#1)

MSC#1 indicates far end has answered the terminating call by sending CONNECT to CUA#1. MSC#1 through connects the call on the network side and awaits CUA#1 to connect to the allocated user plane resources.
Specifically for CSI, the CONNECT message includes: 
-
Connected Number = [(presentation indicator = Presentation allowed),



(screening indicator = Network provided), (type of number = international number),
 

(Numbering plan identifier = ISDN/telephony numbering plan), (Number digits = 12125552222)]
-
User-User IE = [(Protocol ID =3GPP capability exchange protocol), (Radio Environment = 1), 



(IM Status = IM subsystem capable and willing to register to IM subsystem), 



(Personal ME Identifier = 0EA2)].

12.

CONNECT ACKNOWLEDGE (from CUA#1 to MSC#1)

CUA#1 receiving CONNECT and with available user plane through connects the call and return CONNECT_ACKNOWLEDGE to MSC#1. The CONNECT ACKNOWLEDGE is to allow the network to progress to active call state. The CONNECT ACKNOWLEDGE does not have any CSI specifics.

13.

CS Call takes place

The CS call takes place.
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